E215 ed | der,

CRANK HANDLE WITH THREADED INSERT AND REVOLVING
05 HANDLE

Crank handles with threaded hole

It is normally combined with an axis of a machine, and it is the cheapest model that can perform this service. Its mono-arm shape
facilitates its production and reduces its weight, allowing it to be produced even in large dimensions (radius 185mm.). This leads to an
increase in the radius with which the force is applied, allowing to multiply the rotation force, to fix it or to have great rotation speed
allowing large displacements. In fact, in the end there is always a revolving handle that facilitates the grip and adapts to the rotation of
the hand to avoid efforts. In this model E215, the insert hole is threaded and a lock nut is sufficient to fix it to the shaft; while the
asbestos handle is the M144 revolving handle model, which is the most economical basic model. Variants with swivel and folding
handles of various types are available. Often, in combination with this product, a K600 numerator is mounted, with the function of
indicating the movement made through a system of gears and numerical display. Also for this model we find a comfortable removable
cap, available in different colors and easy to customize by pad printing. Product suitable for manual machine tools, drills, drilling
machines, packaging machines, saws and hacksaws, packaging machines, food equipment. The handle with E215 handle is made of
reinforced polyamide based materials. This model is a basic version, but can be requested with different models of revolving, folding
handles (crank with handle, snap crank, crank with folding handle, metal crank, crank handle, etc.)

Material:
Reinforced polyamide.

Resistant to oils and greases.

Surface finish:
Satin.

Colour:
Black (RAL9011).

Central cap:
Grey polyamide (RAL 7035). 13).

Alternative Cap colours:

Orange (RAL 2004 code 02).
Red (RAL 3000 code 16).
Blue (RAL 5015 code 07).
Green (RAL 6024 code 17).
Yellow (RAL 1021 code 10).
Black (RAL 9011 code 01).
Inserts:

Brass insert with female threaded hole (thread tolerance 6H).

(*) Galvanised steel insert with female threaded hole (thread
tolerance 6H).

Lateral insert:
Brass insert with threaded through hole.

Lateral handle:
Revolving handle art. M144.
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Special requests:

Upon request and for special quantities inserts can be supplied
in different materials.

Upon request and for special quantities available in the colours
indicated in the chart.

Code

E215065.0002
E215065.0005
E215065.0007
E215080.0003
E215080.0004
E215080.0008
E215110.0003
E215110.0005
E215110.0007
E215140.0002
E215140.0005
E215140.0006
E215185.0001
E215185.0003
E215185.0004

Art.

E215065TM0801
E215065TM1001
E215065TM1201
E215080TM0801
E215080TM1001
E215080TM1201
E215110TM1001
E215110TM1201
E215110TM1401
E215140TM1201
E215140TM1401
E215140TM1601
E215185TM1201
E215185TM1401
E215185TM1601

L <43

88,5

88,5
88,5
107
107
107
140
140
140
175
175
175
223
223
223

110
110
110
140
140
140
185
185
185

30

30

30
33,5
33,5
33,5

27,5

27,5

27,5
32
32
32
35
35
35
a4
44
44

A

d
22
22
22
26
26
26
29
29
29

35,5
35,5
35,5

17
17
17
20,5
20,5
20,5
25
25
25
32
32
32

di
>

13
13
13
13
13
13
14
14
14
17
17
17

27

47,5 40 385 16,5 27

47,5 40 38,5 16,5 27

47,5 40 385 16,5 27
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9,5
9,5
9,5
11
11
11
12
12
12
13
13
13
14
14
14

15,5

15,5

15,5
17
17
17

dl

d3
14,5
14,5
14,5
19,5
19,5
19,5
19,5
19,5
19,5
24
24
24
29,5
29,5
29,5

h3
10
10
10
9,5
9,5
9,5
11
11
11
19
19
19
21
21
21

L1

d16H
M8
M10
M12
M8
M10
M12
M10
M12
M14
M12
M14
(*YM16
M12
M14
(*YM16

Q
13
13
13
13
13
13
13
17
17
17
17
17
17
17
17

di
19
19
19
19
19
19
22
22
22
23,5
23,5
23,5
25,5
25,5
25,5

L1
54
54
54
54
54
54
66
66
66

76,5

76,5

76,5
87
87
87



Code

E215065.0002
E215065.0005
E215065.0007
E215080.0003
E215080.0004
E215080.0008
E215110.0003
E215110.0005
E215110.0007
E215140.0002
E215140.0005
E215140.0006
E215185.0001
E215185.0003
E215185.0004

Art.

E215065TM0801
E215065TM1001
E215065TM1201
E215080TM0801
E215080TM1001
E215080TM1201
E215110TM1001
E215110TM1201
E215110TM1401
E215140TM1201
E215140TM1401
E215140TM1601
E215185TM1201
E215185TM1401
E215185TM1601
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Weight (g)
67
70
73
83
87
90
135
137
140
238
223
251
312
320
331



E216 b [ e

CRANK HANDLE WITH SMOOTH BORE INSERT AND
05 REVOLVING HANDLE

Crank handles with smooth bore

Material:
Reinforced polyamide.

Resistant to oils and greases.

Surface finish:
Satin.

Colour:
Black (RAL9011).

Central cap:
Grey polyamide (RAL 7035). 13).

Alternative Cap colours:

Orange (RAL 2004 code 02).
Red (RAL 3000 code 16).
Blue (RAL 5015 code 07).
Green (RAL 6024 code 17).
Yellow (RAL 1021 code 10).
Black (RAL 9011 code 01).
Inserts:

Galvanised steel insert with smooth through bore (tolerance
H10).

Lateral insert:
Brass insert with threaded through hole.

Lateral handle:
Revolving handle art. M144.

Special requests:

Upon request and for special quantities inserts can be supplied
with custom hole diameter d1.

Upon request and for special quantities inserts can be supplied
in different materials/with different coatings.

Upon request and for special quantities available in the colours
indicated in the chart.
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Code

E216065.0015
E216065.0004
E216065.0009
E216080.0020
E216080.0007
E216080.0009
E216110.0003
E216110.0005
E216110.0006
E216140.0002
E216140.0007
E216140.0011
E216140.0017
E216185.0001
E216185.0004

Art.

E216065TP0501
E216065TD1001
E216065TD1201
E216080TP0501
E216080.TD1001
E216080TD1201
E216110TD0801
E216110TD1001
E216110TD1201
E216140TD0801
E216140TD1201
E216140TD1401
E216140TD1601
E216185TD0801
E216185TD1201

L

88,5
88,5
88,5
107
107
107
140
140
140
175
175
175
175
223
223

80
110
110
110
140
140
140
140
185
185

H D
30 275
30 275
30 275
335 32
335 32
335 32
39 35
39 35
39 35
49 44
49 44
49 44
49 44

d
22
22
22
26
26
26
29
29
29

35,5
35,5
35,5
35,5

17
17
17
20,5
20,5
20,5
25
25
25
32
32
32
32

-

17

| dl

A
20
20
20
23
23
23
24
24
24
27
27
27
27

55 475 40 385 165 27

55 475 40 385 165 27

B
9,5
9,5
9,5
11
11
11
12
12
12
13
13
13
13
14
14

Dm=d1 max

O 0 Vv 00 o 0 =T

11
11
11
15,5
15,5
15,5
15,5
17
17

d3
14,5
14,5
14,5
19,5
19,5
19,5
19,5
19,5
19,5
24
24
24
24
29,5
29,5

h3
10
10
10
9,5
9,5
9,5
11
11
11
19
19
19
19
21
21

dm d1H10
12 5
12 10
12 12
14 5
14 10
14 12
14 8
14 10
14 12
20 8
20 12
20 14
20 16
22 8
22 12

Q
20
20
20
24
24
24
28
28
28
30
30
30
30
34
34

Attention: For a minimum of 50 pieces the diameter d1 can be customised (hole tolerance H10 galvanised and H7 black-oxide

treated).

Dm = Maximum obtainable diameter for subsequent machining (widening).

Code
E216065.0015

Art.

E216065TP0501
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L1
54

Weight (g)

96

di
19
19
19
19
19
19
22
22
22
23,5
23,5
235
235
25,5
25,5



Code

E216065.0004
E216065.0009
E216080.0020
E216080.0007
E216080.0009
E216110.0003
E216110.0005
E216110.0006
E216140.0002
E216140.0007
E216140.0011
E216140.0017
E216185.0001
E216185.0004

Art.

E216065TD1001
E216065TD1201
E216080.TP0501
E216080.TD1001
E216080TD1201
E216110TD0801
E216110TD1001
E216110TD1201
E216140TD0801
E216140TD1201
E216140TD1401
E216140TD1601
E216185TD0801
E216185TD1201

L1
54
54
54
54
54
66
66
66

76,5

76,5

76,5

76,5
87
87

Weight (g)
92
89
110
105
102
160
152
148

250
242
238
232
430
400

Attention: For a minimum of 50 pieces the diameter d1 can be customised (hole tolerance H10 galvanised and H7 black-oxide

treated).

Dm = Maximum obtainable diameter for subsequent machining (widening).
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E217 il | R

CRANK HANDLE WITH SMOOTH BORE INSERT AND FOLDING
05 HANDLE

Crank handles with smooth bore

Material:
Reinforced polyamide.

Resistant to oils and greases.

Surface finish:
Satin.

Colour:
Black (RAL9011).

Central cap:
Grey polyamide (RAL 7035). 13).

Alternative Cap colours:

Orange (RAL 2004 code 02).
Red (RAL 3000 code 16).
Blue (RAL 5015 code 07).
Green (RAL 6024 code 17).
Yellow (RAL 1021 code 10).
Black (RAL 9011 code 01).
Inserts:

Galvanised steel insert with smooth through bore (tolerance
H10).

Lateral insert:
Brass insert with threaded through hole.

Lateral handle:
Revolving, folding handle art. M136.

Special requests:

Upon request and for special quantities inserts can be supplied
with custom hole diameter d1.

Upon request and for special quantities inserts can be supplied
in different materials/with different coatings.

Upon request and for special quantities available in the colours
indicated in the chart.
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Code

E217065.0018
E217065.0006
E217065.0011
E217080.0015
E217080.0003
E217080.0007
E217110.0001
E217110.0008
E217110.0010
E217140.0004
E217140.0007
E217140.0009
E217140.0013
E217185.0001
E217185.0004

Art.

E217065TP0501
E217065TD1001
E217065TD1201
E217080TP0501
E217080TD1001
E217080TD1201
E217110TD0801
E217110TD1001
E217110TD1201
E217140TD0801
E217140TD1201
E217140TD1401
E217140TD1601
E217185TD0801
E217185TD1201

L

88,5
88,5
88,5
107
107
107
140
140
140
175
175
175
175
223
223

80
110
110
110
140
140
140
140
185
185

H
30
30
30

33,5
33,5
33,5

55

Ht
55
55
55
58
58
58
68
68
68
84
84
84
84

D d
275 22
275 22
275 22

32 26

32 26

32 26

35 29

35 29

35 29

44 355
44 355
44 355
44 355

gl

17
17
17
20,5
20,5
20,5
25
25
25
32
32
32
32

|

Dm=d1 max

17

A
20
20
20
23
23
23
24
24
24
27
27
27
27

90 47,5 40 385 16,5 27

90 475 40 385 16,5 27

O 0 vV © 0 o =T

11
11
15,5
15,5
15,5
15,5
17
17

Ht

d3
14,5
14,5
14,5
19,5
19,5
19,5
19,5
19,5
19,5
24
24
24
24
29,5
29,5

h3
10
10
10
9,5
9,5
9,5
11
11
11
19
19
19
19
21
21

dm di1H10
12 5
12 10
12 12
14 5
14 10
14 12
14 8
14 10
14 12
20 8
20 12
20 14
20 16
22 8
22 12

Attention: For a minimum of 50 pieces the diameter d1 can be customised (hole tolerance H10 galvanised and H7 black-oxide

treated).

Dm = Maximum obtainable diameter for subsequent machining (widening).

Code
E217065.0018

Art.

E217065TP0501
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di
20

L1
54

Weight (g)

105

20
20
20
24
24
24
28
28
28
30
30
30
30
34
34



Code

E217065.0006
E217065.0011
E217080.0015
E217080.0003
E217080.0007
E217110.0001
E217110.0008
E217110.0010
E217140.0004
E217140.0007
E217140.0009
E217140.0013
E217185.0001
E217185.0004

Art.

E217065TD1001
E217065TD1201
E217080TP0501
E217080.TD1001
E217080TD1201
E217110TD0801
E217110TD1001
E217110TD1201
E217140TD0801
E217140TD1201
E217140TD1401
E217140TD1601
E217185TD0801
E217185TD1201

di
20
20
20
20
20
23,5
23,5
23,5
26
26
26
26
26
26

L1
54
54
54
54
54
76
76
76
89
89
89
89
97
97

Weight (g)
100
97
115
110
107
156
153
150
300
245
242
238
450
445

Attention: For a minimum of 50 pieces the diameter d1 can be customised (hole tolerance H10 galvanised and H7 black-oxide

treated).

Dm = Maximum obtainable diameter for subsequent machining (widening).
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E218 ord | e

CRANK HANDLE WITH THREADED INSERT AND FOLDING
05 HANDLE

Crank handles with threaded hole

Material:
Reinforced polyamide.

Resistant to oils and greases.

Surface finish:
Satin.

Colour:
Black (RAL9011).

Central cap:
Grey polyamide (RAL 7035). 13).

Alternative Cap colours:

Orange (RAL 2004 code 02).
Red (RAL 3000 code 16).
Blue (RAL 5015 code 07).
Green (RAL 6024 code 17).
Yellow (RAL 1021 code 10).
Black (RAL 9011 code 01).
Inserts:

Brass insert with female threaded hole (thread tolerance 6H).

(*) Galvanised steel insert with female threaded hole (thread
tolerance 6H).

Lateral insert:
Brass insert with threaded through hole.

Lateral handle:
Revolving, folding handle art. M136.

Special requests:

Upon request and for special quantities inserts can be supplied
in different materials.

Upon request and for special quantities available in the colours
indicated in the chart.
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Code

E218065.0001
E218065.0002
E218065.0004
E218080.0001
E218080.0003
E218080.0004
E218110.0002
E218110.0004
E218110.0007
E218140.0001
E218140.0003
E218140.0004
E218185.0001
E218185.0003
E218185.0005

Code

E218065.0001
E218065.0002
E218065.0004
E218080.0001

Art.

E218065TM0801
E218065TM1001
E218065TM1201
E218080TM0801
E218080TM1001
E218080TM1201
E218110TM1001
E218110TM1201
E218110TM1401
E218140TM1201
E218140TM1401
E218140TM1601
E218185TM1201
E218185TM1401
E218185TM1601

L R H Ht D d
885 65 30 55 275 22
885 65 30 55 275 22
885 65 30 55 275 22
107 80 335 58 32 26
107 80 335 58 32 26
107 80 335 58 32 26
140 110 39 68 35 29
140 110 39 68 35 29
140 110 39 68 35 29
175 140 49 84 44 355
175 140 49 84 44 355
175 140 49 84 44 355
223 185 55 90
223 185 55 90
223 185 55 90

Art.

E218065TM0801
E218065TM1001
E218065TM1201
E218080.TM0801

17
17
17
20,5
20,5
20,5
25
25
25
32
32
32

17

27

47,5 40 385 16,5 27
47,5 40 385 16,5 27
47,5 40 385 16,5 27

9,5
9,5
9,5
11
11
11
12
12
12

13 155
13 155
13 155

14
14
14

17
17
17

L1
54
54
54
54

d3

14,5
14,5
14,5
19,5
19,5
19,5
19,5
19,5
19,5
24
24
24
29,5
29,5
29,5

h3
10
10
10
9,5
9,5
9,5
11
11
11
19
19
19
21
21
21

d1é6H
M8
M10
M12
M8
M10
M12
M10
M12
M14
M12
M14

M16 (%)
M12
M14

M16 (*)

Weight (g)
78
78
83
94

13
13
13
13
13
13
13
17
17
17
17
17
17
17
17

di
20
20
20
20
20
20
23,5
23,5
23,5
26
26
26
26
26
26



Code

E218080.0003
E218080.0004
E218110.0002
E218110.0004
E218110.0007
E218140.0001
E218140.0003
E218140.0004
E218185.0001
E218185.0003
E218185.0005

Art.

E218080.TM1001
E218080TM1201
E218110TM1001
E218110TM1201
E218110TM1401
E218140TM1201
E218140TM1401
E218140TM1601
E218185TM1201
E218185TM1401
E218185TM1601
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L1
54
54
76
76
76
89
89
89
97
97
97

Weight (g)
95
100
156
156
156
274
283
290
340
345
360



E219 b [ e

CRANK HANDLE WITH THREADED INSERT AND REVOLVING
05 HANDLEM129

Crank handles with threaded hole

Material:
Reinforced polyamide.

Resistant to oils and greases.

Surface finish:
Satin.

Colour:
Black (RAL9011).

Central cap:
Grey polyamide (RAL 7035). 13).

Alternative Cap colours:

Orange (RAL 2004 code 02).
Red (RAL 3000 code 16).
Blue (RAL 5015 code 07).
Green (RAL 6024 code 17).
Yellow (RAL 1021 code 10).
Black (RAL 9011 code 01).
Inserts:

Brass insert with female threaded hole (thread tolerance 6H).

(*) Galvanised steel insert with female threaded hole (thread
tolerance 6H).

Lateral insert:
Brass insert with threaded through hole.

Lateral handle:
Revolving handle art. M129.

Special requests:

Upon request and for special quantities inserts can be supplied
in different materials.

Upon request and for special quantities available in the colours
indicated in the chart.
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Code

E219065.0001
E219065.0002
E219065.0003
E219080.0001
E219080.0002
E219080.0003
E219110.0001
E219110.0002
E219110.0003
E219140.0001
E219140.0002
E219140.0003
E219185.0001
E219185.0002
E219185.0003

Code

E219065.0001
E219065.0002
E219065.0003
E219080.0001

A

Art.

E219065TM0801
E219065TM1001
E219065TM1201
E219080.TM0801
E219080.TM1001
E219080TM1201
E219110TM1001
E219110TM1201
E219110TM1401
E219140TM1201
E219140TM1401
E219140TM1601
E219185TM1201
E219185TM1401
E219185TM1601

R

R H D d
65 30 275 22
65 30 275 22
65 30 275 22
80 335 32 26
80 335 32 26
80 335 32 26
110 39 35 29
110 39 35 29
110 39 35 29
140 49 44 355
140 49 44 355
140 49 44 355
185
185
185
Art.

E219065TM0801

E219065TM1001

E219065TM1201

E219080TM0801

Y

17
17
17
20,5
20,5
20,5
25
25
25
32
32
32

17

A

20
20
20
23
23
23
24
24
24
27
27
27

55 475 40 385 16,5 27

55 475 40 385 16,5 27

55 475 40 385 16,5 27

15,5

15,5

15,5
17
17
17

d3
14,5
14,5
14,5
19,5
19,5
19,5
19,5
19,5
19,5
24
24
24
29,5
29,5
29,5

h3
10
10
10
9,5
9,5
9,5
11
11
11
19
19
19
21
21
21

diéH Q
M8 13
M10 13
M12 13
M8 13
M10 13
M12 13
M10 13
M12 17
M14 17
M12 17
M14 17
(*YM16 17
M12 17
M14 17
(*YM16 17
Weight (g)

79

82

85

95

di
20
20
20
20
20
20
23,5
23,5
23,5
25
25
25
26
26
26

L1
52
52
52
52
52
52
63
63
63
72
72
72
82
82
82



Code

E219080.0002
E219080.0003
E219110.0001
E219110.0002
E219110.0003
E219140.0001
E219140.0002
E219140.0003
E219185.0001
E219185.0002
E219185.0003

Art.

E219080TM1001
E219080TM1201
E219110TM1001
E219110TM1201
E219110TM1401
E219140TM1201
E219140TM1401
E219140TM1601
E219185TM1201
E219185TM1401
E219185TM1601
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Weight (g)
99
102
150
160
165
262
249
275
312
320
331



E220 ord | e

CRANK HANDLE WITH THREADED INSERT AND REVOLVING
05 HANDLEM145

Crank handles with threaded hole

Material:
Reinforced polyamide. Resistant to oils and greases.

Surface finish:
Satin.

Colour:
Black (RAL9011).

Central cap:
Grey polyamide (RAL 7035). 13).

Alternative Cap colours:

Orange (RAL 2004 code 02).
Red (RAL 3000 code 16).
Blue (RAL 5015 code 07).
Green (RAL 6024 code 17).
Yellow (RAL 1021 code 10).
Black (RAL 9011 code 01).
Inserts:

Brass insert with female threaded hole (thread tolerance 6H).

(*) Galvanised steel insert with female threaded hole (thread
tolerance 6H).

Lateral insert:
Brass insert with threaded through hole.

Lateral handle:
Revolving handle art. M145.

Special requests:

Upon request and for special quantities inserts can be supplied
in different materials.

Upon request and for special quantities available in the colours
indicated in the chart.

@ BEAaATECA



Code

E220065.0001
E220065.0002
E220065.0003
E220080.0001
E220080.0002
E220080.0003
E220110.0001
E220110.0002
E220110.0003
E220140.0001
E220140.0002
E220140.0003
E220185.0001
E220185.0002
E220185.0003

Code

E220065.0001
E220065.0002
E220065.0003
E220080.0001

A

Art.

E220065TM0801
E220065TM1001
E220065TM1201
E220080.TM0801
E220080.TM1001
E220080.TM1201
E220110TM1001
E220110TM1201
E220110TM1401
E220140TM1201
E220140TM1401
E220140TM1601
E220185TM1201
E220185TM1401
E220185TM1601

R

R H D d
65 30 275 22
65 30 275 22
65 30 275 22
80 335 32 26
80 335 32 26
80 335 32 26
110 39 35 29
110 39 35 29
110 39 35 29
140 49 44 355
140 49 44 355
140 49 44 355
185
185
185
Art.

E220065TM0801

E220065TM1001

E220065TM1201

E220080TM0801

Y

17
17
17
20,5
20,5
20,5
25
25
25
33
32
32

.(H'

17

A
20
20
20
23
23
23
24
24
24
27
27
27

55 475 40 385 16,5 27

55 475 40 385 16,5 27

55 475 40 385 16,5 27

15,5

15,5

15,5
17
17
17

d3
14,5
14,5
14,5
19,5
19,5
19,5
19,5
19,5
19,5
24
24
24
29,5
29,5
29,5

B

h3
10
10
10
9,5
9,5
9,5
11
11
11
19
19
19
21
21
21

d16H
M8
M10
M12
M8
M10
M12
M10
M12
M14
M12
M14
(*YM16
M12
M14
(*YM16

13
13
13
13
13
13
13
17
17
17
17
17
17
17
17

Weight (g)

69
72
75
85

di
20
20
20
20
20
20
23,5
23,5
23,5
25
25
25
26
26
26

L1
56
56
56
56
56
56
68
68
68
77
77
77
86
86
86



Code

E220080.0002
E220080.0003
E220110.0001
E220110.0002
E220110.0003
E220140.0001
E220140.0002
E220140.0003
E220185.0001
E220185.0002
E220185.0003

Art.

E220080TM1001
E220080TM1201
E220110TM1001
E220110TM1201
E220110TM1401
E220140TM1201
E220140TM1401
E220140TM1601
E220185TM1201
E220185TM1401
E220185TM1601

@ BEAaATECA

Weight (g)
89
92

149
151
154
228
213
241
304
310
321



E221 il | R

CRANK HANDLE WITH SMOOTH BORE INSERT AND
05 REVOLVING HANDLE M145

Crank handles with smooth bore

Material:
Reinforced polyamide.

Resistant to oils and greases.

Surface finish:
Satin.

Colour:
Black (RAL9011).

Central cap:
Grey polyamide (RAL 7035). 13).

Alternative cap colours:

Orange (RAL 2004 code 02).
Red (RAL 3000 code 16).
Blue (RAL 5015 code 07).
Green (RAL 6024 code 17).
Yellow (RAL 1021 code 10).
Black (RAL 9011 code 01).
Inserts:

Galvanised steel insert with smooth through bore (tolerance
H10).

Lateral insert:
Brass insert with threaded through hole.

Lateral handle:
Revolving handle art. M145.

Special requests:

Upon request and for special quantities inserts can be supplied
with custom hole diameter d1.

Upon request and for special quantities inserts can be supplied
in different materials/with different coatings.

Upon request and for special quantities available in the colours
indicated in the chart.

@ BEAaATECA



Code

E221065.0003
E221065.0001
E221065.0002
E221080.0003
E221080.0001
E221080.0002
E221110.0001
E221110.0002
E221110.0003
E221140.0001
E221140.0002
E221140.0003
E221140.0004
E221185.0001
E221185.0002

| dl

-

Dm=d1 max

Art.

E221065TP0501
E221065TD1001
E221065TD1201
E221080TP0501
E221080TD1001
E221080TD1201
E221110TD0801
E221110TD1001
E221110TD1201
E221140TD0801
E221140TD1201
E221140TD1401
E221140TD1601
E221185TD0801
E221185TD1201

L
89
89
89

107
107
107
140
140
140
175
175
175
175
223
223

R
65
65
65
80
80
80

110
110
110
140
140
140
140
185
185

H D d m c A

30 275 22 17 13 20
30 275 22 17 13 20
30 275 22 17 13 20
335 32 26 205 13 23
335 32 26 205 13 23
335 32 26 205 13 23
39 35 29 25 14 24
39 35 29 25 14 24
39 35 29 25 14 24
49 44 355 32 17 27
49 44 355 32 17 27
49 44 355 32 17 27
49 44 355 32 17 27

55 475 40 385 165 27
55 475 40 385 165 27

B
9,5
9,5
9,5
11
11
11
12
12
12
13
13
13
13
14
14

O 0 V0 O 0 o =T

11
11
15,5
15,5
15,5
15,5
17
17

d3
14,5
14,5
14,5
19,5
19,5
19,5
19,5
19,5
19,5
24
24
24
24
29,5
29,5

h3
10
10
10
9,5
9,5
9,5
11
11
11
19
19
19
19
21
21

dm d1H10
12 5
12 10
12 12
14 5
14 10
14 12
14 8
14 10
14 12
20 8
20 12
20 14
20 16
22 8
22 12

Q
20
20
20
24
24
24
28
28
28
30
30
30
30
34
34

Attention: For a minimum of 50 pieces the diameter d1 can be customised (hole tolerance H10 galvanised and H7 black-oxide

treated).

Dm = Maximum obtainable diameter for subsequent machining (widening).

Code
E221065.0003

Art.

E221065TP0501

L1
56

Weight (g)

101

dl
20
20
20
20
20
20
23,5
23,5
23,5
25
25
25
25
26
26



Code

E221065.0001
E221065.0002
E221080.0003
E221080.0001
E221080.0002
E221110.0001
E221110.0002
E221110.0003
E221140.0001
E221140.0002
E221140.0003
E221140.0004
E221185.0001
E221185.0002

Art.

E221065TD1001
E221065TD1201
E221080.TP0501
E221080.TD1001
E221080TD1201
E221110TD0801
E221110TD1001
E221110TD1201
E221140TD0801
E221140TD1201
E221140TD1401
E221140TD1601
E221185TD0801
E221185TD1201

L1
56
56
56
56
56
68
68
68
77
77
77
77
86
86

Weight (g)
107
104
125
130
127
175
172
169
263
257
253
249
440
433

Attention: For a minimum of 50 pieces the diameter d1 can be customised (hole tolerance H10 galvanised and H7 black-oxide

treated).

Dm = Maximum obtainable diameter for subsequent machining (widening).

@ BEAaATECA



E222 il | R

CRANK HANDLE WITH SMOOTH BORE INSERT AND
05 REVOLVING HANDLE M129

Crank handles with smooth bore

Material:
Reinforced polyamide.

Resistant to oils and greases.

Surface finish:
Satin.

Colour:
Black (RAL9011).

Central cap:
Grey polyamide (RAL 7035). 13).

Alternative Cap colours:

Orange (RAL 2004 code 02).
Red (RAL 3000 code 16).
Blue (RAL 5015 code 07).
Green (RAL 6024 code 17).
Yellow (RAL 1021 code 10).
Black (RAL 9011 code 01).
Inserts:

Galvanised steel insert with smooth through bore (tolerance
H10).

Lateral insert:
Brass insert with threaded through hole.

Lateral handle:
Revolving handle art. M129.

Special requests:

Upon request and for special quantities inserts can be supplied
with custom hole diameter d1.

Upon request and for special quantities inserts can be supplied
in different materials/with different coatings.

Upon request and for special quantities available in the colours
indicated in the chart.

@ BEAaATECA



Code

E222065.0008
E222065.0003
E222065.0004
E222080.0013
E222080.0003
E222080.0005
E222110.0001
E222110.0007
E222110.0004
E222140.0001
E222140.0003
E222140.0004
E222140.0005
E222185.0001
E222185.0004

Art.

E222065TP0501
E222065TD1001
E222065TD1201
E222080TP0501
E222080TD1001
E222080TD1201
E222110TD0801
E222110TD1001
E222110TD1201
E222140TD0801
E222140TD1201
E222140TD1401
E222140TD1601
E222185TD0801
E222185TD1201

L

89

89

89
107
107
107
140
140
140
175
175
175
175
223
223

R H D
65 30 275
65 30 275
65 30 275
80 335 32
80 335 32
80 335 32
110 39 35
110 39 35
110 39 35
140 49 44
140 49 44
140 49 44
140 49 44
185

185

d
22
22
22
26
26
26
29
29
29

35,5
35,5
355
35,5

17
17
17
20,5
20,5
20,5
25
25
25
32
32
32
32

>

17

| d1

27

55 475 40 385 165 27
55 475 40 385 165 27

B
9,5
9,5
9,5
11
11
11
12
12
12
13
13
13
13
14
14

Dm=d1 max

O 0 V0 O 0 o =T

11
11
15,5
15,5
15,5
15,5
17
17

d3
14,5
14,5
14,5
19,5
19,5
19,5
19,5
19,5
19,5
24
24
24
24
29,5
29,5

h3
10
10
10
9,5
9,5
9,5
11
11
11
19
19
19
19
21
21

dm d1H10
12 5
12 10
12 12
14 5
14 10
14 12
14 8
14 10
14 12
20 8
20 12
20 14
20 16
22 08
22 12

Q
20
20
20
24
24
24
28
28
28
30
30
30
30
34
34

Attention: For a minimum of 50 pieces the diameter d1 can be customised (hole tolerance H10 galvanised and H7 black-oxide

treated).

Dm = Maximum obtainable diameter for subsequent machining (widening).

Code
E222065.0008

Art.
E222065TP0501

L1
52

Weight (g)
111

dl
20
20
20
20
20
20
23,5
23,5
23,5
25
25
25
25
26
26



Code

E222065.0003
E222065.0004
E222080.0013
E222080.0003
E222080.0005
E222110.0001
E222110.0007
E222110.0004
E222140.0001
E222140.0003
E222140.0004
E222140.0005
E222185.0001
E222185.0004

Art.

E222065TD1001
E222065TD1201
E222080.TP0501
E222080.TD1001
E222080TD1201
E222110TD0801
E222110TD1001
E222110TD1201
E222140TD0801
E222140TD1201
E222140TD1401
E222140TD1601
E222185TD0801
E222185TD1201

L1
52
52
52
52
52
63
63
63
72
72
72
72
82
82

Weight (g)
117
114
135
140
136
182
179
175
271
265
261
255
450
442

Attention: For a minimum of 50 pieces the diameter d1 can be customised (hole tolerance H10 galvanised and H7 black-oxide

treated).

Dm = Maximum obtainable diameter for subsequent machining (widening).

@ BEAaATECA



E230 b [ e

CRANK HANDLE WITH HEXAGONAL HOLE AND REVOLVING
05 HANDLE

Crank handles with hexagonal hole/stud

Material:
Reinforced polyamide.

Resistant to oils and greases.

Surface finish:
Satin.

Colour:
Black (RAL9011).

Central cap:
Grey polyamide (RAL 7035). 13).

Alternative Cap colours:

Orange (RAL 2004 code 02).
Red (RAL 3000 code 16).
Blue (RAL 5015 code 07).
Green (RAL 6024 code 17).
Yellow (RAL 1021 code 10).
Black (RAL 9011 code 01).
Inserts:

Bush with hexagonal through hole in black oxide treated steel
(hole tolerance H10).

Lateral insert:
Brass insert with threaded through hole.

Lateral handle:
Revolving handle art. M144.

Special requests:

Upon request and for special quantities inserts can be supplied
in different materials/with different coatings.

Upon request and for special quantities available in the colours
indicated in the chart.

@ BEAaATECA



Code

E230065.0002
E230065.0001
E230080.0001
E230080.0002
E230110.0001
E230110.0002
E230140.0001
E230140.0002
E230185.0001
E230185.0002

Code

E230065.0002
E230065.0001
E230080.0001
E230080.0002
E230110.0001
E230110.0002
E230140.0001
E230140.0002
E230185.0001

Art.

E230065TE0601P
E230065TE0801P
E230080TE1001P
E230080TE1201P
E230110TE1201P
E230110TE1401P
E230140TE1401P
E230140TE1601P
E230185TE1601P
E230185TE1701P

L

88,5
88,5
107
107
140
140
175
175
223
223

R H D d m
65 30 275 22 17
65 30 275 22 17
80 335 32 26 205
80 335 32 26 205
110 39 35 29 22
110 39 35 29 22
140 49 44 355 32
140 49 44 355 32
185 55 475 40 385
185 55 475 40 385

Art.

E230065TE0601P
E230065TE0801P
E230080TE1001P
E230080TE1201P
E230110TE1201P
E230110TE1401P
E230140TE1401P
E230140TE1601P
E230185TE1601P

13
13
13
13
14
14
17
17

20
20
23
23
24
24
27
27

16,5 27

16,5 27

9,5
9,5
11
11
12
12
13
13
14
14

d3 h3 diH10 Q
145 10 6 20
145 10 8 20
195 95 10 24
195 95 12 24
195 11 12 28
195 11 14 28
24 19 14 30
24 19 16 30
295 19 16 34
295 19 17 34
Weight (g)

96

93

105

103

152

149

242

238

385

di
19
19
19
19
22
22
23,5
23,5
25,5
25,5

L1
54
54
54
54
66
66
76
76
87
87



E230185.0002 E230185TE1701P 385

@ BaTESCa



E231 il | R

CRANK HANDLE WITH HEXAGONAL HOLE AND REVOLVING
05 HANDLEM145

Crank handles with hexagonal hole/stud

Material:
Reinforced polyamide.

Resistant to oils and greases.

Surface finish:
Satin.

Colour:
Black (RAL9011).

Central cap:
Grey polyamide (RAL 7035). 13).

Alternative Cap colours:

Orange (RAL 2004 code 02).
Red (RAL 3000 code 16).
Blue (RAL 5015 code 07).
Green (RAL 6024 code 17).
Yellow (RAL 1021 code 10).
Black (RAL 9011 code 01).
Inserts:

Bush with hexagonal through hole in black oxide treated steel
(hole tolerance H10).

Lateral insert:
Brass insert with threaded through hole.

Lateral handle:
Revolving handle art. M145.

Special requests:

Upon request and for special quantities inserts can be supplied
in different materials/with different coatings.

Upon request and for special quantities available in the colours
indicated in the chart.

@ BEAaATECA



Code

E231065.0001
E231065.0002
E231080.0002
E231080.0001
E231110.0001
E231110.0002
E231140.0001
E231140.0002
E231185.0001
E231185.0002

Code

E231065.0001
E231065.0002
E231080.0002
E231080.0001
E231110.0001
E231110.0002
E231140.0001
E231140.0002
E231185.0001

Art.

E231065TE0601P
E231065TE0801P
E231080TE1001P
E231080TE1201P
E231110TE1201P
E231110TE1401P
E231140TE1401P
E231140TE1601P
E231185TE1601P
E231185TE1701P

L R H D d m
89 65 30 275 22 17
89 65 30 275 22 17
107 80 335 32 26 205
107 80 335 32 26 205
140 110 39 35 29 22
140 110 39 35 29 22
175 140 49 44 355 32
175 140 49 44 355 32
223 185 55 475 40 385
223 185 55 475 40 385
Art.
E231065TE0601P
E231065TE0801P
E231080TE1001P
E231080TE1201P
E231110TE1201P
E231110TE1401P
E231140TE1401P
E231140TE1601P
E231185TE1601P

(:)EhCTTEEER]

13
13
13
13
14
14
17
17

20
23
23
24
24
27
27

16,5 27

16,5 27

dl

L1

d3 h3 diH10 Q
145 10 6 20
145 10 8 20
195 95 10 24
195 95 12 24
195 11 12 28
195 11 14 28
24 19 14 30
24 19 16 30
295 19 16 34
295 19 17 34
Weight (g)

111

108

130

128

177

173

267

262

400

di
20
20
20
20
23,5
235
25
25
26
26

L1
56
56
56
56
68
68
77
77
86
86



E231185.0002 E231185TE1701P 398

@ BaTESCa



E232 il | R

CRANK HANDLE WITH HEXAGONAL HOLE AND REVOLVING
05 HANDLEM129

Crank handles with hexagonal hole/stud

Material:
Reinforced polyamide.

Resistant to oils and greases.

Surface finish:
Satin.

Colour:
Black (RAL9011).

Central cap:
Grey polyamide (RAL 7035). 13).

Alternative Cap colours:

Orange (RAL 2004 code 02).
Red (RAL 3000 code 16).
Blue (RAL 5015 code 07).
Green (RAL 6024 code 17).
Yellow (RAL 1021 code 10).
Black (RAL 9011 code 01).
Inserts:

Bush with hexagonal through hole in black oxide treated steel
(hole tolerance H10).

Lateral insert:
Brass insert with threaded through hole.

Lateral handle:
Revolving handle art. M129.

Special requests:

Upon request and for special quantities inserts can be supplied
in different materials/with different coatings.

Upon request and for special quantities available in the colours
indicated in the chart.

@ BEAaATECA



Code

E232065.0001
E232065.0002
E232080.0001
E232080.0002
E232110.0001
E232110.0002
E232140.0001
E232140.0002
E232185.0001
E232185.0002

Code

E232065.0001
E232065.0002
E232080.0001
E232080.0002
E232110.0001
E232110.0002
E232140.0001
E232140.0002
E232185.0001

Art.

E232065TE0601P
E232065TE0801P
E232080TE1001P
E232080TE1201P
E232110TE1201P
E232110TE1401P
E232140TE1401P
E232140TE1601P
E232185TE1601P
E232185TE1701P

L R H D d m
89 65 30 275 22 17
89 65 30 275 22 17
107 80 335 32 26 205
107 80 335 32 26 205
140 110 39 35 29 22
140 110 39 35 29 22
175 140 49 44 355 32
175 140 49 44 355 32
223 185 55 475 40 385
223 185 55 475 40 385
Art.
E232065TE0601P
E232065TE0801P
E232080TE1001P
E232080TE1201P
E232110TE1201P
E232110TE1401P
E232140TE1401P
E232140TE1601P
E232185TE1601P

13

13
13
13
14
14
17
17

20
20
23
23
24
24
27
27

16,5 27

16,5 27

d3 h3 diH10 Q
145 10 6 20
145 10 8 20
195 95 10 24
195 95 12 24
195 11 12 28
195 11 14 28
24 19 14 30
24 19 16 30
295 21 16 34
295 21 17 34
Weight (g)

101

98

120

118

167

163

257

252

390

di
20
20
20
20
23,5
235
25
25
26
26

L1
52
52
52
52
63
63
72
72
82
82



E232185.0002 E232185TE1701P 390

@ BaTESCa



E240 b [ e

CRANK HANDLE WITH HEXAGONAL HOLE INSERT AND
05 FOLDING HANDLE

Crank handles with hexagonal hole/stud

Material:
Reinforced polyamide.

Resistant to oils and greases.

Surface finish:
Satin.

Colour:
Black (RAL9011).

Central cap:
Grey polyamide (RAL 7035). 13).

Alternative Cap colours:

Orange (RAL 2004 code 02).
Red (RAL 3000 code 16).
Blue (RAL 5015 code 07).
Green (RAL 6024 code 17).
Yellow (RAL 1021 code 10).
Black (RAL 9011 code 01).
Inserts:

Bush with hexagonal through hole in black oxide treated steel
(hole tolerance H10).

Lateral insert:
Brass insert with threaded through hole.

Lateral handle:
Revolving, folding handle art. M136.

Special requests:

Upon request and for special quantities inserts can be supplied
in different materials/with different coatings.

Upon request and for special quantities available in the colours
indicated in the chart.

@ BEAaATECA



Code

E240065.0001
E240065.0002
E240080.0001
E240080.0002
E240110.0001
E240110.0002
E240140.0001
E240140.0002
E240185.0001
E240185.0002

Code

E240065.0001
E240065.0002
E240080.0001
E240080.0002
E240110.0001
E240110.0002
E240140.0001
E240140.0002
E240185.0001

Art.

E240065TE0601P
E240065TE0801P
E240080TE1001P
E240080TE1201P
E240110TE1201P
E240110TE1401P
E240140TE1401P
E240140TE1601P
E240185TE1601P
E240185TE1701P

30

88,5

88,5
107
107
140
140
175
175
223
223

110
110
140
140
185
185

30

33,5
335

39

27,5
27,5
32
32
35
35
44
44

22
22
26
26
29
29
35,5
35,5

17
17
20,5
20,5
25
25
32
32

90 47,5 40 385

90 475 40 38,5

Art.

E240065TE0601P
E240065TE0801P
E240080.TE1001P
E240080TE1201P
E240110TE1201P
E240110TE1401P
E240140TE1401P
E240140TE1601P
E240185TE1601P

f—\;\: i
Te———hn
=
.48-
d10 '
c A B h d3 h3 diH10 Q dI
13 20 95 8 145 10 6 20 20
13 20 95 8 145 10 8 20 20
13 23 11 9 195 95 10 24 20
13 23 11 9 195 95 12 24 20
14 24 12 11 195 11 12 28 235
14 24 12 11 195 11 14 28 235
17 27 13 155 24 19 14 30 26
17 27 13 155 24 19 16 30 26
16,5 27 14 17 295 21 16 34 26
16,5 27 14 17 295 21 17 34 26
L1 Weight (g)
54 78
54 78
54 94
54 95
76 156
76 156
89 274
89 283
97 340



E240185.0002 E240185TE1701P 97 345

@ BaTESCa



E242 il | R

CRANK HANDLE WITH SQUARE HOLE INSERT AND FOLDING
05 HANDLE

Crank handles with square hole

Material:
Reinforced polyamide.

Resistant to oils and greases.

Surface finish:
Satin.

Colour:
Black (RAL9011).

Central cap:
Grey polyamide (RAL 7035). 13).

Alternative Cap colours:

Orange (RAL 2004 code 02).
Red (RAL 3000 code 16).
Blue (RAL 5015 code 07).
Green (RAL 6024 code 17).
Yellow (RAL 1021 code 10).
Black (RAL 9011 code 01).
Inserts:

Bush with square through hole in black oxide treated steel (hole
tolerance H10).

Lateral insert:
Brass insert with threaded through hole.

Lateral handle:
Revolving, folding handle art. M136.

Special requests:

Upon request and for special quantities inserts can be supplied
in different materials/with different coatings.

Upon request and for special quantities available in the colours
indicated in the chart.

@ BEAaATECA



Code

E242065.0001
E242080.0001
E242110.0001
E242140.0001
E242185.0001

Code

E242065.0001
E242080.0001
E242110.0001
E242140.0001
E242185.0001

dl

3 £ o X
vy v Y
- d > >
- ©) ]
Y | '
- R »
Art. L R H H D d m
E242065TQ0801P 88,5 65 30 55 275 22 17
E242080TQ1001P 107 80 33,5 58 32 26 205
E242110TQ1201P 140 110 39 68 35 29 25
E242140TQ1401P 175 140 49 84 44 355 32
E242185TQ1701P 223 185 55 90 47,5 40 38,5 16,5
Art.
E242065TQ0801P
E242080TQ1001P
E242110TQ1201P
E242140TQ1401P
E242185TQ1701P

@ BEAaATECA

C
13
13
14
17

B
9,5
11
12
13
14

o)

Ht

h d3 h3
8 145 10
9 195 95
11 195 11
155 24 19
17 295 21

L1
54
54
76
89
97

d1H10
8
10
12
14
17

Weight (g)
100
110
156
240
430

Q
20
24
28
30
34

di
20
20
23,5
26
26



E330 b [ e

CRANK HANDLE WITH SQUARE HOLE AND REVOLVING
05 HANDLE

Crank handles with square hole

Material:
Reinforced polyamide.

Resistant to oils and greases.

Surface finish:
Satin.

Colour:
Black (RAL9011).

Central cap:
Grey polyamide (RAL 7035). 13).

Alternative Cap colours:

Orange (RAL 2004 code 02).
Red (RAL 3000 code 16).
Blue (RAL 5015 code 07).
Green (RAL 6024 code 17).
Yellow (RAL 1021 code 10).
Black (RAL 9011 code 01).
Inserts:

Bush with square through hole in black oxide treated steel (hole
tolerance H10).

Lateral insert:
Brass insert with threaded through hole.

Lateral handle:
Revolving handle art. M144.

Special requests:

Upon request and for special quantities inserts can be supplied
in different materials/with different coatings.

Upon request and for special quantities available in the colours
indicated in the chart.

@ BEAaATECA



Code

E330065.0001
E330065.0002
E330080.0002
E330110.0003
E330140.0001
E330185.0001

Code

E330065.0001
E330065.0002
E330080.0002
E330110.0003
E330140.0001
E330185.0001

Art.

E330065TQ0601P
E330065TQ0801P
E330080TQ1001P
E330110TQ1201P
E330140TQ1401P
E330185TQ1701P

L

88,5
88,5
107
140
175
223

| dl

R H D d m c A
65 30 275 22 17 13 18
65 30 275 22 17 13 18
80 335 32 26 205 13 23
110 39 35 29 25 14 24
140 49 44 355 32 17 27
185 55 475 40 385 165 27
Art.

E330065TQ0601P
E330065TQ0801P
E330080.TQ1001P

E330110TQ1201P
E330140TQ1401P
E330185TQ1701P

@ BEAaATECA

B
9,5
9,5
11
12
13
14

h
8
8
9
11

15,5
17

dl

L1

d3 h3 diH10 Q dI
14,5 10 6 20 19
145 10 8 20 19
19,5 95 10 24 19
19,5 11 12 28 22
24 19 14 30 23,5
295 21 17 34 255
Weight (g)

96

92

105

152

242

385

L1
54
54
54
66

87
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CRANK HANDLE WITH SQUARE HOLE AND REVOLVING
05 HANDLEM145

Crank handles with square hole

Material:
Reinforced polyamide.

Resistant to oils and greases.

Surface finish:
Satin.

Colour: