
Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Brass insert with female threaded hole (thread tolerance 6H).

Special Requests:

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F110
06 6-LOBE SOLID KNOB WITH THREADED INSERT

Code Art. D d H m c d1 6H Q Weight (g)

F110022.0001 F110022.TM0401 22 12 17.5 11 6.5 M4 8 5.5

F110022.0002 F110022.TM0501 22 12 17.5 11 6.5 M5 8 6.5



Code Art. D d H m c d1 6H Q Weight (g)

F110027.0002 F110027.TM0501 27 14 22 13 9 M5 10 9

F110027.0003 F110027.TM0601 27 14 22 13 9 M6 10 9.5

F110033.0002 F110033.TM0801 33 19 26 15 11 M8 13 16

F110033.0006 F110033.TM1001 33 19 26 15 11 M10 13 17



Materials:

Special technopolymer reinforced with high-strength glass fibre,
with inorganic silver ion additives which make the material
antibacterial (ISO 22196:2011).

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Stainless steel insert with female threaded hole (Aisi 303) (thread
tolerance 6H).

Special Requests:

None.

F110BF

06
6-LOBE SOLID KNOB MADE FROM ANTIBACTERIAL MATERIAL
AND STAINLESS STEEL THREADED INSERT

Notes: The addition of a special antibacterial additive, based on inorganic silver ions, make these products naturally resistant to microbes,
bacteria and fungi, by preventing their formation and diffusion. The ions are released slowly, ensuring resistance over a long period even if
subjected to frequent washing and sanitising. These ions remain intact at well over 200°C, and therefore suitable for resisting sterilization
which normally occurs around 130°C. The material has been certified by credited laboratories and a declaration of conformity will be
issued for every item delivered. The proposed formulation complies with ISO 22196:2011 standard and in particular relates to the
following strains: • Escherichia Coli ATCC 25922 • Candida Albicans ATCC 10231 • Pseudomonas aeruginosa ATCC 13388 •
Pseudomonas aeruginosa ATCC 15442 • Klebsiella pneumoniae ATCC 4352 • Staphylococcus aureus ATCC 6538. For all the tests the
comparative reduction percentage ranges between 99.5% and 99.9%.



Code Art. D d H m c d1 6H Q Weight (g)

F110022.0003 F110022.TM0501BF 22 12 17.5 11 6.5 M5 8 6.5

F110033.0003 F110033.TM0801BF 33 19 26 15 11 M8 13 16



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Galvanised steel threaded stud (thread tolerance 6g).

Special Requests:

Upon request and for special quantities inserts can be supplied with
customised lengths.

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F111
06 6-LOBE SOLID KNOB WITH THREADED STUD

Code Art. D d H m c d1 6g Q LM Weight (g)

F111022.0001 F111022.TM04X1601 22 12 17.5 11 6.5 M4 16 50 6



Code Art. D d H m c d1 6g Q LM Weight (g)

F111022.0002 F111022.TM04X3001 22 12 17.5 11 6.5 M4 30 50 7

F111022.0003 F111022.TM05X1601 22 12 17.5 11 6.5 M5 16 50 7

F111022.0005 F111022.TM05X3001 22 12 17.5 11 6.5 M5 30 50 8

F111027.0001 F111027.TM05X2001 27 14 22 13 9 M5 20 60 10

F111027.0002 F111027.TM05X4001 27 14 22 13 9 M5 40 60 11

F111027.0003 F111027.TM06X2001 27 14 22 13 9 M6 20 60 12

F111027.0005 F111027.TM06X4001 27 14 22 13 9 M6 40 60 13

F111033.0001 F111033.TM08X2001 33 19 26 15 11 M8 20 70 18

F111033.0002 F111033.TM08X4001 33 19 26 15 11 M8 40 70 22

F111033.0003 F111033.TM10X2001 33 19 26 15 11 M10 20 70 24

F111033.0005 F111033.TM10X5001 33 19 26 15 11 M10 50 70 27

LM = Maximum mouldable length.



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Version F175:

Brass insert with female threaded hole (thread tolerance 6H).

Version F175CIN:

Stainless steel insert with female threaded hole (Aisi 303) (thread
tolerance 6H).

Special Requests:

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F175

06
6-LOBE SOLID HANDWHEEL WITH FEMALE THREADED INSERT
Volantini a 6 lobi

Il volantino a 6 lobi (lobato) pieno con inserto con foro filettato cieco è stato progettato per sostituire tutti i vecchi volantini o pomelli in
bakelite pieni. Il prodotto si presenta tutto “solido” ovvero senza cavità dove la sporcizia possa accumularsi. E’ presente solo un piccolo
recesso nella sommità della corona, ma molto amplio e poco basso e quindi facilmente pulibile. Di conseguenza questa serie di pomoli ben
si adatta ad essere utilizzata su tutte quelle attrezzature o macchine che devono essere pulite o sanificate molto spesso. Utilizzato
prevalentemente su macchine per panifici, macchine alimentari in genere, attrezzature ospedaliere, carrozzine per disabili, attrezzature
medicali in genere. Ovviamente può essere semplicemente scelto per via della sua robustezza. Il volantino lobato F175 è fatto con
materiali a base di poliammide rinforzata ad alta resistenza. Disponibile in diverse versioni e modelli (volantino lobato con inserto
passante, volantino a 6 lobi con mozzo in acciaio, pomello a 6 lobi con catenella di ritegno, ecc.) .



Version F175: with brass insert. 

Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F17530.0001 F17530.TM0401 30 22 15 11 11 9 1.5 M4 6 11.5

F17530.0004 F17530.TM0501 30 22 15 11 11 9 1.5 M5 14 11.5

F17530.0010 F17530.TM0601 30 22 15 11 11 9 1.5 M6 10 12

F17530.0018 F17530.TM0801 30 22 15 11 11 9 1.5 M8 14 13.5

F17530.0021 F17530.TM1001 30 22 15 11 11 9 1.5 M10 14 14

F17540.0001 F17540.TM0501 40 24.5 17 12 12.5 12 1 M5 14 22

F17540.0004 F17540.TM0601 40 24.5 17 12 12.5 12 1 M6 18 22

F17540.0010 F17540.TM0801 40 24.5 17 12 12.5 12 1 M8 14 21.5

F17540.0017 F17540.TM1001 40 24.5 17 12 12.5 12 1 M10 14 21

F17550.0003 F17550.TM0601 50 29 20 15,5 13,5 14.5 1.5 M6 16 36

F17550.0006 F17550.TM0801 50 29 20 15,5 14 14.5 1.5 M8 14 36

F17550.0014 F17550.TM1001 50 29 20 15,5 13,5 14.5 1.5 M10 20 37

F17550.0022 F17550.TM1201 50 29 20 15,5 13,5 14.5 1.5 M12 18 39

F17560.0002 F17560.TM0801 60 34 24 16 18 18 1.5 M8 19 59

F17560.0006 F17560.TM1001 60 34 24 16 18 18 1.5 M10 21 59

F17560.0014 F17560.TM1201 60 34 24 16 18 18 1.5 M12 18 62

F17560.0020 F17560.TM1401 60 34 24 16 18 18 1.5 M14 19 63



Version F175CIN: with stainless steel insert (Aisi 303). 

Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F17530.0007 F17530.TM0501CIN 30 22 15 11 11 9 1.5 M5 14 11.5

F17530.0013 F17530.TM0601CIN 30 22 15 11 11 9 1.5 M6 10 12

F17530.0019 F17530.TM0801CIN 30 22 15 11 11 9 1.5 M8 14 13.5

F17540.0007 F17540.TM0601CIN 40 24.5 17 12 12.5 12 1 M6 16 22

F17540.0013 F17540.TM0801CIN 40 24.5 17 12 12.5 12 1 M8 14 21.5

F17540.0018 F17540.TM1001CIN 40 24.5 17 12 12.5 12 1 M10 14 21

F17550.0009 F17550.TM0801CIN 50 29 20 14 15 14.5 1.5 M8 14 36

F17550.0017 F17550.TM1001CIN 50 29 20 14 15 14.5 1.5 M10 14 37

F17550.0023 F17550.TM1201CIN 50 29 20 14 15 14.5 1.5 M12 13 39

F17560.0004 F17560.TM0801CIN 60 34 24 16 18 18 1.5 M8 19 59

F17560.0009 F17560.TM1001CIN 60 34 24 16 18 18 1.5 M10 21 59

F17560.0017 F17560.TM1201CIN 60 34 24 16 18 18 1.5 M12 18 62



Materials:

Special technopolymer reinforced with high-strength glass fibre,
with inorganic silver ion additives which make the material
antibacterial (ISO 22196:2011).

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Stainless steel insert with female threaded hole (Aisi 303) (thread
tolerance 6H).

Special Requests:

None.

F175BF

06
6-LOBE SOLID KNOB MADE FROM ANTIBACTERIAL MATERIAL
AND STAINLESS STEEL THREADED INSERT
Volantini a 6 lobi

Notes: The addition of a special antibacterial additive, based on inorganic silver ions, make these products naturally resistant to microbes,
bacteria and fungi, by preventing their formation and diffusion. The ions are released slowly, ensuring resistance over a long period even if
subjected to frequent washing and sanitising. These ions remain intact at well over 200°C, and therefore suitable for resisting sterilization
which normally occurs around 130°C. The material has been certified by credited laboratories and a declaration of conformity will be
issued for every item delivered. The proposed formulation complies with ISO 22196:2011 standard and in particular relates to the
following strains: • Escherichia Coli ATCC 25922 • Candida Albicans ATCC 10231 • Pseudomonas aeruginosa ATCC 13388 •
Pseudomonas aeruginosa ATCC 15442 • Klebsiella pneumoniae ATCC 4352 • Staphylococcus aureus ATCC 6538. For all the tests the
comparative reduction percentage ranges between 99.5% and 99.9%.



Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F17530.0005 F17530.TM0501BF 30 22 15 11 11 9 1.5 M5 14 11.5

F17530.0011 F17530.TM0601BF 30 22 15 11 11 9 1.5 M6 10 12

F17540.0005 F17540.TM0601BF 40 24.5 17 12 12.5 12 1 M6 16 22

F17540.0011 F17540.TM0801BF 40 24.5 17 12 12.5 12 1 M8 14 21.5

F17550.0007 F17550.TM0801BF 50 29 20 14 15 14.5 1.5 M8 14 36

F17550.0015 F17550.TM1001BF 50 29 20 14 15 14.5 1.5 M10 14 37

F17560.0007 F17560.TM1001BF 60 34 24 16 18 18 1.5 M10 21 59

F17560.0015 F17560.TM1201BF 60 34 24 16 18 18 1.5 M12 18 62



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Brass insert with female threaded hole (thread tolerance 6H).

Chain:

Black acetal (POM) chain. Harmonic stainless steel (Aisi 302) joints,
retaining ring and hub hook.

Special Requests:

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request the chain can be supplied with customised lengths.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F175CAT

06
6-LOBE SOLID HANDWHEEL WITH RETAINING CHAIN AND
FEMALE THREADED INSERT
Volantini a 6 lobi



Code Art. D H d R c m d3 h3 d1 6H Q Weight (g)

F17530.0002 F17530.TM0401CAT 30 22 15 32 11 11 9 1.5 M4 6 11.5

F17530.0006 F17530.TM0501CAT 30 22 15 32 11 11 9 1.5 M5 14 11.5

F17530.0012 F17530.TM0601CAT 30 22 15 32 11 11 9 1.5 M6 10 12

F17540.0002 F17540.TM0501CAT 40 24.5 17 33 12 12.5 12 1 M5 14 22

F17540.0006 F17540.TM0601CAT 40 24.5 17 33 12 12.5 12 1 M6 18 22

F17540.0012 F17540.TM0801CAT 40 24.5 17 33 12 12.5 12 1 M8 14 21.5

F17550.0004 F17550.TM0601CAT 50 29 20 35 15,5 13,5 14.5 1.5 M6 16 36

F17550.0008 F17550.TM0801CAT 50 29 20 35 15,5 14 14.5 1.5 M8 14 36

F17550.0016 F17550.TM1001CAT 50 29 20 35 15,5 13,5 14.5 1.5 M10 20 37

F17560.0003 F17560.TM0801CAT 60 34 24 38 16 18 18 1.5 M8 19 59

F17560.0008 F17560.TM1001CAT 60 34 24 38 16 18 18 1.5 M10 21 59

F17560.0016 F17560.TM1201CAT 60 34 24 38 16 18 18 1.5 M12 18 62



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Brass insert with blind smooth bore (bore tolerance H9).

(*) Galvanised steel insert with blind smooth bore (bore tolerance
H10).

ATTENTION: bore cannot be widened.

Special Requests:

F176

06
6-LOBE SOLID HANDWHEEL WITH INSERT AND BORE
Volantini a 6 lobi

Code Art. D H d c m d3 h3 d1 H9 Q Weight (g)

F17630.0001 F17630.TD0601 30 22 15 11 11 9 1.5 6 14,5 17

F17630.0002 F17630.TD0801 30 22 15 11 11 9 1.5 8 13 19



Code Art. D H d c m d3 h3 d1 H9 Q Weight (g)

F17640.0001 F17640.TD0601 40 24.5 17 12 12.5 12 1 6 14,5 24

F17640.0002 F17640.TD0801 40 24.5 17 12 12.5 12 1 8 13 26

F17640.0003 F17640.TD1001 40 24.5 17 12 12.5 12 1 10 17 28

F17650.0001 F17650.TD0601 50 29 20 14 15 14.5 1.5 6 14,5 39

F17650.0003 F17650.TD0801 50 29 20 14 15 14.5 1.5 8 14 41

F17650.0006 F17650.TD1001 50 29 20 14 15 14.5 1.5 10 17 42

F17660.0001 F17660.TD0801 60 34 24 16 18 18 1.5 (*) 08 (H10) 18 78

F17660.0003 F17660.TD1001 60 34 24 16 18 18 1.5 (*) 10 (H10) 25 73

F17660.0005 F17660.TD1201 60 34 24 16 18 18 1.5 (*) 12 (H10) 22 75



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Version F177:

Brass insert with threaded through hole (thread tolerance 6H).

Version F177PIN:

Stainless steel insert with threaded through hole (Aisi 303) (thread
tolerance 6H).

Special Requests:

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F177

06
6-LOBE SOLID HANDWHEEL WITH THREADED THROUGH-HOLE
INSERT
Volantini a 6 lobi



Version F177: with brass insert. 

Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F17730.0001 F17730.TM0501 30 22 15 11 11 11 4 M5 18 12

F17730.0005 F17730.TM0601 30 22 15 11 11 11 4 M6 18 13

F17730.0011 F17730.TM0801 30 22 15 11 11 11 4 M8 18 13

F17730.0014 F17730.TM1001 30 22 15 11 11 11 4 M10 18 14

F17740.0001 F17740.TM0601 40 24.5 17 12 12.5 12 6 M6 18 20

F17740.0008 F17740.TM0801 40 24.5 17 12 12.5 12 6 M8 18 21

F17740.0014 F17740.TM1001 40 24.5 17 12 12.5 12 6 M10 18 22

F17750.0002 F17750.TM0601 50 29 20 14 15 14 11 M6 18 33

F17750.0005 F17750.TM0801 50 29 20 14 15 14 11 M8 18 34

F17750.0010 F17750.TM1001 50 29 20 14 15 14 11 M10 18 35

F17750.0016 F17750.TM1201 50 29 20 14 15 14 11 M12 18 35

F17760.0002 F17760.TM0801 60 34 24 16 18 15 16 M8 18 54

F17760.0006 F17760.TM1001 60 34 24 16 18 15 16 M10 18 55

F17760.0010 F17760.TM1201 60 34 24 16 18 15 16 M12 18 55

F17760.0015 F17760.TM1401 60 34 24 16 18 15 16 M14 18 56

Version F177CIN: with stainless steel insert (Aisi 303). 

Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F17730.0003 F17730.TM0501PIN 30 22 15 11 11 11 4 M5 18 12

F17730.0007 F17730.TM0601PIN 30 22 15 11 11 11 4 M6 18 13



Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F17730.0012 F17730.TM0801PIN 30 22 15 11 11 11 4 M8 18 13

F17740.0003 F17740.TM0601PIN 40 24.5 17 12 12.5 12 6 M6 18 20

F17740.0010 F17740.TM0801PIN 40 24.5 17 12 12.5 12 6 M8 18 21

F17740.0015 F17740.TM1001PIN 40 24.5 17 12 12.5 12 6 M10 18 22

F17750.0008 F17750.TM0801PIN 50 29 20 14 15 14 11 M8 18 34

F17750.0012 F17750.TM1001PIN 50 29 20 14 15 14 11 M10 18 35

F17750.0017 F17750.TM1201PIN 50 29 20 14 15 14 11 M12 18 35

F17760.0004 F17760.TM0801PIN 60 34 24 16 18 15 16 M8 18 54

F17760.0008 F17760.TM1001PIN 60 34 24 16 18 15 16 M10 18 55

F17760.0012 F17760.TM1201PIN 60 34 24 16 18 15 16 M12 18 55



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Brass insert with threaded through hole (thread tolerance 6H).

Chain:

Black acetal (POM) chain. Harmonic stainless steel (Aisi 302) joints,
retaining ring and hub hook.

Special Requests:

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request the chain can be supplied with customised lengths.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F177CAT

06
6-LOBE SOLID HANDWHEEL WITH RETAINING CHAIN AND
THREADED THROUGH-HOLE INSERT
Volantini a 6 lobi



Code Art. D H d R c m d3 h3 d1 6H Q Weight (g)

F17730.0002 F17730.TM0501CAT 30 22 15 - 11 11 11 4 M5 18 12

F17730.0006 F17730.TM0601CAT 30 22 15 - 11 11 11 4 M6 18 13

F17740.0002 F17740.TM0601CAT 40 24.5 17 - 12 12.5 12 6 M6 18 20

F17740.0009 F17740.TM0801CAT 40 24.5 17 - 12 12.5 12 6 M8 18 21

F17750.0003 F17750.TM0601CAT 50 29 20 - 14 15 14 11 M6 18 33

F17750.0007 F17750.TM0801CAT 50 29 20 - 14 15 14 11 M8 18 34

F17760.0003 F17760.TM0801CAT 60 34 24 - 16 18 15 16 M8 18 54

F17760.0007 F17760.TM1001CAT 60 34 24 - 16 18 15 16 M10 18 55

F17760.0011 F17760.TM1201CAT 60 34 24 - 16 18 15 16 M12 18 55



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

F178:

Galvanised steel threaded stud (thread tolerance 6g).

F178CIN:

Threaded stainless steel stud (Aisi 304) (thread tolerance 6g).

Special Requests:

Upon request and for special quantities inserts can be supplied with
customised lengths.

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F178

06
6-LOBE SOLID HANDWHEEL WITH THREADED STUD
Volantini a 6 lobi



Version F178 - galvanised steel stud. 

Code Art. D H d c m d3 h3 LM d1 6g Q Weight (g)

F17830.0002 F17830.TM05X1001 30 22 15 11 11 9 1.5 80 M5 10 13

F17830.0004 F17830.TM05X1601 30 22 15 11 11 9 1.5 80 M5 16 14

F17830.0008 F17830.TM05X2001 30 22 15 11 11 9 1.5 80 M5 20 15

F17830.0012 F17830.TM05X3001 30 22 15 11 11 9 1.5 80 M5 30 16

F17830.0015 F17830.TM05X4001 30 22 15 11 11 9 1.5 80 M5 40 17

F17830.0019 F17830.TM06X1001 30 22 15 11 11 9 1.5 80 M6 10 15

F17830.0023 F17830.TM06X1601 30 22 15 11 11 9 1.5 80 M6 16 16

F17830.0030 F17830.TM06X2001 30 22 15 11 11 9 1.5 80 M6 20 17

F17830.0036 F17830.TM06X2501 30 22 15 11 11 9 1.5 80 M6 25 17,5

F17830.0042 F17830.TM06X3001 30 22 15 11 11 9 1.5 80 M6 30 18

F17830.0051 F17830.TM06X4001 30 22 15 11 11 9 1.5 80 M6 40 19

F17830.0059 F17830.TM08X1601 30 22 15 11 11 9 1.5 80 M8 16 19

F17830.0063 F17830.TM08X2001 30 22 15 11 11 9 1.5 80 M8 20 21

F17830.0071 F17830.TM08X3001 30 22 15 11 11 9 1.5 80 M8 30 25

F17830.0076 F17830.TM08X4001 30 22 15 11 11 9 1.5 80 M8 40 28

F17830.0084 F17830.TM10X2001 30 22 15 11 11 9 1.5 80 M10 20 28

F17830.0087 F17830.TM10X3001 30 22 15 11 11 9 1.5 80 M10 30 33

F17830.0090 F17830.TM10X4001 30 22 15 11 11 9 1.5 80 M10 40 39

F17840.0006 F17840.TM06X1601 40 24.5 17 12 12.5 12 1 130 M6 16 25

F17840.0010 F17840.TM06X2001 40 24.5 17 12 12.5 12 1 130 M6 20 25

F17840.0016 F17840.TM06X3001 40 24.5 17 12 12.5 12 1 130 M6 30 27



Code Art. D H d c m d3 h3 LM d1 6g Q Weight (g)

F17840.0020 F17840.TM06X4001 40 24.5 17 12 12.5 12 1 130 M6 40 28

F17840.0033 F17840.TM08X1601 40 24.5 17 12 12.5 12 1 130 M8 16 28

F17840.0036 F17840.TM08X2001 40 24.5 17 12 12.5 12 1 130 M8 20 30

F17840.0040 F17840.TM08X2501 40 24.5 17 12 12.5 12 1 130 M8 25 31

F17840.0045 F17840.TM08X3001 40 24.5 17 12 12.5 12 1 130 M8 30 33

F17840.0051 F17840.TM08X3501 40 24.5 17 12 12.5 12 1 130 M8 35 34

F17840.0054 F17840.TM08X4001 40 24.5 17 12 12.5 12 1 130 M8 40 36

F17840.0057 F17840.TM08X4501 40 24.5 17 12 12.5 12 1 130 M8 45 38

F17840.0060 F17840.TM08X5001 40 24.5 17 12 12.5 12 1 130 M8 50 39

F17840.0082 F17840.TM10X2001 40 24.5 17 12 12.5 12 1 130 M10 20 37

F17840.0086 F17840.TM10X3001 40 24.5 17 12 12.5 12 1 130 M10 30 41

F17840.0092 F17840.TM10X4001 40 24.5 17 12 12.5 12 1 130 M10 40 45

F17840.0095 F17840.TM10X5001 40 24.5 17 12 12.5 12 1 130 M10 50 49

F17850.0015 F17850.TM08X1501 50 29 20 14 15 14.5 1.5 130 M8 15 48

F17850.0020 F17850.TM08X2001 50 29 20 14 15 14.5 1.5 130 M8 20 49

F17850.0025 F17850.TM08X3001 50 29 20 14 15 14.5 1.5 130 M8 30 52

F17850.0031 F17850.TM08X4001 50 29 20 14 15 14.5 1.5 130 M8 40 55

F17850.0055 F17850.TM10X2001 50 29 20 14 15 14.5 1.5 130 M10 20 55

F17850.0058 F17850.TM10X2501 50 29 20 14 15 14.5 1.5 130 M10 25 57

F17850.0062 F17850.TM10X3001 50 29 20 14 15 14.5 1.5 130 M10 30 60

F17850.0070 F17850.TM10X4001 50 29 20 14 15 14.5 1.5 130 M10 40 61

F17850.0077 F17850.TM10X5001 50 29 20 14 15 14.5 1.5 130 M10 50 64

F17850.0093 F17850.TM12X2001 50 29 20 14 15 14.5 1.5 130 M12 20 63

F17850.0096 F17850.TM12X3001 50 29 20 14 15 14.5 1.5 130 M12 30 67

F17850.0099 F17850.TM12X4001 50 29 20 14 15 14.5 1.5 130 M12 40 72

F17850.0103 F17850.TM12X5001 50 29 20 14 15 14.5 1.5 130 M12 50 77

F17860.0010 F17860.TM08X3001 60 34 24 16 18 17,5 1.5 130 M8 30 71

F17860.0013 F17860.TM08X4001 60 34 24 16 18 17,5 1.5 130 M8 40 74

F17860.0024 F17860.TM10X2001 60 34 24 16 18 17,5 1.5 130 M10 20 74

F17860.0032 F17860.TM10X3001 60 34 24 16 18 17,5 1.5 130 M10 30 80

F17860.0038 F17860.TM10X4001 60 34 24 16 18 17,5 1.5 130 M10 40 85

F17860.0041 F17860.TM10X5001 60 34 24 16 18 17,5 1.5 130 M10 50 88

F17860.0055 F17860.TM12X2001 60 34 24 16 18 17,5 1.5 130 M12 20 95

F17860.0060 F17860.TM12X3001 60 34 24 16 18 17,5 1.5 130 M12 30 102

F17860.0064 F17860.TM12X4001 60 34 24 16 18 17,5 1.5 130 M12 40 109

F17860.0068 F17860.TM12X5001 60 34 24 16 18 17,5 1.5 130 M12 50 116

Customised stud length available for a minimum of 150 pieces.
LM = Maximum mouldable length.



Version 80 : Grey (Ral 7031) 

Code Art. D H d c m d3 h3 LM d1 6g Q Weight (g)

F17830.0006 F17830.TM05X1601CIN 30 22 15 11 11 9 1.5 80 M5 16 14

F17830.0010 F17830.TM05X2001CIN 30 22 15 11 11 9 1.5 80 M5 20 15

F17830.0017 F17830.TM05X4001CIN 30 22 15 11 11 9 1.5 80 M5 40 17

F17830.0025 F17830.TM06X1601CIN 30 22 15 11 11 9 1.5 80 M6 16 16

F17830.0032 F17830.TM06X2001CIN 30 22 15 11 11 9 1.5 80 M6 20 17

F17830.0044 F17830.TM06X3001CIN 30 22 15 11 11 9 1.5 80 M6 30 18

F17830.0053 F17830.TM06X4001CIN 30 22 15 11 11 9 1.5 80 M6 40 19

F17830.0065 F17830.TM08X2001CIN 30 22 15 11 11 9 1.5 80 M8 20 21

F17830.0073 F17830.TM08X3001CIN 30 22 15 11 11 9 1.5 80 M8 30 25

F17830.0086 F17830.TM10X2001CIN 30 22 15 11 11 9 1.5 80 M10 20 28

F17840.0012 F17840.TM06X2001CIN 40 24.5 17 12 12.5 12 1 130 M6 20 25

F17840.0018 F17840.TM06X3001CIN 40 24.5 17 12 12.5 12 1 130 M6 30 27

F17840.0022 F17840.TM06X4001CIN 40 24.5 17 12 12.5 12 1 130 M6 40 28

F17840.0038 F17840.TM08X2001CIN 40 24.5 17 12 12.5 12 1 130 M8 20 30

F17840.0048 F17840.TM08X3001CIN 40 24.5 17 12 12.5 12 1 130 M8 30 33

F17840.0056 F17840.TM08X4001CIN 40 24.5 17 12 12.5 12 1 130 M8 40 36

F17840.0094 F17840.TM10X4001CIN 40 24.5 17 12 12.5 12 1 130 M10 40 45

F17850.0033 F17850.TM08X4001CIN 50 29 20 14 15 14.5 1.5 130 M8 40 55

F17850.0057 F17850.TM10X2001CIN 50 29 20 14 15 14.5 1.5 130 M10 20 55

F17850.0065 F17850.TM10X3001CIN 50 29 20 14 15 14.5 1.5 130 M10 30 60

F17850.0072 F17850.TM10X4001CIN 50 29 20 14 15 14.5 1.5 130 M10 40 65

F17850.0079 F17850.TM10X5001CIN 50 29 20 14 15 14.5 1.5 130 M10 50 70

F17860.0015 F17860.TM08X4001CIN 60 34 24 16 18 17,5 1.5 130 M8 40 74

F17860.0040 F17860.TM10X4001CIN 60 34 24 16 18 17,5 1.5 130 M10 40 80

F17860.0057 F17860.TM12X2001CIN 60 34 24 16 18 17,5 1.5 130 M12 20 95

F17860.0066 F17860.TM12X4001CIN 60 34 24 16 18 17,5 1.5 130 M12 40 109

Customised stud length available for a minimum of 150 pieces.
LM = Maximum mouldable length.



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

(1) Galvanised steel threaded stud (thread tolerance 6g).

(2) Galvanised steel turned ring nut, secured with threadlocker and
with groove for retaining hook.

Chain:

Black acetal (POM) chain. Harmonic stainless steel (Aisi 302) joints,
retaining ring and hub hook.

Special Requests:

Upon request and for special quantities inserts can be supplied with
customised lengths.

Upon request the chain can be supplied with customised lengths.

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F178CAT

06
6-LOBE SOLID HANDWHEEL WITH RETAINING CHAIN AND
THREADED STUD
Volantini a 6 lobi



Code Art. D H d R c m d3 h3 LM d1 6g Q Weight (g)

F17830.0003 F17830.TM05X1001CAT 30 22 15 32 11 11 9 1.5 80 M5 10 13

F17830.0005 F17830.TM05X1601CAT 30 22 15 32 11 11 9 1.5 80 M5 16 14

F17830.0009 F17830.TM05X2001CAT 30 22 15 32 11 11 9 1.5 80 M5 20 15

F17830.0013 F17830.TM05X3001CAT 30 22 15 32 11 11 9 1.5 80 M5 30 16

F17830.0016 F17830.TM05X4001CAT 30 22 15 32 11 11 9 1.5 80 M5 40 17

F17830.0020 F17830.TM06X1001CAT 30 22 15 32 11 11 9 1.5 80 M6 10 18

F17830.0024 F17830.TM06X1601CAT 30 22 15 32 11 11 9 1.5 80 M6 16 19

F17830.0031 F17830.TM06X2001CAT 30 22 15 32 11 11 9 1.5 80 M6 20 20

F17830.0038 F17830.TM06X2501CAT 30 22 15 32 11 11 9 1.5 80 M6 25 20,5

F17830.0043 F17830.TM06X3001CAT 30 22 15 32 11 11 9 1.5 80 M6 30 21

F17830.0052 F17830.TM06X4001CAT 30 22 15 32 11 11 9 1.5 80 M6 40 22

F17830.0060 F17830.TM08X1601CAT 30 22 15 32 11 11 9 1.5 80 M8 16 22

F17830.0064 F17830.TM08X2001CAT 30 22 15 32 11 11 9 1.5 80 M8 20 24

F17830.0072 F17830.TM08X3001CAT 30 22 15 32 11 11 9 1.5 80 M8 30 28

F17830.0077 F17830.TM08X4001CAT 30 22 15 32 11 11 9 1.5 80 M8 40 31

F17830.0085 F17830.TM10X2001CAT 30 22 15 32 11 11 9 1.5 80 M10 20 31

F17830.0088 F17830.TM10X3001CAT 30 22 15 32 11 11 9 1.5 80 M10 30 36

F17830.0091 F17830.TM10X4001CAT 30 22 15 32 11 11 9 1.5 80 M10 40 42

F17840.0007 F17840.TM06X1601CAT 40 24.5 17 33 12 12.5 12 1 130 M6 16 28

F17840.0011 F17840.TM06X2001CAT 40 24.5 17 33 12 12.5 12 1 130 M6 20 28

F17840.0017 F17840.TM06X3001CAT 40 24.5 17 33 12 12.5 12 1 130 M6 30 30

F17840.0021 F17840.TM06X4001CAT 40 24.5 17 33 12 12.5 12 1 130 M6 40 31



Code Art. D H d R c m d3 h3 LM d1 6g Q Weight (g)

F17840.0034 F17840.TM08X1601CAT 40 24.5 17 33 12 12.5 12 1 130 M8 16 31

F17840.0037 F17840.TM08X2001CAT 40 24.5 17 33 12 12.5 12 1 130 M8 20 33

F17840.0041 F17840.TM08X2501CAT 40 24.5 17 33 12 12.5 12 1 130 M8 25 34

F17840.0046 F17840.TM08X3001CAT 40 24.5 17 33 12 12.5 12 1 130 M8 30 36

F17840.0052 F17840.TM08X3501CAT 40 24.5 17 33 12 12.5 12 1 130 M8 35 37

F17840.0055 F17840.TM08X4001CAT 40 24.5 17 33 12 12.5 12 1 130 M8 40 39

F17840.0058 F17840.TM08X4501CAT 40 24.5 17 33 12 12.5 12 1 130 M8 45 41

F17840.0061 F17840.TM08X5001CAT 40 24.5 17 33 12 12.5 12 1 130 M8 50 42

F17840.0083 F17840.TM10X2001CAT 40 24.5 17 33 12 12.5 12 1 130 M10 20 40

F17840.0087 F17840.TM10X3001CAT 40 24.5 17 33 12 12.5 12 1 130 M10 30 44

F17840.0093 F17840.TM10X4001CAT 40 24.5 17 33 12 12.5 12 1 130 M10 40 48

F17840.0096 F17840.TM10X5001CAT 40 24.5 17 33 12 12.5 12 1 130 M10 50 52

F17850.0016 F17850.TM08X1501CAT 50 29 20 35 14 15 14.5 1.5 130 M8 15 51

F17850.0021 F17850.TM08X2001CAT 50 29 20 35 14 15 14.5 1.5 130 M8 20 52

F17850.0026 F17850.TM08X3001CAT 50 29 20 35 14 15 14.5 1.5 130 M8 30 55

F17850.0032 F17850.TM08X4001CAT 50 29 20 35 14 15 14.5 1.5 130 M8 40 58

F17850.0056 F17850.TM10X2001CAT 50 29 20 35 14 15 14.5 1.5 130 M10 20 58

F17850.0059 F17850.TM10X2501CAT 50 29 20 35 14 15 14.5 1.5 130 M10 25 60

F17850.0064 F17850.TM10X3001CAT 50 29 20 35 14 15 14.5 1.5 130 M10 30 63

F17850.0071 F17850.TM10X4001CAT 50 29 20 35 14 15 14.5 1.5 130 M10 40 64

F17850.0078 F17850.TM10X5001CAT 50 29 20 35 14 15 14.5 1.5 130 M10 50 67

F17850.0094 F17850.TM12X2001CAT 50 29 20 35 14 15 14.5 1.5 130 M12 20 66

F17850.0097 F17850.TM12X3001CAT 50 29 20 35 14 15 14.5 1.5 130 M12 30 70

F17850.0100 F17850.TM12X4001CAT 50 29 20 35 14 15 14.5 1.5 130 M12 40 75

F17850.0104 F17850.TM12X5001CAT 50 29 20 35 14 15 14.5 1.5 130 M12 50 80

F17860.0011 F17860.TM08X3001CAT 60 34 24 38 16 18 18 1.5 130 M8 30 74

F17860.0014 F17860.TM08X4001CAT 60 34 24 38 16 18 18 1.5 130 M8 40 77

F17860.0025 F17860.TM10X2001CAT 60 34 24 38 16 18 17,5 1.5 130 M10 20 77

F17860.0033 F17860.TM10X3001CAT 60 34 24 38 16 18 17,5 1.5 130 M10 30 83

F17860.0039 F17860.TM10X4001CAT 60 34 24 38 16 18 17,5 1.5 130 M10 40 88

F17860.0042 F17860.TM10X5001CAT 60 34 24 38 16 18 17,5 1.5 130 M10 50 91

F17860.0056 F17860.TM12X2001CAT 60 34 24 38 16 18 18 1.5 130 M12 20 98

F17860.0061 F17860.TM12X3001CAT 60 34 24 38 16 18 18 1.5 130 M12 30 105

F17860.0065 F17860.TM12X4001CAT 60 34 24 38 16 18 18 1.5 130 M12 40 112

F17860.0069 F17860.TM12X5001CAT 60 34 24 38 16 18 18 1.5 130 M12 50 119

LM = Maximum mouldable length.



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Version F186:

Brass insert with female threaded hole (thread tolerance 6H).

Version F186CIN:

Stainless steel insert with female threaded hole (Aisi 303) (thread
tolerance 6H).

Special Requests:

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F186

06
SOLID STAR HANDWHEEL WITH FEMALE THREADED INSERT
Volantini a croce

Il volantino a croce pieno con inserto con foro filettato cieco è stato progettato per sostituire tutti i vecchi volantini o pomelli in bakelite
pieni tipo DIN 6335. Il prodotto si presenta tutto “solido” ovvero senza cavità dove la sporcizia possa accumularsi. E’ presente solo un
piccolo recesso nella sommità della corona, ma molto amplio e poco basso e quindi facilmente pulibile. Il design a croce offre uno spazio tra
i lobi molto grande, è risulta molto ben impugnabile da una mano, anche indossando robusti guanti da lavoro. Questo pomolo a croce è
usato anche dove serve una grande forza di serraggio. Tale linea di prodotti ben si adatta ad essere utilizzata su tutte quelle attrezzature o
macchine che devono essere pulite o sanificate molto spesso. Utilizzato prevalentemente su macchine per panifici, macchine alimentari in
genere, attrezzature ospedaliere, carrozzine per disabili, attrezzature medicali in genere, sistemi per l’aiuto dei disabili (sollevatori, bagno,
montascale, ecc.). Ovviamente può essere semplicemente scelto per via della sua robustezza. Il volantino a croce F186 è fatto con
materiali a base di poliammide rinforzata ad alta resistenza. Disponibile in diverse versioni e modelli (volantino a croce con inserto
passante, volantino a croce con mozzo in acciaio, pomolo a croce con catenella di ritegno, manopola con sistema di sgancio rapido, ecc.).



Version F186: with brass insert. 

Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F18632.0001 F18632.TM0401 32 23 15 11 12 11 1.5 M4 7 11

F18632.0004 F18632.TM0501 32 23 15 11 12 11 1.5 M5 14 11.5

F18632.0008 F18632.TM0601 32 23 15 11 12 11 1.5 M6 10 12

F18632.0012 F18632.TM0801 32 23 15 11 12 11 1.5 M8 14 12.5

F18632.0014 F18632.TM1001 32 23 15 11 12 11 1.5 M10 14 13

F18640.0002 F18640.TM0501 40 24.5 16 12 12.5 13 1.5 M5 14 14

F18640.0005 F18640.TM0601 40 24.5 16 12 12.5 13 1.5 M6 16 15

F18640.0009 F18640.TM0801 40 24.5 16 12 12.5 13 1.5 M8 14 16

F18640.0014 F18640.TM1001 40 24.5 16 12 12.5 13 1.5 M10 14 17

F18650.0003 F18650.TM0601 50 29 20 14 15 14 2 M6 16 25

F18650.0007 F18650.TM0801 50 29 20 14 15 14 2 M8 14 26

F18650.0012 F18650.TM1001 50 29 20 14 15 14 2 M10 14 27

F18650.0017 F18650.TM1201 50 29 20 14 15 14 2 M12 18 29

F18660.0001 F18660.TM0801 60 34 24 15.5 18.5 18 2 M8 19 40

F18660.0005 F18660.TM1001 60 34 24 15.5 18.5 18 2 M10 21 43

F18660.0009 F18660.TM1201 60 34 24 15.5 18.5 18 2 M12 18 44

F18660.0013 F18660.TM1401 60 34 24 15.5 18.5 18 2 M14 19 47



Version F186CIN: with stainless steel insert (Aisi 303). 

Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F18632.0006 F18632.TM0501CIN 32 23 15 11 12 11 1.5 M5 14 11.5

F18632.0010 F18632.TM0601CIN 32 23 15 11 12 11 1.5 M6 10 12

F18632.0013 F18632.TM0801CIN 32 23 15 11 12 11 1.5 M8 14 12.5

F18640.0007 F18640.TM0601CIN 40 24.5 16 12 12.5 13 1.5 M6 16 15

F18640.0011 F18640.TM0801CIN 40 24.5 16 12 12.5 13 1.5 M8 14 16

F18640.0015 F18640.TM1001CIN 40 24.5 16 12 12.5 13 1.5 M10 14 17

F18650.0009 F18650.TM0801CIN 50 29 20 14 15 14 2 M8 14 26

F18650.0014 F18650.TM1001CIN 50 29 20 14 15 14 2 M10 14 27

F18650.0018 F18650.TM1201CIN 50 29 20 14 15 14 2 M12 18 29

F18660.0003 F18660.TM0801CIN 60 34 24 15.5 18.5 18 2 M8 19 40

F18660.0007 F18660.TM1001CIN 60 34 24 15.5 18.5 18 2 M10 21 43

F18660.0011 F18660.TM1201CIN 60 34 24 15.5 18.5 18 2 M12 18 44



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Brass insert with female threaded hole (thread tolerance 6H).

Chain:

Black acetal (POM) chain. Harmonic stainless steel (Aisi 302) joints,
retaining ring and hub hook.

Special Requests:

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request the chain can be supplied with customised lengths.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F186CAT

06
SOLID STAR HANDWHEEL WITH RETAINING CHAIN AND FEMALE
THREADED INSERT
Volantini a croce



Code Art. D H d R c m d3 h3 d1 6H Q Weight (g)

F18632.0002 F18632.TM0401CAT 32 23 15 32 11 12 11 1.5 M4 7 14

F18632.0005 F18632.TM0501CAT 32 23 15 32 11 12 11 1.5 M5 14 14.5

F18632.0009 F18632.TM0601CAT 32 23 15 32 11 12 11 1.5 M6 10 15

F18640.0003 F18640.TM0501CAT 40 24.5 16 33 12 12.5 13 1.5 M5 14 17

F18640.0006 F18640.TM0601CAT 40 24.5 16 33 12 12.5 13 1.5 M6 16 18

F18640.0010 F18640.TM0801CAT 40 24.5 16 33 12 12.5 13 1.5 M8 14 19

F18650.0004 F18650.TM0601CAT 50 29 20 35 14 15 14 2 M6 16 28

F18650.0008 F18650.TM0801CAT 50 29 20 35 14 15 14 2 M8 14 29

F18650.0013 F18650.TM1001CAT 50 29 20 35 14 15 14 2 M10 14 30

F18660.0002 F18660.TM0801CAT 60 34 24 38 15.5 18.5 18 2 M8 19 43

F18660.0006 F18660.TM1001CAT 60 34 24 38 15.5 18.5 18 2 M10 21 46

F18660.0010 F18660.TM1201CAT 60 34 24 38 15.5 18.5 18 2 M12 18 47



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Brass insert with blind smooth bore (bore tolerance H7)

ATTENTION: bore cannot be widened.

Special Requests:

F187

06
SOLID STAR HANDWHEEL WITH INSERT AND SMOOTH BORE
Volantini a croce

Code Art. D H d c m d3 h3 d1 H7 Q Weight (g)

F18732.0001 F18732.TD0601 32 23 15 11 12 11 1.5 6 15 13

F18732.0002 F18732.TD0801 32 23 15 11 12 11 1.5 8 15 14

F18740.0004 F18740.TD0601 40 24.5 16 12 12.5 13 1.5 6 15 18



Code Art. D H d c m d3 h3 d1 H7 Q Weight (g)

F18740.0001 F18740.TD0801 40 24.5 16 12 12.5 13 1.5 8 15 21

F18740.0002 F18740.TD1001 40 24.5 16 12 12.5 13 1.5 10 17 20

F18750.0001 F18750.TD0601 50 29 20 14 15 14 2 6 15 29

F18750.0002 F18750.TD0801 50 29 20 14 15 14 2 8 15 31

F18750.0005 F18750.TD1001 50 29 20 14 15 14 2 10 17 32

F18760.0001 F18760.TD0801 60 34 24 15.5 18.5 18 2 8 18 70

F18760.0002 F18760.TD1001 60 34 24 15.5 18.5 18 2 10 25 65

F18760.0003 F18760.TD1201 60 34 24 15.5 18.5 18 2 12 22 60



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Version F188:

Brass insert with threaded through hole (thread tolerance 6H).

Version F188PIN:

Stainless steel insert with threaded through hole (Aisi 303) (thread
tolerance 6H).

Special Requests:

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F188

06
SOLID STAR HANDWHEEL WITH THREADED THROUGH-HOLE
INSERT
Volantini a croce



Version F188: with brass insert. 

Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F18832.0001 F18832.TM0401 32 23 15 11 11 10 5 M4 18 9

F18832.0004 F18832.TM0501 32 23 15 11 11 10 5 M5 18 10

F18832.0008 F18832.TM0601 32 23 15 11 11 10 5 M6 18 10.5

F18832.0013 F18832.TM0801 32 23 15 11 11 10 5 M8 18 11

F18840.0002 F18840.TM0601 40 24.5 16 12 12.5 12 6.5 M6 18 13

F18840.0007 F18840.TM0801 40 24.5 16 12 12.5 12 6.5 M8 18 15

F18840.0013 F18840.TM1001 40 24.5 16 12 12.5 12 6.5 M10 18 16

F18850.0001 F18850.TM0601 50 29 20 14 15 14 11 M6 18 23

F18850.0004 F18850.TM0801 50 29 20 14 15 14 11 M8 18 24

F18850.0008 F18850.TM1001 50 29 20 14 15 14 11 M10 18 25

F18850.0012 F18850.TM1201 50 29 20 14 15 14 11 M12 18 26

F18860.0001 F18860.TM0801 60 34 24 15.5 18.5 16 16 M8 18 34

F18860.0005 F18860.TM1001 60 34 24 15.5 18.5 16 16 M10 18 38

F18860.0009 F18860.TM1201 60 34 24 15.5 18.5 16 16 M12 18 40

F18860.0013 F18860.TM1401 60 34 24 15.5 18.5 16 16 M14 18 45

Version F188PIN: with stainless steel insert (Aisi 303). 

Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F18832.0006 F18832.TM0501PIN 32 23 15 11 11 10 5 M5 18 10

F18832.0010 F18832.TM0601PIN 32 23 15 11 11 10 5 M6 18 10.5



Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F18832.0014 F18832.TM0801PIN 32 23 15 11 11 10 5 M8 18 11

F18840.0004 F18840.TM0601PIN 40 24.5 16 12 12.5 12 6.5 M6 18 13

F18840.0009 F18840.TM0801PIN 40 24.5 16 12 12.5 12 6.5 M8 18 15

F18840.0014 F18840.TM1001PIN 40 24.5 16 12 12.5 12 6.5 M10 18 16

F18850.0006 F18850.TM0801PIN 50 29 20 14 15 14 11 M8 18 24

F18850.0010 F18850.TM1001PIN 50 29 20 14 15 14 11 M10 18 25

F18850.0013 F18850.TM1201PIN 50 29 20 14 15 14 11 M12 18 26

F18860.0003 F18860.TM0801PIN 60 34 24 15.5 18.5 16 16 M8 18 34

F18860.0007 F18860.TM1001PIN 60 34 24 15.5 18.5 16 16 M10 18 38

F18860.0011 F18860.TM1201PIN 60 34 24 15.5 18.5 16 16 M12 18 40



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Brass insert with threaded through hole (thread tolerance 6H).

Chain:

Black acetal (POM) chain. Harmonic stainless steel (Aisi 302) joints,
retaining ring and hub hook.

Special Requests:

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request the chain can be supplied with customised lengths.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F188CAT

06
SOLID STAR HANDWHEEL WITH RETAINING CHAIN AND
THREADED THROUGH-HOLE INSERT
Volantini a croce



Code Art. D H d R c m d3 h3 d1 6H Q Weight (g)

F18832.0002 F18832.TM0401CAT 32 23 15 32 11 11 10 5 M4 18 12

F18832.0005 F18832.TM0501CAT 32 23 15 32 11 11 10 5 M5 18 13

F18832.0009 F18832.TM0601CAT 32 23 15 32 11 11 10 5 M6 18 13.5

F18840.0003 F18840.TM0601CAT 40 24.5 16 33 12 12.5 12 6.5 M6 18 16

F18840.0008 F18840.TM0801CAT 40 24.5 16 33 12 12.5 12 6.5 M8 18 18

F18850.0002 F18850.TM0601CAT 50 29 20 35 14 15 14 11 M6 18 26

F18850.0005 F18850.TM0801CAT 50 29 20 35 14 15 14 11 M8 18 27

F18850.0009 F18850.TM1001CAT 50 29 20 35 14 15 14 11 M10 18 28

F18860.0002 F18860.TM0801CAT 60 34 24 38 15.5 18.5 16 16 M8 18 37

F18860.0006 F18860.TM1001CAT 60 34 24 38 15.5 18.5 16 16 M10 18 41

F18860.0010 F18860.TM1201CAT 60 34 24 38 15.5 18.5 16 16 M12 18 43



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

F189:

Galvanised steel threaded stud (thread tolerance 6g).

F189CIN:

Threaded stainless steel stud (Aisi 304) (thread tolerance 6g).

Special Requests:

Upon request and for special quantities inserts can be supplied with
customised lengths.

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F189

06
SOLID STAR HANDWHEEL WITH THREADED STUD
Volantini a croce



Version F189 - galvanised steel stud. 

Code Art. D H d c m d3 h3 LM d1 6g Q Weight (g)

F18932.0004 F18932.TM05X1601 32 23 15 11 11 9 1.5 80 M5 16 14

F18932.0008 F18932.TM05X2001 32 23 15 11 11 9 1.5 80 M5 20 15

F18932.0012 F18932.TM05X3001 32 23 15 11 11 9 1.5 80 M5 30 16

F18932.0020 F18932.TM06X1601 32 23 15 11 11 9 1.5 80 M6 16 15

F18932.0024 F18932.TM06X2001 32 23 15 11 11 9 1.5 80 M6 20 16

F18932.0029 F18932.TM06X3001 32 23 15 11 11 9 1.5 80 M6 30 17

F18932.0037 F18932.TM08X1601 32 23 15 11 11 9 1.5 80 M8 16 19

F18932.0040 F18932.TM08X2001 32 23 15 11 11 9 1.5 80 M8 20 21

F18932.0043 F18932.TM08X3001 32 23 15 11 11 9 1.5 80 M8 30 23

F18932.0046 F18932.TM08X4001 32 23 15 11 11 9 1.5 80 M8 40 25

F18932.0049 F18932.TM10X2001 32 23 15 11 11 9 1.5 80 M10 20 24

F18932.0052 F18932.TM10X3001 32 23 15 11 11 9 1.5 80 M10 30 27

F18932.0056 F18932.TM10X4001 32 23 15 11 11 9 1.5 80 M10 40 30

F18940.0003 F18940.TM06X1501 40 24.5 17 12 12.5 12 1 80 M6 15 20

F18940.0009 F18940.TM06X2001 40 24.5 17 12 12.5 12 1 80 M6 20 20

F18940.0016 F18940.TM06X3001 40 24.5 17 12 12.5 12 1 80 M6 30 21

F18940.0022 F18940.TM06X4001 40 24.5 17 12 12.5 12 1 80 M6 40 22

F18940.0025 F18940.TM06X5001 40 24.5 17 12 12.5 12 1 80 M6 50 25

F18940.0033 F18940.TM08X1601 40 24.5 17 12 12.5 12 1 80 M8 16 22

F18940.0037 F18940.TM08X2001 40 24.5 17 12 12.5 12 1 80 M8 20 24

F18940.0042 F18940.TM08X3001 40 24.5 17 12 12.5 12 1 80 M8 30 29



Code Art. D H d c m d3 h3 LM d1 6g Q Weight (g)

F18940.0050 F18940.TM08X4001 40 24.5 17 12 12.5 12 1 80 M8 40 33

F18940.0058 F18940.TM08X5001 40 24.5 17 12 12.5 12 1 80 M8 50 37

F18940.0068 F18940.TM10X1501 40 24.5 17 12 12.5 12 1 80 M10 15 28,5

F18940.0070 F18940.TM10X2001 40 24.5 17 12 12.5 12 1 80 M10 20 30

F18940.0074 F18940.TM10X3001 40 24.5 17 12 12.5 12 1 80 M10 30 35

F18940.0079 F18940.TM10X5001 40 24.5 17 12 12.5 12 1 80 M10 50 47

F18950.0010 F18950.TM08X2001 50 29 20 14 15 14.5 1.5 80 M8 20 38

F18950.0015 F18950.TM08X3001 50 29 20 14 15 14.5 1.5 80 M8 30 42

F18950.0021 F18950.TM08X4001 50 29 20 14 15 14.5 1.5 80 M8 40 46

F18950.0033 F18950.TM10X2001 50 29 20 14 15 14.5 1.5 80 M10 20 49

F18950.0037 F18950.TM10X3001 50 29 20 14 15 14.5 1.5 80 M10 30 55

F18950.0042 F18950.TM10X4001 50 29 20 14 15 14.5 1.5 80 M10 40 61

F18950.0045 F18950.TM10X5001 50 29 20 14 15 14.5 1.5 80 M10 50 65

F18950.0055 F18950.TM12X3001 50 29 20 14 15 14.5 1.5 80 M12 30 57

F18950.0059 F18950.TM12X5001 50 29 20 14 15 14.5 1.5 80 M12 50 70

F18960.0008 F18960.TM08X1501 60 34 24 15.5 18.5 18 1.5 80 M8 15 45,5

F18960.0010 F18960.TM08X2001 60 34 24 15.5 18.5 18 1.5 80 M8 20 47

F18960.0013 F18960.TM08X3001 60 34 24 15.5 18.5 18 1.5 80 M8 30 50

F18960.0016 F18960.TM08X4001 60 34 24 15.5 18.5 18 1.5 80 M8 40 53

F18960.0021 F18960.TM10X2001 60 34 24 15.5 18.5 18 1.5 80 M10 20 72

F18960.0026 F18960.TM10X3001 60 34 24 15.5 18.5 18 1.5 80 M10 30 72

F18960.0030 F18960.TM10X4001 60 34 24 15.5 18.5 18 1.5 80 M10 40 72

F18960.0034 F18960.TM10X5001 60 34 24 15.5 18.5 18 1.5 80 M10 50 72

F18960.0041 F18960.TM12X2001 60 34 24 15.5 18.5 18 1.5 80 M12 20 78

F18960.0045 F18960.TM12X3001 60 34 24 15.5 18.5 18 1.5 80 M12 30 85

F18960.0049 F18960.TM12X4001 60 34 24 15.5 18.5 18 1.5 80 M12 40 91

F18960.0052 F18960.TM12X5001 60 34 24 15.5 18.5 18 1.5 80 M12 50 99

LM = Maximum mouldable length.
Customised stud lengths available for a minimum of 150 pieces.

Version F189CIN: stainless steel stud (Aisi 303). 

Code Art. D H d c m d3 h3 LM d1 6g Q Weight (g)

F18932.0010 F18932.TM05X2001CIN 32 23 15 11 11 9 1.5 80 M5 20 15

F18932.0015 F18932.TM05X4001CIN 32 23 15 11 11 9 1.5 80 M5 40 17

F18932.0022 F18932.TM06X1601CIN 32 23 15 11 11 9 1.5 80 M6 16 15

F18932.0026 F18932.TM06X2001CIN 32 23 15 11 11 9 1.5 80 M6 20 16

F18932.0031 F18932.TM06X3001CIN 32 23 15 11 11 9 1.5 80 M6 30 17

F18932.0039 F18932.TM08X1601CIN 32 23 15 11 11 9 1.5 80 M8 16 19

F18932.0042 F18932.TM08X2001CIN 32 23 15 11 11 9 1.5 80 M8 20 21

F18932.0045 F18932.TM08X3001CIN 32 23 15 11 11 9 1.5 80 M8 30 23



Code Art. D H d c m d3 h3 LM d1 6g Q Weight (g)

F18932.0051 F18932.TM10X2001CIN 32 23 15 11 11 9 1.5 80 M10 20 24

F18940.0005 F18940.TM06X1501CIN 40 24.5 17 12 12.5 12 1 80 M6 15 19,5

F18940.0011 F18940.TM06X2001CIN 40 24.5 17 12 12.5 12 1 80 M6 20 20

F18940.0024 F18940.TM06X4001CIN 40 24.5 17 12 12.5 12 1 80 M6 40 22

F18940.0036 F18940.TM08X1601CIN 40 24.5 17 12 12.5 12 1 80 M8 16 22

F18940.0039 F18940.TM08X2001CIN 40 24.5 17 12 12.5 12 1 80 M8 20 24

F18940.0044 F18940.TM08X3001CIN 40 24.5 17 12 12.5 12 1 80 M8 30 29

F18940.0052 F18940.TM08X4001CIN 40 24.5 17 12 12.5 12 1 80 M8 40 33

F18950.0020 F18950.TM08X3501CIN 50 29 20 14 15 14.5 1.5 80 M8 35 44

F18950.0035 F18950.TM10X2001CIN 50 29 20 14 15 14.5 1.5 80 M10 20 49

F18950.0039 F18950.TM10X3001CIN 50 29 20 14 15 14.5 1.5 80 M10 30 55

F18950.0044 F18950.TM10X4001CIN 50 29 20 14 15 14.5 1.5 80 M10 40 61

F18960.0036 F18960.TM10X5001CIN 60 34 24 15.5 18.5 18 1.5 80 M10 50 72

F18960.0051 F18960.TM12X4001CIN 60 34 24 15.5 18.5 18 1.5 80 M12 40 91

F18960.0056 F18960.TM12X6001CIN 60 34 24 15.5 18.5 18 1.5 80 M12 60 103

LM = Maximum mouldable length.
Customised stud length available for a minimum of 150 pieces.



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

(1) Galvanised steel threaded stud (thread tolerance 6g).

(2) Galvanised steel turned ring nut, secured with threadlocker and
with groove for retaining hook.

Chain:

Black acetal (POM) chain. Harmonic stainless steel (Aisi 302) joints,
retaining ring and hub hook.

Special Requests:

Upon request and for special quantities inserts can be supplied with
customised lengths.

Upon request the chain can be supplied with customised lengths.

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F189CAT

06
SOLID STAR HANDWHEEL WITH RETAINING CHAIN AND
THREADED STUD
Volantini a croce



Code Art. D H d R c m d3 h3 LM d1 6g Q Weight (g)

F18932.0005 F18932.TM05X1601CAT 32 23 15 32 11 11 9 1.5 80 M5 16 17

F18932.0009 F18932.TM05X2001CAT 32 23 15 32 11 11 9 1.5 80 M5 20 18

F18932.0013 F18932.TM05X3001CAT 32 23 15 32 11 11 9 1.5 80 M5 30 19

F18932.0021 F18932.TM06X1601CAT 32 23 15 32 11 11 9 1.5 80 M6 16 18

F18932.0025 F18932.TM06X2001CAT 32 23 15 32 11 11 9 1.5 80 M6 20 19

F18932.0030 F18932.TM06X3001CAT 32 23 15 32 11 11 9 1.5 80 M6 30 21

F18932.0038 F18932.TM08X1601CAT 32 23 15 32 11 11 9 1.5 80 M8 16 22

F18932.0041 F18932.TM08X2001CAT 32 23 15 32 11 11 9 1.5 80 M8 20 24

F18932.0044 F18932.TM08X3001CAT 32 23 15 32 11 11 9 1.5 80 M8 30 26

F18932.0047 F18932.TM08X4001CAT 32 23 15 32 11 11 9 1.5 80 M8 40 28

F18932.0050 F18932.TM10X2001CAT 32 23 15 32 11 11 9 1.5 80 M10 20 27

F18932.0053 F18932.TM10X3001CAT 32 23 15 32 11 11 9 1.5 80 M10 30 30

F18932.0057 F18932.TM10X4001CAT 32 23 15 32 11 11 9 1.5 80 M10 40 33

F18940.0004 F18940.TM06X1501CAT 40 24.5 17 33 12 12.5 12 1 80 M6 15 23

F18940.0010 F18940.TM06X2001CAT 40 24.5 17 33 12 12.5 12 1 80 M6 20 23

F18940.0017 F18940.TM06X3001CAT 40 24.5 17 33 12 12.5 12 1 80 M6 30 24

F18940.0023 F18940.TM06X4001CAT 40 24.5 17 33 12 12.5 12 1 80 M6 40 25

F18940.0026 F18940.TM06X5001CAT 40 24.5 17 33 12 12.5 12 1 80 M6 50 28

F18940.0035 F18940.TM08X1601CAT 40 24.5 17 33 12 12.5 12 1 80 M8 16 25

F18940.0038 F18940.TM08X2001CAT 40 24.5 17 33 12 12.5 12 1 80 M8 20 27

F18940.0043 F18940.TM08X3001CAT 40 24.5 17 33 12 12.5 12 1 80 M8 30 32

F18940.0051 F18940.TM08X4001CAT 40 24.5 17 33 12 12.5 12 1 80 M8 40 36



Code Art. D H d R c m d3 h3 LM d1 6g Q Weight (g)

F18940.0059 F18940.TM08X5001CAT 40 24.5 17 33 12 12.5 12 1 80 M8 50 40

F18940.0069 F18940.TM10X1501CAT 40 24.5 17 33 12 12.5 12 1 80 M10 15 31

F18940.0071 F18940.TM10X2001CAT 40 24.5 17 33 12 12.5 12 1 80 M10 20 33

F18940.0075 F18940.TM10X3001CAT 40 24.5 17 33 12 12.5 12 1 80 M10 30 38

F18940.0080 F18940.TM10X5001CAT 40 24.5 17 33 12 12.5 12 1 80 M10 50 50

F18950.0011 F18950.TM08X2001CAT 50 29 20 35 14 15 14.5 1.5 80 M8 20 41

F18950.0016 F18950.TM08X3001CAT 50 29 20 35 14 15 14.5 1.5 80 M8 30 45

F18950.0022 F18950.TM08X4001CAT 50 29 20 35 14 15 14.5 1.5 80 M8 40 49

F18950.0034 F18950.TM10X2001CAT 50 29 20 35 14 15 14.5 1.5 80 M10 20 52

F18950.0038 F18950.TM10X3001CAT 50 29 20 35 14 15 14.5 1.5 80 M10 30 58

F18950.0043 F18950.TM10X4001CAT 50 29 20 35 14 15 14.5 1.5 80 M10 40 64

F18950.0046 F18950.TM10X5001CAT 50 29 20 35 14 15 14.5 1.5 80 M10 50 68

F18950.0056 F18950.TM12X3001CAT 50 29 20 35 14 15 14.5 1.5 80 M12 30 60

F18950.0060 F18950.TM12X5001CAT 50 29 20 35 14 15 14.5 1.5 80 M12 50 73

F18960.0009 F18960.TM08X1501CAT 60 34 24 38 15.5 18.5 18 1.5 80 M8 15 49

F18960.0011 F18960.TM08X2001CAT 60 34 24 38 15.5 18.5 18 1.5 80 M8 20 50

F18960.0014 F18960.TM08X3001CAT 60 34 24 38 15.5 18.5 18 1.5 80 M8 30 54

F18960.0017 F18960.TM08X4001CAT 60 34 24 38 15.5 18.5 18 1.5 80 M8 40 57

F18960.0022 F18960.TM10X2001CAT 60 34 24 38 15.5 18.5 18 1.5 80 M10 20 68

F18960.0027 F18960.TM10X3001CAT 60 34 24 38 15.5 18.5 18 1.5 80 M10 30 72

F18960.0031 F18960.TM10X4001CAT 60 34 24 38 15.5 18.5 18 1.5 80 M10 40 76

F18960.0035 F18960.TM10X5001CAT 60 34 24 38 15.5 18.5 18 1.5 80 M10 50 68-72-76

F18960.0042 F18960.TM12X2001CAT 60 34 24 38 15.5 18.5 18 1.5 80 M12 20 53

F18960.0046 F18960.TM12X3001CAT 60 34 24 38 15.5 18.5 18 1.5 80 M12 30 90

F18960.0050 F18960.TM12X4001CAT 60 34 24 38 15.5 18.5 18 1.5 80 M12 40 96

F18960.0053 F18960.TM12X5001CAT 60 34 24 38 15.5 18.5 18 1.5 80 M12 50 104

LM = Maximum mouldable length.
Customised stud length available for a minimum of 150 pieces.



Materials:

Phenolic resin.

Resistant to oils and greases.

Resistant to high temperatures.

Surface finish:

Glossy.

Colour:

Black  (RAL 9011).

Inserts:

Brass insert with female threaded hole (thread tolerance 6H).

Special requests:

None.

F200

06
SOLID BAKELITE LOBED KNOB WITH FEMALE THREADED INSERT
Volantini in bakelite

Code art. D d H m c d1 6H Q Weight (g)

F20025.0001 F20025.BM0401 25 15 20 9 11 M4 10 0

F20030.0001 F20030.BM0501 30 17 25 11 14 M5 10 0

F20040.0002 F20040.BM0601 40 23 28 13 15 M6 10 0



Code art. D d H m c d1 6H Q Weight (g)

F20040.0003 F20040.BM0801 40 23 28 13 15 M8 13,5 0

F20050.0002 F20050.BM0801 50 23 33 13 20 M8 15 0

F20050.0003 F20050.BM1001 50 23 33 13 20 M10 13 0

F20060.0003 F20060.BM1001 60 31 39 18 21 M10 15 0

F20060.0004 F20060.BM1201 60 31 39 18 21 M12 13,5 0



Materials:

Phenolic resin.

Resistant to oils and greases.

Resistant to high temperatures.

Surface finish:

Glossy.

Colour:

Black  (RAL 9011).

Inserts:

Galvanised steel threaded stud (thread tolerance 6g)

Special requests:

None.

F202

06
SOLID BAKELITE LOBED KNOB WITH THREADED STUD
Volantini in bakelite

Code art. D d H m c LM d1 6g Q

F20230.0002 F20230.BM05X2001 30 17 25 11 14 60 M5 20

F20230.0003 F20230.BM05X3001 30 17 25 11 14 60 M5 30

F20230.0004 F20230.BM05X4001 30 17 25 11 14 60 M5 40



Code art. D d H m c LM d1 6g Q

F20230.0005 F20230.BM05X5001 30 17 25 11 14 60 M5 50

F20230.0006 F20230.BM05X6001 30 17 25 11 14 60 M5 60

F20240.0002 F20240.BM06X2001 40 21 28 13 15 60 M6 20

F20240.0003 F20240.BM06X3001 40 21 28 13 15 60 M6 30

F20240.0004 F20240.BM06X4001 40 21 28 13 15 60 M6 40

F20240.0005 F20240.BM06X5001 40 21 28 13 15 60 M6 50

F20240.0006 F20240.BM06X6001 40 21 28 13 15 60 M6 60

F20240.0008 F20240.BM08X2001 40 21 28 13 15 60 M8 20

F20240.0009 F20240.BM08X3001 40 21 28 13 15 60 M8 30

F20240.0010 F20240.BM08X4001 40 21 28 13 15 60 M8 40

F20240.0011 F20240.BM08X5001 40 21 28 13 15 60 M8 50

F20240.0012 F20240.BM08X6001 40 21 28 13 15 60 M8 60

F20250.0008 F20250.BM08X2001 50 23 34 12 22 60 M8 20

F20250.0009 F20250.BM08X3001 50 23 34 12 22 60 M8 30

F20250.0010 F20250.BM08X4001 50 23 34 12 22 60 M8 40

F20250.0011 F20250.BM08X5001 50 23 34 12 22 60 M8 50

F20250.0012 F20250.BM08X6001 50 23 34 12 22 60 M8 60

F20250.0013 F20250.BM10X2001 50 23 34 12 22 60 M10 20

F20250.0014 F20250.BM10X3001 50 23 34 12 22 60 M10 30

F20250.0015 F20250.BM10X4001 50 23 34 12 22 60 M10 40

F20250.0016 F20250.BM10X5001 50 23 34 12 22 60 M10 50

F20250.0017 F20250.BM10X6001 50 23 34 12 22 60 M10 60

F20260.0008 F20260.BM10X2001 60,5 28 40 15 25 60 M10 20

F20260.0009 F20260.BM10X3001 60,5 28 40 15 25 60 M10 30

F20260.0010 F20260.BM10X4001 60,5 28 40 15 25 60 M10 40

F20260.0011 F20260.BM10X5001 60,5 28 40 15 25 60 M10 50

F20260.0012 F20260.BM10X6001 60,5 28 40 15 25 60 M10 60

F20260.0014 F20260.BM12X2001 60,5 28 40 15 25 60 M12 20

F20260.0015 F20260.BM12X3001 60,5 28 40 15 25 60 M12 30

F20260.0016 F20260.BM12X4001 60,5 28 40 15 25 60 M12 40

F20260.0017 F20260.BM12X5001 60,5 28 40 15 25 60 M12 50

F20260.0018 F20260.BM12X6001 60,5 28 40 15 25 60 M12 60

LM = maximum mouldable length.

art. D d H m c LM d1 6g Q

F20230.BM05X2001 30 17 25 11 14 60 M5 20

F20230.BM05X3001 30 17 25 11 14 60 M5 30

F20230.BM05X4001 30 17 25 11 14 60 M5 40

F20230.BM05X5001 30 17 25 11 14 60 M5 50



art. D d H m c LM d1 6g Q

F20230.BM05X6001 30 17 25 11 14 60 M5 60

F20240.BM06X2001 40 21 28 13 15 60 M6 20

F20240.BM06X3001 40 21 28 13 15 60 M6 30

F20240.BM06X4001 40 21 28 13 15 60 M6 40

F20240.BM06X5001 40 21 28 13 15 60 M6 50

F20240.BM06X6001 40 21 28 13 15 60 M6 60

F20240.BM08X2001 40 21 28 13 15 60 M8 20

F20240.BM08X3001 40 21 28 13 15 60 M8 30

F20240.BM08X4001 40 21 28 13 15 60 M8 40

F20240.BM08X5001 40 21 28 13 15 60 M8 50

F20240.BM08X6001 40 21 28 13 15 60 M8 60

F20250.BM08X2001 50 23 34 12 22 60 M8 20

F20250.BM08X3001 50 23 34 12 22 60 M8 30

F20250.BM08X4001 50 23 34 12 22 60 M8 40

F20250.BM08X5001 50 23 34 12 22 60 M8 50

F20250.BM08X6001 50 23 34 12 22 60 M8 60

F20250.BM10X2001 50 23 34 12 22 60 M10 20

F20250.BM10X3001 50 23 34 12 22 60 M10 30

F20250.BM10X4001 50 23 34 12 22 60 M10 40

F20250.BM10X5001 50 23 34 12 22 60 M10 50

F20250.BM10X6001 50 23 34 12 22 60 M10 60

F20260.BM10X2001 60,5 28 40 15 25 60 M10 20

F20260.BM10X3001 60,5 28 40 15 25 60 M10 30

F20260.BM10X4001 60,5 28 40 15 25 60 M10 40

F20260.BM10X5001 60,5 28 40 15 25 60 M10 50

F20260.BM10X6001 60,5 28 40 15 25 60 M10 60

F20260.BM12X2001 60,5 28 40 15 25 60 M12 20

F20260.BM12X3001 60,5 28 40 15 25 60 M12 30

F20260.BM12X4001 60,5 28 40 15 25 60 M12 40

F20260.BM12X5001 60,5 28 40 15 25 60 M12 50

F20260.BM12X6001 60,5 28 40 15 25 60 M12 60

Enter the selected stud length in place of the two dots . . in the item code.
A.R. = Upon request, for a minimum of 150 pieces.
LM = Maximum mouldable length.



Materials:

Phenolic resin.

Resistant to oils and greases.

Resistant to high temperatures.

Surface finish:

Glossy.

Colour:

Black  (RAL 9011).

Inserts:

Brass insert with threaded through hole (thread tolerance 6H).

Special requests:

None.

F204

06
SOLID BAKELITE LOBED KNOB WITH INSERT AND THREADED
THROUGH HOLE
Volantini in bakelite

Code art. D d H m c d3 d1 6H Q Weight (g)

F20440.0002 F20440.BM0801 40 24 28 13 15 13 M8 16 26

F20440.0003 F20440.BM1001 40 24 28 13 15 13 M10 16 24



Code art. D d H m c d3 d1 6H Q Weight (g)

F20460.0003 F20460.BM1201 60 28 37 15 22 15 M12 26 85



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Nickel-plated brass insert with female threaded hole (thread
tolerance 6H).

Special Requests:

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

ATTENTION:

For a standard lock turn the knob. For a tighter lock, use a hex
wrench to tighten the hex nut.

F269

06
HIGH CLAMPING STAR HANDWHEEL WITH THREADED INSERT
Volantini a croce



Code Art. D d H Ht A E m c d1 6H Q Weight (g)

F26950.0001 F26950.TM0601 50 18 29 39 10 17 15 14 M6 25 72

F26950.0002 F26950.TM0801 50 18 29 39 10 17 15 14 M8 25 67

F26950.0003 F26950.TM1001 50 18 29 39 10 17 15 14 M10 25 60



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Nickel-plated brass insert with threaded stud (thread tolerance 6g).

Special Requests:

Upon request and for special quantities inserts can be supplied with
customised lengths.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

ATTENTION:

For a standard lock turn the knob. For a tighter lock, use a hex
wrench to tighten the hex nut.

F270

06
HIGH CLAMPING STAR HANDWHEEL WITH THREADED STUD
Volantini a croce



Code Art. D d d2 H Ht A B E m c d1 6g Q Weight (g)

F27050.0001 F27050.TM10X2501 50 18 15 24 34 10 4 17 15 14 M10 25 97



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

F271:

Galvanised steel insert with threaded through hole, with groove for
quick release.

F271CIN:

Stainless steel insert (Aisi 303) with threaded through hole, with
groove for quick release.

Special Requests:

None.

ATTENTION:

TO GUARANTEE CORRECT OPERATION OF THE QUICK RELEASE
HANDWHEEL, THE THREADED STUD MUST HAVE A MINIMUM
LENGTH EQUAL TO Q2.

F271

06
QUICK RELEASE STAR HANDWHEEL WITH STEEL HUB AND
THREADED HOLE
Volantini a croce



Version F271: Galvanised steel hub. 

Code Art. D d d2 d3 H h3 m c d1 Q Q2 Weight (g)

F27140.0001 F27140.TM0801P 40 16 8.5 14 26 4 14 12 M8 22 35 31

F27150.0001 F27150.TM1001P 50 20 10.5 18 34 4 20 14 M10 30 43 63

Version F271 PIN: Stainless steel hub (Aisi 303). 

Code Art. D d d2 d3 H h3 m c d1 Q Q2 Weight (g)

F27140.0002 F27140.TM0801PIN 40 16 8.5 14 26 4 14 12 M8 22 35 31

F27150.0002 F27150.TM1001PIN 50 20 10.5 18 34 4 20 14 M10 30 43 63



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

F275:

Galvanised steel insert with female threaded hole (thread tolerance
6H).

F275CIN:

Stainless steel insert with female threaded hole (Aisi 303) (thread
tolerance 6H).

Special Requests:

Upon request and for special quantities inserts can be supplied with
custom hole diameter d1.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F275

06
6-LOBE HANDWHEEL WITH STEEL HUB AND THREADED HOLE
Volantini a 6 lobi



Version F275: Galvanised steel hub. 

Code Art. D d d2 H m c d1 6H Q Weight (g)

F27530.0001 F27530.TM0601 30 13 15 22 11 11 M6 12 25

F27540.0001 F27540.TM0801 40 15 17 24 12 12 M8 14 39

F27550.0002 F27550.TM1001 50 18 20 29 15 14 M10 16 66

F27560.0001 F27560.TM1201 60 20 24 34 18 16 M12 20 105

Version F275 CIN: Stainless steel hub (Aisi 303). 

Code Art. D d d2 H m c d1 6H Q Weight (g)

F27530.0002 F27530.TM0601CIN 30 13 15 22 11 11 M6 12 25

F27540.0002 F27540.TM0801CIN 40 15 17 24 12 12 M8 14 39

F27550.0003 F27550.TM1001CIN 50 18 20 29 15 14 M10 16 66

F27560.0002 F27560.TM1201CIN 60 20 24 34 18 16 M12 20 105



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

F276:

Galvanised steel insert with blind smooth bore (bore tolerance H10).

F276CIN:

Galvanised steel insert with blind smooth bore (Aisi 303) (bore
tolerance H7).

Special requests:

Upon request and for special quantities inserts can be supplied with
custom hole diameter d1.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F276

06
6-LOBE HANDWHEEL WITH STEEL HUB AND SMOOTH BORE
Volantini a 6 lobi



Version F276: Galvanised steel hub. 

Code Art. D d d2 H m c d1 H10 Q Weight (g)

F27630.0002 F27630.TD0601 30 13 15 22 11 11 6 12 26

F27640.0001 F27640.TD0801 40 15 17 24 12 12 8 14 40

F27650.0001 F27650.TD1001 50 18 20 29 15 14 10 16 67

F27660.0001 F27660.TD1201 60 20 24 34 18 16 12 20 102

Version F276 CIN: Stainless steel hub (Aisi 303). 

Code Art. D d d2 H m c d1 H7 Q Weight (g)

F27630.0003 F27630.TD0601CIN 30 13 15 22 11 11 6 12 26

F27640.0002 F27640.TD0801CIN 40 15 17 24 12 12 8 14 40

F27650.0002 F27650.TD1001CIN 50 18 20 29 15 14 10 16 67

F27660.0002 F27660.TD1201CIN 60 20 24 34 18 16 12 20 102



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

F277:

Galvanised steel insert with threaded through hole (thread tolerance
6H).

F277CIN:

Stainless steel insert with threaded through hole (Aisi 303) (thread
tolerance 6H).

Special requests:

Upon request and for special quantities inserts can be supplied with
custom hole diameter d1.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F277

06
6-LOBE HANDWHEEL WITH STEEL HUB AND THREADED
THROUGH HOLE
Volantini a 6 lobi



Version F277: Galvanised steel hub. 

Code Art. D d d2 d3 H h3 m c d1 6H Q Weight (g)

F27730.0001 F27730.TM0601 30 13 15 8 22 4 11 11 M6 18 24

F27740.0001 F27740.TM0801 40 15 17 11 24 6 12 12 M8 18 34

F27750.0001 F27750.TM1001 50 18 20 13 29 7 15 14 M10 22 59

F27760.0001 F27760.TM1201 60 20 24 16 34 6 18 16 M12 28 98

Non-slip base in thermoplastic rubber TPV 75 Shore, black RAL 9011. 

Code Art. D d d2 d3 H h3 m c d1 6H Q Weight (g)

F27730.0002 F27730.TM0601PIN 30 13 15 8 22 4 11 11 M6 18 24

F27740.0002 F27740.TM0801PIN 40 15 17 11 24 6 12 12 M8 18 34

F27750.0002 F27750.TM1001PIN 50 18 20 13 29 7 15 14 M10 22 59

F27760.0002 F27760.TM1201PIN 60 20 24 16 34 6 18 16 M12 28 98



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

F278:

Galvanised steel insert with threaded stud (thread tolerance 6g).

F278CIN:

Stainless steel insert with threaded stud (Aisi 303) (thread tolerance
6g).

Special requests:

Upon request and for special quantities inserts can be supplied with
customised lengths.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F278

06
6-LOBE HANDWHEEL WITH STEEL HUB AND THREADED STUD
Volantini a 6 lobi



Version F278: Galvanised steel hub. 

Code Art. D d d2 d3 H h3 m c d1 6g Q LM Weight (g)

F27840.0002 F27840.TM08X3001 40 15 17 11 24 6 12 12 M8 30 55 54

F27850.0002 F27850.TM10X4001 50 18 20 13 29 7 15 14 M10 40 60 96

F27860.0001 F27860.TM12X4001 60 20 24 16 34 6 18 16 M12 40 60 -

LM = Maximum mouldable length.
Customised stud lengths available for a minimum of 150 pieces.

Version F278 CIN: Stainless steel hub (Aisi 303). 

Code Art. D d d2 d3 H h3 m c d1 6g Q LM Weight (g)

F27840.0003 F27840.TM08X3001CIN 40 15 17 11 24 6 12 12 M8 30 45 54

F27850.0003 F27850.TM10X4001CIN 50 18 20 13 29 7 15 14 M10 40 50 -

F27860.0002 F27860.TM12X4001CIN 60 20 24 16 34 6 18 16 M12 40 50 -

Customised stud lengths available for a minimum of 150 pieces.
LM = Maximum mouldable length.



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

F286:

Galvanised steel insert with female threaded hole (thread tolerance
6H).

F286CIN:

Stainless steel insert with female threaded hole (Aisi 303) (thread
tolerance 6H).

Special requests:

Upon request and for special quantities inserts can be supplied with
custom hole diameter d1.

Upon request and for special quantities available in the colours
indicated in the chart on page TitoloTabellaColori .

F286

06
STAR HANDWHEEL WITH STEEL HUB AND THREADED HOLE
Volantini a croce



Version F286: Galvanised steel hub. 

Code Art. D d d2 H m c d1 6H Q Weight (g)

F28632.0002 F28632.TM0601 32 13 15 22 11 11 M6 12 23

F28640.0001 F28640.TM0801 40 14 16 24 12 12 M8 14 32

F28650.0001 F28650.TM1001 50 18 20 29 15 14 M10 16 54

F28660.0001 F28660.TM1201 60 20 24 34 18 16 M12 20 90

Version F286 CIN: Stainless steel hub (Aisi 303). 

Code Art. D d d2 H m c d1 6H Q Weight (g)

F28632.0001 F28632.TM0601CIN 32 13 15 22 11 11 M6 12 23

F28640.0002 F28640.TM0801CIN 40 14 16 24 12 12 M8 14 32

F28650.0002 F28650.TM1001CIN 50 18 20 29 15 14 M10 16 54

F28660.0002 F28660.TM1201CIN 60 20 24 34 18 16 M12 20 90



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

F287:

Galvanised steel insert with blind smooth bore (bore tolerance H9).

F287CIN:

Galvanised steel insert with blind smooth bore (Aisi 303) (bore
tolerance H9).

Special requests:

Upon request and for special quantities inserts can be supplied with
custom hole diameter d1.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F287

06
STAR HANDWHEEL WITH STEEL HUB AND SMOOTH BORE
Volantini a croce



Version F287: Galvanised steel hub. 

Code Art. D d d2 H m c d1 H9 Q Weight (g)

F28732.0002 F28732.TD0601 32 13 15 22 11 11 6 12 24

F28740.0001 F28740.TD0801 40 14 16 24 12 12 8 14 35

F28750.0001 F28750.TD1001 50 18 20 29 15 14 10 16 57

F28760.0002 F28760.TD1201 60 20 24 34 18 16 12 20 85

Version F287 CIN: Stainless steel hub (Aisi 303). 

Code Art. D d d2 H m c d1 H9 Q Weight (g)

F28732.0001 F28732.TD0601CIN 32 13 15 22 11 11 6 12 24

F28740.0002 F28740.TD0801CIN 40 14 16 24 12 12 8 14 35

F28750.0002 F28750.TD1001CIN 50 18 20 29 15 14 10 16 57

F28760.0001 F28760.TD1201CIN 60 20 24 34 18 16 12 20 85



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

F288:

Galvanised steel insert with threaded through hole (thread tolerance
6H).

F288PIN:

Stainless steel insert with threaded through hole (Aisi 303) (thread
tolerance 6H).

Special requests:

Upon request and for special quantities inserts can be supplied with
custom hole diameter d1.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F288

06
STAR HANDWHEEL WITH STEEL HUB AND THREADED THROUGH
HOLE
Volantini a croce



Version F288: Galvanised steel hub. 

Code Art. D d d2 d3 H h3 m c d1 6H Q Weight (g)

F28832.0001 F28832.TM0601 32 13 15 8 22 4 11 11 M6 18 21

F28840.0001 F28840.TM0801 40 14 16 11 24 6 12 12 M8 18 28

F28850.0001 F28850.TM1001 50 18 20 14 29 7 15 14 M10 22 49

F28860.0001 F28860.TM1201 60 20 24 16 34 6 18 16 M12 28 81

Version F288 PIN: Stainless steel hub (Aisi 303). 

Code Art. D d d2 d3 H h3 m c d1 6H Q Weight (g)

F28832.0002 F28832.TM0601PIN 32 13 15 8 22 4 11 11 M6 18 21

F28840.0002 F28840.TM0801PIN 40 14 16 11 24 6 12 12 M8 18 28

F28850.0002 F28850.TM1001PIN 50 18 20 14 29 7 15 14 M10 22 49

F28860.0002 F28860.TM1201PIN 60 20 24 16 34 6 18 16 M12 28 81



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

F289:

Galvanised steel insert with threaded stud (thread tolerance 6g).

F289CIN:

Stainless steel insert with threaded stud (Aisi 303) (thread tolerance
6g).

Special requests:

Upon request and for special quantities inserts can be supplied with
customised lengths.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F289

06
STAR HANDWHEEL WITH STEEL HUB AND THREADED STUD
Volantini a croce



Version F289: Galvanised steel hub. 

Code Art. D d d2 H m c d1 6g Q LM Weight (g)

F28940.0001 F28940.TM08X2001 40 14 16 24 12 12 M8 20 55 38

F28950.0003 F28950.TM10X4001 50 18 20 29 15 14 M10 A.R. 60 60

F28960.0002 F28960.TM12X2501 60 20 24 34 18 16 M12 25 60 97

Customised stud lengths available for a minimum of 150 pieces.
LM = Maximum mouldable length.

Version F289 CIN: Stainless steel hub (Aisi 303). 

Code Art. D d d2 H m c d1 6g Q LM Weight (g)

F28940.0002 F28940.TM08X2001CIN 40 14 16 24 12 12 M8 20 55 38

F28950.0004 F28950.TM10X4001CIN 50 18 20 29 15 14 M10 40 60 60

F28960.0003 F28960.TM12X2501CIN 60 20 24 34 18 16 M12 25 60 97

Customised stud lengths available for a minimum of 150 pieces.
LM = Maximum mouldable length.



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Brass insert with female threaded hole (thread tolerance 6H).

(*) Galvanised steel insert with female threaded hole (thread
tolerance 6H).

Hub:

Solid Hub

Special requests:

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F661

06
3-LOBE SOLID HANDWHEEL WITH FEMALE THREADED INSERT
Volantini a 3 lobi



Code art. D H h d c m d3 h3 d1 6H Q Weight (g)

F661045.0002 F661045.TM0601 45 21 18 16 11 10 11 1 M6 9 10

F661045.0003 F661045.TM0801 45 21 18 16 11 10 11 1 M8 11 14

F661045.0004 F661045.TM1001 45 21 18 16 11 10 11 1 M10 10 15

F661065.0001 F661065.TM0801 65 28 23.5 22 16.5 11.5 15.5 1.5 M8 11 28

F661065.0004 F661065.TM1001 65 28 23.5 22 16.5 11.5 15.5 1.5 M10 11 29

F661065.0006 F661065.TM1201 65 28 23.5 22 16.5 11.5 15.5 1.5 M12 13 31

F661085.0002 F661085.TM0801 85 37 30.5 30 21 16 21 2 M8 15 53

F661085.0003 F661085.TM1001 85 37 30.5 30 21 16 21 2 M10 14 55

F661085.0004 F661085.TM1201 85 37 30.5 30 21 16 21 2 M12 19 60

F661105.0001 F661105.TM0801 105 45 37 35 26 19 25 2 M8 15 89

F661105.0002 F661105.TM1001 105 45 37 35 26 19 25 2 M10 17 90

F661105.0004 F661105.TM1201 105 45 37 35 26 19 25 2 M12 17 97

F661105.0005 F661105.TM1401 105 45 37 35 26 19 25 2 M14 19 98

F661125.0001 F661125.TM1201 125 54 44 42.5 31 23 28 1.5 M12 18 160

F661125.0002 F661125.TM1401 125 54 44 42.5 31 23 28 1.5 M14 18 165

F661125.0003 F661125.TM1601 125 54 44 42.5 31 23 28 1.5 (*) M16 21 177

F661125.0005 F661125.TM1801 125 54 44 42.5 31 23 28 1.5 (*) M18 21 182



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Galvanised steel insert with blind smooth bore (bore tolerance H10).

Special Requests:

Upon request and for special quantities inserts can be supplied with
custom hole diameter d1.

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F662

06
3-LOBE SOLID HANDWHEEL WITH INSERT AND SMOOTH BORE
Volantini a 3 lobi



Code Art. D H h d c m d3 h3 dm d1 H10 Q Weight (g)

F662045.0001 F662045.TD0601 45 21 18 16 11 10 11 1 - 6 8 14

F662065.0004 F662065.TD0501 65 28 23.5 22 16.5 11.5 15.5 1.5 10 5 13 36

F662065.0003 F662065.TD1001 65 28 23.5 22 16.5 11.5 15.5 1.5 10 10 13 34

F662085.0001 F662085.TD0501 85 37 30.5 30 21 16 21 2 16 5 19 112

F662085.0004 F662085.TD1001 85 37 30.5 30 21 16 21 2 16 10 19 110

F662085.0005 F662085.TD1201 85 37 30.5 30 21 16 21 2 16 12 19 110

F662085.0006 F662085.TD1401 85 37 30.5 30 21 16 21 2 16 14 19 110

F662105.0001 F662105.TD0501 105 45 37 35 26 19 25 2 18 5 24 126

F662105.0005 F662105.TD1201 105 45 37 35 26 19 25 2 18 12 24 98

F662105.0006 F662105.TD1401 105 45 37 35 26 19 25 2 18 14 24 95

F662105.0008 F662105.TD1601 105 45 37 35 26 19 25 2 18 16 24 163

F662125.0001 F662125.TD0801 125 54 45 42.5 31 23 28 1.5 22 8 26 290



Attention: for a minimum of 50 pieces the diameter d1 can be produced with the requested dimensions with H10 tolerance.
Dm = Maximum obtainable diameter for subsequent machining (widening).



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Brass insert with threaded through hole (thread tolerance 6H).

(*) Galvanised steel insert with threaded through hole (thread
tolerance 6H).

Hub:

Solid Hub

Special requests:

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F663

06
3-LOBE SOLID HANDWHEEL WITH THREADED THROUGH-HOLE
INSERT
Volantini a 3 lobi



Code art. D H h d c m d3 d4 h3 d1 6H Q Weight (g)

F663045.0002 F663045.TM0601 45 21 18 16 11 10 11 10 1 M6 12.5 11

F663045.0003 F663045.TM0801 45 21 18 16 11 10 11 10 1 M8 12.5 11

F663045.0005 F663045.TM1001 45 21 18 16 11 10 11 10 1 M10 12.5 11

F663065.0004 F663065.TM0801 65 28 23.5 22 16.5 11.5 15.5 13.5 1.5 M8 15.5 25

F663065.0005 F663065.TM1001 65 28 23.5 22 16.5 11.5 15.5 13.5 1.5 M10 15.5 26

F663065.0007 F663065.TM1201 65 28 23.5 22 16.5 11.5 15.5 13.5 1.5 M12 15.5 28

F663085.0004 F663085.TM0801 85 37 30.5 30 21 16 21 16 2 M8 13.5 50

F663085.0006 F663085.TM1001 85 37 30.5 30 21 16 21 16 2 M10 13.5 52

F663085.0007 F663085.TM1201 85 37 30.5 30 21 16 21 16 2 M12 13.5 52

F663105.0002 F663105.TM1001 105 45 37 35 26 19 24,5 18,5 2 M10 23 88

F663105.0004 F663105.TM1201 105 45 37 35 26 19 24,5 18,5 2 M12 23 88

F663105.0006 F663105.TM1401 105 45 37 35 26 19 24,5 18,5 2 M14 21 91

F663105.0009 F663105.TM1601 105 45 37 35 26 19 24,5 18,5 2 (*) M16 21 108

F663125.0002 F663125.TM1201 125 54 44 42.5 31 23 28 25 6.5 M12 31 152

F663125.0003 F663125.TM1401 125 54 44 42.5 31 23 28 25 6.5 M14 31 160

F663125.0004 F663125.TM1601 125 54 44 42.5 31 23 28 25 6.5 (*) M16 31 180

F663125.0006 F663125.TM1801 125 54 44 42.5 31 23 28 25 6.5 (*) M18 31 186



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black  (RAL 9011).

Inserts:

Galvanised steel threaded stud (thread tolerance 6g).

Hub:

Solid Hub

Special requests:

Upon request and for special quantities inserts can be supplied with
customised lengths.

Upon request and for special quantities inserts can be supplied in
different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F664

06
SOLID 3 LOBES HANDWHEEL WITH THREADED STUD
Volantini a 3 lobi



Code art. D H h d c m d3 h3 LM d1 6g Q Weight (g)

F664045.0003 F664045.TM06X2001 45 21 18 16 11 10 11 1 60 M6 20 14

F664045.0005 F664045.TM06X3001 45 21 18 16 11 10 11 1 60 M6 30 17

F664045.0013 F664045.TM08X2001 45 21 18 16 11 10 11 1 60 M8 20 19

F664045.0015 F664045.TM08X2501 45 21 18 16 11 10 11 1 60 M8 25 20,5

F664045.0016 F664045.TM08X3001 45 21 18 16 11 10 11 1 60 M8 30 22

F664065.0005 F664065.TM08X2001 65 28 23.5 22 16.5 11.5 15.5 1.5 80 M8 20 36

F664065.0007 F664065.TM08X2501 65 28 23.5 22 16.5 11.5 15.5 1.5 80 M8 25 37,5

F664065.0009 F664065.TM08X3001 65 28 23.5 22 16.5 11.5 15.5 1.5 80 M8 30 39

F664065.0019 F664065.TM10X2001 65 28 23.5 22 16.5 11.5 15.5 1.5 80 M10 20 43

F664065.0026 F664065.TM10X3001 65 28 23.5 22 16.5 11.5 15.5 1.5 80 M10 30 47

F664065.0030 F664065.TM10X5001 65 28 23.5 22 16.5 11.5 15.5 1.5 80 M10 50 55

F664085.0002 F664085.TM08X2001 85 37 30.5 30 21 16 21 2 60 M8 20 61

F664085.0003 F664085.TM08X2501 85 37 30.5 30 21 16 21 2 60 M8 25 65

F664085.0004 F664085.TM08X3001 85 37 30.5 30 21 16 21 2 60 M8 30 69

F664085.0008 F664085.TM10X2501 85 37 30.5 30 21 16 21 2 60 M10 25 66

F664085.0009 F664085.TM10X3001 85 37 30.5 30 21 16 21 2 60 M10 30 74

F664085.0012 F664085.TM10X4001 85 37 30.5 30 21 16 21 2 60 M10 40 80

F664085.0016 F664085.TM12X2001 85 37 30.5 30 21 16 21 2 60 M12 20 83

F664085.0018 F664085.TM12X3001 85 37 30.5 30 21 16 21 2 60 M12 30 87

F664085.0019 F664085.TM12X4001 85 37 30.5 30 21 16 21 2 60 M12 40 94

F664105.0001 F664105.TM10X2001 105 45 37 35 26 19 25 2 80 M10 20 113

F664105.0002 F664105.TM10X3001 105 45 37 35 26 19 25 2 80 M10 30 116



Code art. D H h d c m d3 h3 LM d1 6g Q Weight (g)

F664105.0003 F664105.TM10X4001 105 45 37 35 26 19 25 2 80 M10 40 122

F664105.0006 F664105.TM12X3001 105 45 37 35 26 19 25 2 80 M12 30 121

F664105.0008 F664105.TM12X5001 105 45 37 35 26 19 25 2 80 M12 50 136

F664105.0012 F664105.TM14X5001 105 45 37 35 26 19 25 2 80 M14 50 152

F664125.0001 F664125.TM12X3001 125 54 44 42.5 31 23 28 1.5 100 M12 30 200

F664125.0004 F664125.TM14X3001 125 54 44 42.5 31 23 28 1.5 100 M14 30 219

F664125.0005 F664125.TM16X3001 125 54 44 42.5 31 23 28 1.5 100 M16 30 232

Customised stud lengths available for a minimum of 150 pieces.
LM = Maximum mouldable length.



Materials:

Precision-cast stainless steel, (Aisi 304).

Surface finish:

Electropolished satin finish.

Colour:

Natural.

Hole:

Version HNM:

Female threaded hole (thread tolerance 6H).

Version HND:

Blind smooth bore (bore tolerance H7).

Special requests:

None.

W100HIN

06
STAINLESS STEEL LOBED HANDWHEEL WITH THREADED HOLE
Metalline Pomelli

Code Art. D H d m d1 6H Q Weight (g)

W10030.0002 W10030.HNM05HIN 30 21 11 11 M5 10 -

W10030.0003 W10030.HNM06HIN 30 21 11 11 M6 10 -



Code Art. D H d m d1 6H Q Weight (g)

W10040.0003 W10040.HNM06HIN 40 24 13 12 M6 12 -

W10040.0004 W10040.HNM08HIN 40 24 13 12 M8 15 -

W10050.0003 W10050.HNM08HIN 50 31 15 13,5 M8 15 -

W10050.0004 W10050.HNM10HIN 50 31 15 13,5 M10 18 -

W10060.0003 W10060.HNM08HIN 60 39 17 18 M8 15 170

W10060.0004 W10060.HNM10HIN 60 39 17 18 M10 18 170

W10060.0005 W10060.HNM12HIN 60 39 17 18 M12 22 170

Code Art. D H d m d1 H7 Q Weight (g)

W10040.0002 W10040.HND08HIN 40 24 13 12 08 15 -

W10050.0002 W10050.HND10HIN 50 31 15 13,5 10 18 -

W10060.0002 W10060.HND12HIN 60 39 17 18 12 22 170



Materials:

Precision-cast stainless steel, (Aisi 304).

Surface finish:

Electropolished satin finish.

Colour:

Natural.

Stud:

Threaded stainless steel stud (AISI 303) (thread tolerance 6g),
assembled and fixed with high-strength threadlocker.

Special requests:

Upon request and for a minimum of 50 pieces inserts can be supplied
with customised lengths.

W101HIN

06
STAINLESS STEEL LOBED HANDWHEEL WITH THREADED STUD
Metalline Pomelli

Code Art. D H d m d1 6H Q Weight (g)

W10130.0001 W10130.HNM05X15HIN 30 21 11 11 M5 15 -

W10130.0002 W10130.HNM06X15HIN 30 21 11 11 M6 15 -

W10140.0001 W10140.HNM06X20HIN 40 24 13 12 M6 20 -



Code Art. D H d m d1 6H Q Weight (g)

W10140.0002 W10140.HNM08X20HIN 40 24 13 12 M8 20 -

W10150.0001 W10150.HNM08X30HIN 50 31 15 13,5 M8 30 -

W10150.0002 W10150.HNM10X30HIN 50 31 15 13,5 M10 30 -

W10160.0001 W10160.HNM08X30HIN 60 39 17 18 M8 30 -

W10160.0002 W10160.HNM10X30HIN 60 39 17 18 M10 30 -

W10160.0003 W10160.HNM12X30HIN 60 39 17 18 M12 30 -



Materials:

Precision-cast stainless steel, (Aisi 304).

Surface finish:

Electropolished satin finish.

Colour:

Natural.

Hole:

Version HNM:

Female threaded hole (thread tolerance 6H).

Version HND:

Blind smooth bore (bore tolerance H7).

Special requests:

None.

W102HIN

06
SOLID STAINLESS STEEL LOBED HANDWHEEL WITH THREADED
HOLE
Metalline Pomelli

Code Art. D H d m d1 6H Q Weight (g)

W10230.0002 W10230.HNM05HIN 30 21 11 11 M5 10 -



Code Art. D H d m d1 6H Q Weight (g)

W10230.0003 W10230.HNM06HIN 30 21 11 11 M6 12 -

W10240.0003 W10240.HNM06HIN 40 30 15 15 M6 12 -

W10240.0004 W10240.HNM08HIN 40 30 15 15 M8 15 -

W10250.0003 W10250.HNM08HIN 50 34 17 17 M8 15 -

W10250.0004 W10250.HNM10HIN 50 34 17 17 M10 18 -

W10260.0003 W10260.HNM08HIN 60 39 21 18 M08 15 360

W10260.0004 W10260.HNM10HIN 60 39 21 18 M10 18 360

W10260.0005 W10260.HNM12HIN 60 39 21 18 M12 22 360

Code Art. D H d m d1 H7 Q Weight (g)

W10240.0002 W10240.HND08HIN 40 30 15 15 8 15 -

W10250.0002 W10250.HND10HIN 50 34 17 17 10 18 -

W10260.0002 W10260.HND12HIN 60 39 21 18 12 22 360



Materials:

Precision-cast stainless steel, (Aisi 304).

Surface finish:

Electropolished satin finish.

Colour:

Natural.

Stud:

Threaded stainless steel stud (AISI 303) (thread tolerance 6g),
assembled and fixed with high-strength threadlocker.

Special requests:

Upon request and for a minimum of 50 pieces inserts can be supplied
with customised lengths.

W103HIN

06
SOLID STAINLESS STEEL LOBED HANDWHEEL WITH THREADED
STUD
Metalline Pomelli

Code Art. D H d m d1 6H Q Weight (g)

W10330.0001 W10330.HNM05X15HIN 30 21 11 11 M5 15 -

W10330.0002 W10330.HNM06X15HIN 30 21 11 11 M6 20 -



Code Art. D H d m d1 6H Q Weight (g)

W10340.0001 W10340.HNM06X20HIN 40 30 15 15 M6 20 -

W10340.0002 W10340.HNM08X20HIN 40 30 15 15 M8 20 -

W10350.0001 W10350.HNM08X30HIN 50 34 17 17 M8 30 -

W10350.0002 W10350.HNM10X30HIN 50 34 17 17 M10 30 -

W10360.0001 W10360.HNM08X30HIN 60 39 21 18 M08 30 -

W10360.0002 W10360.HNM10X30HIN 60 39 21 18 M10 30 -

W10360.0003 W10360.HNM12X30HIN 60 39 21 18 M12 30 -



Materials:

Aluminium alloy.

Surface finish:

Smooth, turned.

Y335:

Tumbled then electrolytically finished surface.

Y335L:

Mirror polished surface finish.

Colour:

Natural.

Hole:

Female threaded hole (thread tolerance 6H).

Special requests:

None.

Y335

06
DIN 6335 - E DESIGN - ALUMINIUM CROSS HANDWHEEL
Volantini e Leve DIN



Version Y335: Tumbled surface finish 

Code Art. D d H m c d1 6H Q Weight (g)

Y335040.0001 Y335040.AM08 40 14 25 14 11 M8 15 25

Y335050.0001 Y335050.AM10 50 18 32 20 12 M10 18 40

Y335063.0001 Y335063.AM12 63 20 40 25 15 M12 22 90

Y335080.0001 Y335080.AM16 80 25 50 30 20 M16 28 180

Version Y335 L: Mirror polished surface finish 

Code Art. D d H m c d1 6H Q Weight (g)

Y335040.0002 Y335040.AM08L 40 14 25 14 11 M8 15 25

Y335050.0002 Y335050.AM10L 50 18 32 20 12 M10 18 40

Y335063.0002 Y335063.AM12L 63 20 40 25 15 M12 22 90

Y335080.0002 Y335080.AM16L 80 25 50 30 20 M16 28 180

Y336063.0004 Y336063.AM12L 63 20 40 21 19 M12 22 107



Materials:

Aluminium alloy.

Surface finish:

Smooth, turned.

Y336:

Tumbled then electrolytically finished surface.

Y336L:

Mirror polished surface finish.

Colour:

Natural.

Hole:

Female threaded hole (thread tolerance 6H).

Special requests:

None.

Y336

06
DIN 6336 - E DESIGN - ALUMINIUM STAR HANDWHEEL
Volantini e Leve DIN



Version Y336: Tumbled surface finish 

Code Art. D d H m c d1 6H Q Weight (g)

Y336040.0001 Y336040.AM08 40 14 25 13 12 M8 15 35

Y336050.0003 Y336050.AM10 50 18 32 17 15 M10 18 54

Y336063.0003 Y336063.AM12 63 20 40 21 19 M12 22 107

Y336080.0003 Y336080.AM16 80 25 50 25 25 M16 28 300

Version Y336 L: Mirror polished surface finish 

Code Art. D d H m c d1 6H Q Weight (g)

Y336040.0002 Y336040.AM08L 40 14 25 13 12 M8 15 35

Y336050.0004 Y336050.AM10L 50 18 32 17 15 M10 18 54

Y336063.0004 Y336063.AM12L 63 20 40 21 19 M12 22 107

Y336080.0004 Y336080.AM16L 80 25 50 25 25 M16 28 300


	F110
	6-LOBE SOLID KNOB WITH THREADED INSERT
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:


	F110BF
	6-LOBE SOLID KNOB MADE FROM ANTIBACTERIAL MATERIAL AND STAINLESS STEEL THREADED INSERT
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:


	F111
	6-LOBE SOLID KNOB WITH THREADED STUD
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:


	F175
	6-LOBE SOLID HANDWHEEL WITH FEMALE THREADED INSERT
	Volantini a 6 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	Version F175: with brass insert.
	Version F175CIN: with stainless steel insert (Aisi 303).



	F175BF
	6-LOBE SOLID KNOB MADE FROM ANTIBACTERIAL MATERIAL AND STAINLESS STEEL THREADED INSERT
	Volantini a 6 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:



	F175CAT
	6-LOBE SOLID HANDWHEEL WITH RETAINING CHAIN AND FEMALE THREADED INSERT
	Volantini a 6 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Chain:
	Special Requests:



	F176
	6-LOBE SOLID HANDWHEEL WITH INSERT AND BORE
	Volantini a 6 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	ATTENTION: bore cannot be widened.



	F177
	6-LOBE SOLID HANDWHEEL WITH THREADED THROUGH-HOLE INSERT
	Volantini a 6 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	Version F177: with brass insert.
	Version F177CIN: with stainless steel insert (Aisi 303).



	F177CAT
	6-LOBE SOLID HANDWHEEL WITH RETAINING CHAIN AND THREADED THROUGH-HOLE INSERT
	Volantini a 6 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Chain:
	Special Requests:



	F178
	6-LOBE SOLID HANDWHEEL WITH THREADED STUD
	Volantini a 6 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	Version F178 - galvanised steel stud.
	Version 80 : Grey (Ral 7031)



	F178CAT
	6-LOBE SOLID HANDWHEEL WITH RETAINING CHAIN AND THREADED STUD
	Volantini a 6 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Chain:
	Special Requests:



	F186
	SOLID STAR HANDWHEEL WITH FEMALE THREADED INSERT
	Volantini a croce
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	Version F186: with brass insert.
	Version F186CIN: with stainless steel insert (Aisi 303).



	F186CAT
	SOLID STAR HANDWHEEL WITH RETAINING CHAIN AND FEMALE THREADED INSERT
	Volantini a croce
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Chain:
	Special Requests:



	F187
	SOLID STAR HANDWHEEL WITH INSERT AND SMOOTH BORE
	Volantini a croce
	Materials:
	Surface finish:
	Colour:
	Inserts:
	ATTENTION: bore cannot be widened.



	F188
	SOLID STAR HANDWHEEL WITH THREADED THROUGH-HOLE INSERT
	Volantini a croce
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	Version F188: with brass insert.
	Version F188PIN: with stainless steel insert (Aisi 303).



	F188CAT
	SOLID STAR HANDWHEEL WITH RETAINING CHAIN AND THREADED THROUGH-HOLE INSERT
	Volantini a croce
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Chain:
	Special Requests:



	F189
	SOLID STAR HANDWHEEL WITH THREADED STUD
	Volantini a croce
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	Version F189 - galvanised steel stud.
	Version F189CIN: stainless steel stud (Aisi 303).



	F189CAT
	SOLID STAR HANDWHEEL WITH RETAINING CHAIN AND THREADED STUD
	Volantini a croce
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Chain:
	Special Requests:



	F200
	SOLID BAKELITE LOBED KNOB WITH FEMALE THREADED INSERT
	Volantini in bakelite
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special requests:



	F202
	SOLID BAKELITE LOBED KNOB WITH THREADED STUD
	Volantini in bakelite
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special requests:



	F204
	SOLID BAKELITE LOBED KNOB WITH INSERT AND THREADED THROUGH HOLE
	Volantini in bakelite
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special requests:



	F269
	HIGH CLAMPING STAR HANDWHEEL WITH THREADED INSERT
	Volantini a croce
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	ATTENTION:



	F270
	HIGH CLAMPING STAR HANDWHEEL WITH THREADED STUD
	Volantini a croce
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	ATTENTION:



	F271
	QUICK RELEASE STAR HANDWHEEL WITH STEEL HUB AND THREADED HOLE
	Volantini a croce
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	ATTENTION:
	Version F271: Galvanised steel hub.
	Version F271 PIN: Stainless steel hub (Aisi 303).



	F275
	6-LOBE HANDWHEEL WITH STEEL HUB AND THREADED HOLE
	Volantini a 6 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	Version F275: Galvanised steel hub.
	Version F275 CIN: Stainless steel hub (Aisi 303).



	F276
	6-LOBE HANDWHEEL WITH STEEL HUB AND SMOOTH BORE
	Volantini a 6 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special requests:
	Version F276: Galvanised steel hub.
	Version F276 CIN: Stainless steel hub (Aisi 303).



	F277
	6-LOBE HANDWHEEL WITH STEEL HUB AND THREADED THROUGH HOLE
	Volantini a 6 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special requests:
	Version F277: Galvanised steel hub.
	Non-slip base in thermoplastic rubber TPV 75 Shore, black RAL 9011.



	F278
	6-LOBE HANDWHEEL WITH STEEL HUB AND THREADED STUD
	Volantini a 6 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special requests:
	Version F278: Galvanised steel hub.
	Version F278 CIN: Stainless steel hub (Aisi 303).



	F286
	STAR HANDWHEEL WITH STEEL HUB AND THREADED HOLE
	Volantini a croce
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special requests:
	Version F286: Galvanised steel hub.
	Version F286 CIN: Stainless steel hub (Aisi 303).



	F287
	STAR HANDWHEEL WITH STEEL HUB AND SMOOTH BORE
	Volantini a croce
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special requests:
	Version F287: Galvanised steel hub.
	Version F287 CIN: Stainless steel hub (Aisi 303).



	F288
	STAR HANDWHEEL WITH STEEL HUB AND THREADED THROUGH HOLE
	Volantini a croce
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special requests:
	Version F288: Galvanised steel hub.
	Version F288 PIN: Stainless steel hub (Aisi 303).



	F289
	STAR HANDWHEEL WITH STEEL HUB AND THREADED STUD
	Volantini a croce
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special requests:
	Version F289: Galvanised steel hub.
	Version F289 CIN: Stainless steel hub (Aisi 303).



	F661
	3-LOBE SOLID HANDWHEEL WITH FEMALE THREADED INSERT
	Volantini a 3 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Hub:
	Special requests:



	F662
	3-LOBE SOLID HANDWHEEL WITH INSERT AND SMOOTH BORE
	Volantini a 3 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:



	F663
	3-LOBE SOLID HANDWHEEL WITH THREADED THROUGH-HOLE INSERT
	Volantini a 3 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Hub:
	Special requests:



	F664
	SOLID 3 LOBES HANDWHEEL WITH THREADED STUD
	Volantini a 3 lobi
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Hub:
	Special requests:



	W100HIN
	STAINLESS STEEL LOBED HANDWHEEL WITH THREADED HOLE
	Metalline Pomelli
	Materials:
	Surface finish:
	Colour:
	Hole:
	Special requests:



	W101HIN
	STAINLESS STEEL LOBED HANDWHEEL WITH THREADED STUD
	Metalline Pomelli
	Materials:
	Surface finish:
	Colour:
	Stud:
	Special requests:



	W102HIN
	SOLID STAINLESS STEEL LOBED HANDWHEEL WITH THREADED HOLE
	Metalline Pomelli
	Materials:
	Surface finish:
	Colour:
	Hole:
	Special requests:



	W103HIN
	SOLID STAINLESS STEEL LOBED HANDWHEEL WITH THREADED STUD
	Metalline Pomelli
	Materials:
	Surface finish:
	Colour:
	Stud:
	Special requests:



	Y335
	DIN 6335 - E DESIGN - ALUMINIUM CROSS HANDWHEEL
	Volantini e Leve DIN
	Materials:
	Surface finish:
	Colour:
	Hole:
	Special requests:
	Version Y335: Tumbled surface finish
	Version Y335 L: Mirror polished surface finish



	Y336
	DIN 6336 - E DESIGN - ALUMINIUM STAR HANDWHEEL
	Volantini e Leve DIN
	Materials:
	Surface finish:
	Colour:
	Hole:
	Special requests:
	Version Y336: Tumbled surface finish
	Version Y336 L: Mirror polished surface finish




