
Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black (RAL 9011).

Inserts:

Brass insert with female threaded hole (thread tolerance 6H).

Special Requests:

Upon request and for special quantities inserts can be supplied
in different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F110
06 6-LOBE SOLID KNOB WITH THREADED INSERT

Code Art. D d H m c d1 6H Q Weight (g)

F110022.0001 F110022.TM0401 22 12 17.5 11 6.5 M4 8 5.5

F110022.0002 F110022.TM0501 22 12 17.5 11 6.5 M5 8 6.5



Code Art. D d H m c d1 6H Q Weight (g)

F110027.0002 F110027.TM0501 27 14 22 13 9 M5 10 9

F110027.0003 F110027.TM0601 27 14 22 13 9 M6 10 9.5

F110033.0002 F110033.TM0801 33 19 26 15 11 M8 13 16

F110033.0006 F110033.TM1001 33 19 26 15 11 M10 13 17



Materials:

Special technopolymer reinforced with high-strength glass fibre,
with inorganic silver ion additives which make the material
antibacterial (ISO 22196:2011).

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black (RAL 9011).

Inserts:

Stainless steel insert with female threaded hole (Aisi 303)
(thread tolerance 6H).

Special Requests:

None.

F110BF

06
6-LOBE SOLID KNOB MADE FROM ANTIBACTERIAL MATERIAL
AND STAINLESS STEEL THREADED INSERT

Notes: The addition of a special antibacterial additive, based on inorganic silver ions, make these products naturally resistant to
microbes, bacteria and fungi, by preventing their formation and diffusion. The ions are released slowly, ensuring resistance over a long
period even if subjected to frequent washing and sanitising. These ions remain intact at well over 200°C, and therefore suitable for
resisting sterilization which normally occurs around 130°C. The material has been certified by credited laboratories and a declaration
of conformity will be issued for every item delivered. The proposed formulation complies with ISO 22196:2011 standard and in
particular relates to the following strains: • Escherichia Coli ATCC 25922 • Candida Albicans ATCC 10231 • Pseudomonas
aeruginosa ATCC 13388 • Pseudomonas aeruginosa ATCC 15442 • Klebsiella pneumoniae ATCC 4352 • Staphylococcus aureus
ATCC 6538. For all the tests the comparative reduction percentage ranges between 99.5% and 99.9%.



Code Art. D d H m c d1 6H Q Weight (g)

F110022.0003 F110022.TM0501BF 22 12 17.5 11 6.5 M5 8 6.5

F110033.0003 F110033.TM0801BF 33 19 26 15 11 M8 13 16



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black (RAL 9011).

Inserts:

Galvanised steel threaded stud (thread tolerance 6g).

Special Requests:

Upon request and for special quantities inserts can be supplied
with customised lengths.

Upon request and for special quantities inserts can be supplied
in different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F111
06 6-LOBE SOLID KNOB WITH THREADED STUD

Code Art. D d H m c d1 6g Q LM Weight (g)

F111022.0001 F111022.TM04X1601 22 12 17.5 11 6.5 M4 16 50 6



Code Art. D d H m c d1 6g Q LM Weight (g)

F111022.0002 F111022.TM04X3001 22 12 17.5 11 6.5 M4 30 50 7

F111022.0003 F111022.TM05X1601 22 12 17.5 11 6.5 M5 16 50 7

F111022.0005 F111022.TM05X3001 22 12 17.5 11 6.5 M5 30 50 8

F111027.0001 F111027.TM05X2001 27 14 22 13 9 M5 20 60 10

F111027.0002 F111027.TM05X4001 27 14 22 13 9 M5 40 60 11

F111027.0003 F111027.TM06X2001 27 14 22 13 9 M6 20 60 12

F111027.0005 F111027.TM06X4001 27 14 22 13 9 M6 40 60 13

F111033.0001 F111033.TM08X2001 33 19 26 15 11 M8 20 70 18

F111033.0002 F111033.TM08X4001 33 19 26 15 11 M8 40 70 22

F111033.0003 F111033.TM10X2001 33 19 26 15 11 M10 20 70 24

F111033.0005 F111033.TM10X5001 33 19 26 15 11 M10 50 70 27

LM = Maximum mouldable length.



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black (RAL 9011).

Inserts:

Version F175:

Brass insert with female threaded hole (thread tolerance 6H).

Version F175CIN:

Stainless steel insert with female threaded hole (Aisi 303)
(thread tolerance 6H).

Special Requests:

Upon request and for special quantities inserts can be supplied
in different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F175

06
6-LOBE SOLID HANDWHEEL WITH FEMALE THREADED INSERT
6-lobe handwheels

The solid 6-lobe handwheel with insert with female threaded hole has been designed to replace all older solid bakelite handwheels or
knobs. The product is “solid”, meaning that it has no cavities where dirt can build up. There is only a small recess at the top of the rim,
but this recess is very wide and shallow, and therefore easy to clean. This line of knobs is therefore suitable for use on all equipment or
machinery that needs to be cleaned or sanitised frequently. It is mainly used on machines used by bakeries, food processing machinery
in general, hospital equipment, wheelchairs and medical equipment in general. Of course, it can be chosen simply because it is so
robust. The F175 lobe handwheel is made from high-strength reinforced polyamide materials. Available in a range of versions and
models (lobe handwheel with through-hole insert, 6-lobe handwheel with steel hub, 6-lobe handwheel with retaining chain, etc.).



Version F175: with brass insert. 

Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F17530.0001 F17530.TM0401 30 22 15 11 11 9 1.5 M4 6 11.5

F17530.0004 F17530.TM0501 30 22 15 11 11 9 1.5 M5 14 11.5

F17530.0010 F17530.TM0601 30 22 15 11 11 9 1.5 M6 10 12

F17530.0018 F17530.TM0801 30 22 15 11 11 9 1.5 M8 14 13.5

F17530.0021 F17530.TM1001 30 22 15 11 11 9 1.5 M10 14 14

F17540.0001 F17540.TM0501 40 24.5 17 12 12.5 12 1 M5 14 22

F17540.0004 F17540.TM0601 40 24.5 17 12 12.5 12 1 M6 18 22

F17540.0010 F17540.TM0801 40 24.5 17 12 12.5 12 1 M8 14 21.5

F17540.0017 F17540.TM1001 40 24.5 17 12 12.5 12 1 M10 14 21

F17550.0003 F17550.TM0601 50 29 20 15,5 13,5 14.5 1.5 M6 16 36

F17550.0006 F17550.TM0801 50 29 20 15,5 14 14.5 1.5 M8 14 36

F17550.0014 F17550.TM1001 50 29 20 15,5 13,5 14.5 1.5 M10 13 37

F17550.0022 F17550.TM1201 50 29 20 15,5 13,5 14.5 1.5 M12 18 39

F17560.0002 F17560.TM0801 60 34 24 16 18 18 1.5 M8 19 59

F17560.0006 F17560.TM1001 60 34 24 16 18 18 1.5 M10 21 59

F17560.0014 F17560.TM1201 60 34 24 16 18 18 1.5 M12 18 62

F17560.0020 F17560.TM1401 60 34 24 16 18 18 1.5 M14 19 63



Version F175CIN: with stainless steel insert (Aisi 303). 

Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F17530.0007 F17530.TM0501CIN 30 22 15 11 11 9 1.5 M5 14 11.5

F17530.0013 F17530.TM0601CIN 30 22 15 11 11 9 1.5 M6 10 12

F17530.0019 F17530.TM0801CIN 30 22 15 11 11 9 1.5 M8 14 13.5

F17540.0007 F17540.TM0601CIN 40 24.5 17 12 12.5 12 1 M6 16 22

F17540.0013 F17540.TM0801CIN 40 24.5 17 12 12.5 12 1 M8 14 21.5

F17540.0018 F17540.TM1001CIN 40 24.5 17 12 12.5 12 1 M10 14 21

F17550.0009 F17550.TM0801CIN 50 29 20 14 15 14.5 1.5 M8 14 36

F17550.0017 F17550.TM1001CIN 50 29 20 14 15 14.5 1.5 M10 14 37

F17550.0023 F17550.TM1201CIN 50 29 20 14 15 14.5 1.5 M12 13 39

F17560.0004 F17560.TM0801CIN 60 34 24 16 18 18 1.5 M8 19 59

F17560.0009 F17560.TM1001CIN 60 34 24 16 18 18 1.5 M10 21 59

F17560.0017 F17560.TM1201CIN 60 34 24 16 18 18 1.5 M12 18 62



Materials:

Special technopolymer reinforced with high-strength glass fibre,
with inorganic silver ion additives which make the material
antibacterial (ISO 22196:2011).

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black (RAL 9011).

Inserts:

Stainless steel insert with female threaded hole (Aisi 303)
(thread tolerance 6H).

Special Requests:

None.

F175BF

06
6-LOBE SOLID KNOB MADE FROM ANTIBACTERIAL MATERIAL
AND STAINLESS STEEL THREADED INSERT
6-lobe handwheels

Notes: The addition of a special antibacterial additive, based on inorganic silver ions, make these products naturally resistant to
microbes, bacteria and fungi, by preventing their formation and diffusion. The ions are released slowly, ensuring resistance over a long
period even if subjected to frequent washing and sanitising. These ions remain intact at well over 200°C, and therefore suitable for
resisting sterilization which normally occurs around 130°C. The material has been certified by credited laboratories and a declaration
of conformity will be issued for every item delivered. The proposed formulation complies with ISO 22196:2011 standard and in
particular relates to the following strains: • Escherichia Coli ATCC 25922 • Candida Albicans ATCC 10231 • Pseudomonas
aeruginosa ATCC 13388 • Pseudomonas aeruginosa ATCC 15442 • Klebsiella pneumoniae ATCC 4352 • Staphylococcus aureus
ATCC 6538. For all the tests the comparative reduction percentage ranges between 99.5% and 99.9%.



Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F17530.0005 F17530.TM0501BF 30 22 15 11 11 9 1.5 M5 14 11.5

F17530.0011 F17530.TM0601BF 30 22 15 11 11 9 1.5 M6 10 12

F17540.0005 F17540.TM0601BF 40 24.5 17 12 12.5 12 1 M6 16 22

F17540.0011 F17540.TM0801BF 40 24.5 17 12 12.5 12 1 M8 14 21.5

F17550.0007 F17550.TM0801BF 50 29 20 14 15 14.5 1.5 M8 14 36

F17550.0015 F17550.TM1001BF 50 29 20 14 15 14.5 1.5 M10 14 37

F17560.0007 F17560.TM1001BF 60 34 24 16 18 18 1.5 M10 21 59

F17560.0015 F17560.TM1201BF 60 34 24 16 18 18 1.5 M12 18 62



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black (RAL 9011).

Inserts:

Brass insert with female threaded hole (thread tolerance 6H).

Chain:

Acetal (POM) chain.

Nickel-plated brass joint.

Harmonic stainless steel ring (AISI 302).

Special Requests:

Upon request and for special quantities inserts can be supplied
in different materials.

Upon request the chain can be supplied with customised
lengths.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F175CAT

06
6-LOBE SOLID HANDWHEEL WITH RETAINING CHAIN AND
FEMALE THREADED INSERT
6-lobe handwheels



Code Art. D H d R c m d3 h3 d1 6H Q Weight (g)

F17530.0002 F17530.TM0401CAT 30 22 15 32 11 11 9 1.5 M4 6 11.5

F17530.0006 F17530.TM0501CAT 30 22 15 32 11 11 9 1.5 M5 14 11.5

F17530.0012 F17530.TM0601CAT 30 22 15 32 11 11 9 1.5 M6 10 12

F17540.0002 F17540.TM0501CAT 40 24.5 17 33 12 12.5 12 1 M5 14 22

F17540.0006 F17540.TM0601CAT 40 24.5 17 33 12 12.5 12 1 M6 18 22

F17540.0012 F17540.TM0801CAT 40 24.5 17 33 12 12.5 12 1 M8 14 21.5

F17550.0004 F17550.TM0601CAT 50 29 20 35 15,5 13,5 14.5 1.5 M6 16 36

F17550.0008 F17550.TM0801CAT 50 29 20 35 15,5 14 14.5 1.5 M8 14 36

F17550.0016 F17550.TM1001CAT 50 29 20 35 15,5 13,5 14.5 1.5 M10 13 37

F17560.0003 F17560.TM0801CAT 60 34 24 38 16 18 18 1.5 M8 19 59

F17560.0008 F17560.TM1001CAT 60 34 24 38 16 18 18 1.5 M10 21 59

F17560.0016 F17560.TM1201CAT 60 34 24 38 16 18 18 1.5 M12 18 62



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black (RAL 9011).

Inserts:

Brass insert with blind smooth bore (bore tolerance H9).

(*) Galvanised steel insert with blind smooth bore (bore
tolerance H10).

ATTENTION: bore cannot be widened.

Special Requests:

F176

06
6-LOBE SOLID HANDWHEEL WITH INSERT AND BORE
6-lobe handwheels

Code Art. D H d c m d3 h3 d1 H9 Q Weight (g)

F17630.0001 F17630.TD0601 30 22 15 11 11 9 1.5 6 14,5 17

F17630.0002 F17630.TD0801 30 22 15 11 11 9 1.5 8 13 19



Code Art. D H d c m d3 h3 d1 H9 Q Weight (g)

F17640.0001 F17640.TD0601 40 24.5 17 12 12.5 12 1 6 14,5 24

F17640.0002 F17640.TD0801 40 24.5 17 12 12.5 12 1 8 13 26

F17640.0003 F17640.TD1001 40 24.5 17 12 12.5 12 1 10 17 28

F17650.0001 F17650.TD0601 50 29 20 14 15 14.5 1.5 6 14,5 39

F17650.0003 F17650.TD0801 50 29 20 14 15 14.5 1.5 8 14 41

F17650.0006 F17650.TD1001 50 29 20 14 15 14.5 1.5 10 17 42

F17660.0001 F17660.TD0801 60 34 24 16 18 18 1.5 (*) 08 (H10) 18 78

F17660.0003 F17660.TD1001 60 34 24 16 18 18 1.5 (*) 10 (H10) 25 73

F17660.0005 F17660.TD1201 60 34 24 16 18 18 1.5 (*) 12 (H10) 22 75



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black (RAL 9011).

Inserts:

Version F177:

Brass insert with threaded through hole (thread tolerance 6H).

Version F177PIN:

Stainless steel insert with threaded through hole (Aisi 303)
(thread tolerance 6H).

Special Requests:

Upon request and for special quantities inserts can be supplied
in different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F177

06
6-LOBE SOLID HANDWHEEL WITH THREADED THROUGH-
HOLE INSERT
6-lobe handwheels



Version F177: with brass insert. 

Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F17730.0001 F17730.TM0501 30 22 15 11 11 11 4 M5 18 12

F17730.0005 F17730.TM0601 30 22 15 11 11 11 4 M6 18 13

F17730.0011 F17730.TM0801 30 22 15 11 11 11 4 M8 18 13

F17730.0014 F17730.TM1001 30 22 15 11 11 11 4 M10 18 14

F17740.0001 F17740.TM0601 40 24.5 17 12 12.5 12 6 M6 18 20

F17740.0008 F17740.TM0801 40 24.5 17 12 12.5 12 6 M8 18 21

F17740.0014 F17740.TM1001 40 24.5 17 12 12.5 12 6 M10 18 22

F17750.0002 F17750.TM0601 50 29 20 14 15 14 11 M6 18 33

F17750.0005 F17750.TM0801 50 29 20 14 15 14 11 M8 18 34

F17750.0010 F17750.TM1001 50 29 20 14 15 14 11 M10 18 35

F17750.0016 F17750.TM1201 50 29 20 14 15 14 11 M12 18 35

F17760.0002 F17760.TM0801 60 34 24 16 18 15 16 M8 18 54

F17760.0006 F17760.TM1001 60 34 24 16 18 15 16 M10 18 55

F17760.0010 F17760.TM1201 60 34 24 16 18 15 16 M12 18 55

F17760.0015 F17760.TM1401 60 34 24 16 18 15 16 M14 18 56

Version F177CIN: with stainless steel insert (Aisi 303). 

Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F17730.0003 F17730.TM0501PIN 30 22 15 11 11 11 4 M5 18 12

F17730.0007 F17730.TM0601PIN 30 22 15 11 11 11 4 M6 18 13



Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F17730.0012 F17730.TM0801PIN 30 22 15 11 11 11 4 M8 18 13

F17740.0003 F17740.TM0601PIN 40 24.5 17 12 12.5 12 6 M6 18 20

F17740.0010 F17740.TM0801PIN 40 24.5 17 12 12.5 12 6 M8 18 21

F17740.0015 F17740.TM1001PIN 40 24.5 17 12 12.5 12 6 M10 18 22

F17750.0008 F17750.TM0801PIN 50 29 20 14 15 14 11 M8 18 34

F17750.0012 F17750.TM1001PIN 50 29 20 14 15 14 11 M10 18 35

F17750.0017 F17750.TM1201PIN 50 29 20 14 15 14 11 M12 18 35

F17760.0004 F17760.TM0801PIN 60 34 24 16 18 15 16 M8 18 54

F17760.0008 F17760.TM1001PIN 60 34 24 16 18 15 16 M10 18 55

F17760.0012 F17760.TM1201PIN 60 34 24 16 18 15 16 M12 18 55



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black (RAL 9011).

Inserts:

Brass insert with threaded through hole (thread tolerance 6H).

Special Requests:

Upon request and for special quantities inserts can be supplied
in different materials.

Upon request the chain can be supplied with customised
lengths.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

Chain:

Acetal (POM) chain.

Nickel-plated brass joint.

Harmonic stainless steel ring (AISI 302).

F177CAT

06
6-LOBE SOLID HANDWHEEL WITH RETAINING CHAIN AND
THREADED THROUGH-HOLE INSERT
6-lobe handwheels



Code Art. D H d R c m d3 h3 d1 6H Q Weight (g)

F17730.0002 F17730.TM0501CAT 30 22 15 - 11 11 11 4 M5 18 12

F17730.0006 F17730.TM0601CAT 30 22 15 - 11 11 11 4 M6 18 13

F17740.0002 F17740.TM0601CAT 40 24.5 17 - 12 12.5 12 6 M6 18 20

F17740.0009 F17740.TM0801CAT 40 24.5 17 - 12 12.5 12 6 M8 18 21

F17750.0003 F17750.TM0601CAT 50 29 20 - 14 15 14 11 M6 18 33

F17750.0007 F17750.TM0801CAT 50 29 20 - 14 15 14 11 M8 18 34

F17760.0003 F17760.TM0801CAT 60 34 24 - 16 18 15 16 M8 18 54

F17760.0007 F17760.TM1001CAT 60 34 24 - 16 18 15 16 M10 18 55

F17760.0011 F17760.TM1201CAT 60 34 24 - 16 18 15 16 M12 18 55



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black (RAL 9011).

Inserts:

F178:

Galvanised steel threaded stud (thread tolerance 6g).

F178CIN:

Threaded stainless steel stud (Aisi 304) (thread tolerance 6g).

Special Requests:

Upon request and for special quantities inserts can be supplied
with customised lengths.

Upon request and for special quantities inserts can be supplied
in different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F178

06
6-LOBE SOLID HANDWHEEL WITH THREADED STUD
6-lobe handwheels



Version F178 - galvanised steel stud. 

Code Art. D H d c m d3 h3 LM d1 6g Q Weight (g)

F17830.0002 F17830.TM05X1001 30 22 15 11 11 9 1.5 80 M5 10 13

F17830.0004 F17830.TM05X1601 30 22 15 11 11 9 1.5 80 M5 16 14

F17830.0008 F17830.TM05X2001 30 22 15 11 11 9 1.5 80 M5 20 15

F17830.0012 F17830.TM05X3001 30 22 15 11 11 9 1.5 80 M5 30 16

F17830.0015 F17830.TM05X4001 30 22 15 11 11 9 1.5 80 M5 40 17

F17830.0019 F17830.TM06X1001 30 22 15 11 11 9 1.5 80 M6 10 15

F17830.0023 F17830.TM06X1601 30 22 15 11 11 9 1.5 80 M6 16 16

F17830.0030 F17830.TM06X2001 30 22 15 11 11 9 1.5 80 M6 20 17

F17830.0036 F17830.TM06X2501 30 22 15 11 11 9 1.5 80 M6 25 17,5

F17830.0042 F17830.TM06X3001 30 22 15 11 11 9 1.5 80 M6 30 18

F17830.0051 F17830.TM06X4001 30 22 15 11 11 9 1.5 80 M6 40 19

F17830.0059 F17830.TM08X1601 30 22 15 11 11 9 1.5 80 M8 16 19

F17830.0063 F17830.TM08X2001 30 22 15 11 11 9 1.5 80 M8 20 21

F17830.0071 F17830.TM08X3001 30 22 15 11 11 9 1.5 80 M8 30 25

F17830.0076 F17830.TM08X4001 30 22 15 11 11 9 1.5 80 M8 40 28

F17830.0084 F17830.TM10X2001 30 22 15 11 11 9 1.5 80 M10 20 28

F17830.0087 F17830.TM10X3001 30 22 15 11 11 9 1.5 80 M10 30 33

F17830.0090 F17830.TM10X4001 30 22 15 11 11 9 1.5 80 M10 40 39

F17840.0006 F17840.TM06X1601 40 24.5 17 12 12.5 12 1 130 M6 16 25

F17840.0010 F17840.TM06X2001 40 24.5 17 12 12.5 12 1 130 M6 20 25

F17840.0016 F17840.TM06X3001 40 24.5 17 12 12.5 12 1 130 M6 30 27



Code Art. D H d c m d3 h3 LM d1 6g Q Weight (g)

F17840.0020 F17840.TM06X4001 40 24.5 17 12 12.5 12 1 130 M6 40 28

F17840.0033 F17840.TM08X1601 40 24.5 17 12 12.5 12 1 130 M8 16 28

F17840.0036 F17840.TM08X2001 40 24.5 17 12 12.5 12 1 130 M8 20 30

F17840.0040 F17840.TM08X2501 40 24.5 17 12 12.5 12 1 130 M8 25 31

F17840.0045 F17840.TM08X3001 40 24.5 17 12 12.5 12 1 130 M8 30 33

F17840.0051 F17840.TM08X3501 40 24.5 17 12 12.5 12 1 130 M8 35 34

F17840.0054 F17840.TM08X4001 40 24.5 17 12 12.5 12 1 130 M8 40 36

F17840.0057 F17840.TM08X4501 40 24.5 17 12 12.5 12 1 130 M8 45 38

F17840.0060 F17840.TM08X5001 40 24.5 17 12 12.5 12 1 130 M8 50 39

F17840.0082 F17840.TM10X2001 40 24.5 17 12 12.5 12 1 130 M10 20 37

F17840.0086 F17840.TM10X3001 40 24.5 17 12 12.5 12 1 130 M10 30 41

F17840.0092 F17840.TM10X4001 40 24.5 17 12 12.5 12 1 130 M10 40 45

F17840.0095 F17840.TM10X5001 40 24.5 17 12 12.5 12 1 130 M10 50 49

F17850.0015 F17850.TM08X1501 50 29 20 14 15 14.5 1.5 130 M8 15 48

F17850.0020 F17850.TM08X2001 50 29 20 14 15 14.5 1.5 130 M8 20 49

F17850.0025 F17850.TM08X3001 50 29 20 14 15 14.5 1.5 130 M8 30 52

F17850.0031 F17850.TM08X4001 50 29 20 14 15 14.5 1.5 130 M8 40 55

F17850.0055 F17850.TM10X2001 50 29 20 14 15 14.5 1.5 130 M10 20 55

F17850.0058 F17850.TM10X2501 50 29 20 14 15 14.5 1.5 130 M10 25 57

F17850.0062 F17850.TM10X3001 50 29 20 14 15 14.5 1.5 130 M10 30 60

F17850.0070 F17850.TM10X4001 50 29 20 14 15 14.5 1.5 130 M10 40 61

F17850.0077 F17850.TM10X5001 50 29 20 14 15 14.5 1.5 130 M10 50 64

F17850.0093 F17850.TM12X2001 50 29 20 14 15 14.5 1.5 130 M12 20 63

F17850.0096 F17850.TM12X3001 50 29 20 14 15 14.5 1.5 130 M12 30 67

F17850.0099 F17850.TM12X4001 50 29 20 14 15 14.5 1.5 130 M12 40 72

F17850.0103 F17850.TM12X5001 50 29 20 14 15 14.5 1.5 130 M12 50 77

F17860.0010 F17860.TM08X3001 60 34 24 16 18 17,5 1.5 130 M8 30 71

F17860.0013 F17860.TM08X4001 60 34 24 16 18 17,5 1.5 130 M8 40 74

F17860.0024 F17860.TM10X2001 60 34 24 16 18 17,5 1.5 130 M10 20 74

F17860.0032 F17860.TM10X3001 60 34 24 16 18 17,5 1.5 130 M10 30 80

F17860.0038 F17860.TM10X4001 60 34 24 16 18 17,5 1.5 130 M10 40 85

F17860.0041 F17860.TM10X5001 60 34 24 16 18 17,5 1.5 130 M10 50 88

F17860.0055 F17860.TM12X2001 60 34 24 16 18 17,5 1.5 130 M12 20 95

F17860.0060 F17860.TM12X3001 60 34 24 16 18 17,5 1.5 130 M12 30 102

F17860.0064 F17860.TM12X4001 60 34 24 16 18 17,5 1.5 130 M12 40 109

F17860.0068 F17860.TM12X5001 60 34 24 16 18 17,5 1.5 130 M12 50 116

Customised stud length available for a minimum of 150 pieces.
LM = Maximum mouldable length.



Version F178CIN: stainless steel stud (Aisi 304). 

Code Art. D H d c m d3 h3 LM d1 6g Q Weight (g)

F17830.0006 F17830.TM05X1601CIN 30 22 15 11 11 9 1.5 80 M5 16 14

F17830.0010 F17830.TM05X2001CIN 30 22 15 11 11 9 1.5 80 M5 20 15

F17830.0017 F17830.TM05X4001CIN 30 22 15 11 11 9 1.5 80 M5 40 17

F17830.0025 F17830.TM06X1601CIN 30 22 15 11 11 9 1.5 80 M6 16 16

F17830.0032 F17830.TM06X2001CIN 30 22 15 11 11 9 1.5 80 M6 20 17

F17830.0044 F17830.TM06X3001CIN 30 22 15 11 11 9 1.5 80 M6 30 18

F17830.0053 F17830.TM06X4001CIN 30 22 15 11 11 9 1.5 80 M6 40 19

F17830.0065 F17830.TM08X2001CIN 30 22 15 11 11 9 1.5 80 M8 20 21

F17830.0073 F17830.TM08X3001CIN 30 22 15 11 11 9 1.5 80 M8 30 25

F17830.0086 F17830.TM10X2001CIN 30 22 15 11 11 9 1.5 80 M10 20 28

F17840.0012 F17840.TM06X2001CIN 40 24.5 17 12 12.5 12 1 130 M6 20 25

F17840.0018 F17840.TM06X3001CIN 40 24.5 17 12 12.5 12 1 130 M6 30 27

F17840.0022 F17840.TM06X4001CIN 40 24.5 17 12 12.5 12 1 130 M6 40 28

F17840.0038 F17840.TM08X2001CIN 40 24.5 17 12 12.5 12 1 130 M8 20 30

F17840.0048 F17840.TM08X3001CIN 40 24.5 17 12 12.5 12 1 130 M8 30 33

F17840.0056 F17840.TM08X4001CIN 40 24.5 17 12 12.5 12 1 130 M8 40 36

F17840.0094 F17840.TM10X4001CIN 40 24.5 17 12 12.5 12 1 130 M10 40 45

F17850.0033 F17850.TM08X4001CIN 50 29 20 14 15 14.5 1.5 130 M8 40 55

F17850.0057 F17850.TM10X2001CIN 50 29 20 14 15 14.5 1.5 130 M10 20 55

F17850.0065 F17850.TM10X3001CIN 50 29 20 14 15 14.5 1.5 130 M10 30 60

F17850.0072 F17850.TM10X4001CIN 50 29 20 14 15 14.5 1.5 130 M10 40 65

F17850.0079 F17850.TM10X5001CIN 50 29 20 14 15 14.5 1.5 130 M10 50 70

F17860.0015 F17860.TM08X4001CIN 60 34 24 16 18 17,5 1.5 130 M8 40 74

F17860.0040 F17860.TM10X4001CIN 60 34 24 16 18 17,5 1.5 130 M10 40 80

F17860.0057 F17860.TM12X2001CIN 60 34 24 16 18 17,5 1.5 130 M12 20 95

F17860.0066 F17860.TM12X4001CIN 60 34 24 16 18 17,5 1.5 130 M12 40 109

Customised stud length available for a minimum of 150 pieces.
LM = Maximum mouldable length.



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black (RAL 9011).

Inserts:

(1) Galvanised steel threaded stud (thread tolerance 6g).

(2) Galvanised steel turned ring nut, secured with threadlocker
and with groove for retaining hook.

Special Requests:

Upon request and for special quantities inserts can be supplied
with customised lengths.

Upon request the chain can be supplied with customised
lengths.

Upon request and for special quantities inserts can be supplied
in different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

Chain:

Acetal (POM) chain.

Nickel-plated brass joint.

Harmonic stainless steel ring (AISI 302).

F178CAT

06
6-LOBE SOLID HANDWHEEL WITH RETAINING CHAIN AND
THREADED STUD
6-lobe handwheels



Code Art. D H d R c m d3 h3 LM d1 6g Q Weight (g)

F17830.0003 F17830.TM05X1001CAT 30 22 15 32 11 11 9 1.5 80 M5 10 13

F17830.0005 F17830.TM05X1601CAT 30 22 15 32 11 11 9 1.5 80 M5 16 14

F17830.0009 F17830.TM05X2001CAT 30 22 15 32 11 11 9 1.5 80 M5 20 15

F17830.0013 F17830.TM05X3001CAT 30 22 15 32 11 11 9 1.5 80 M5 30 16

F17830.0016 F17830.TM05X4001CAT 30 22 15 32 11 11 9 1.5 80 M5 40 17

F17830.0020 F17830.TM06X1001CAT 30 22 15 32 11 11 9 1.5 80 M6 10 18

F17830.0024 F17830.TM06X1601CAT 30 22 15 32 11 11 9 1.5 80 M6 16 19

F17830.0031 F17830.TM06X2001CAT 30 22 15 32 11 11 9 1.5 80 M6 20 20

F17830.0038 F17830.TM06X2501CAT 30 22 15 32 11 11 9 1.5 80 M6 25 20,5

F17830.0043 F17830.TM06X3001CAT 30 22 15 32 11 11 9 1.5 80 M6 30 21

F17830.0052 F17830.TM06X4001CAT 30 22 15 32 11 11 9 1.5 80 M6 40 22

F17830.0060 F17830.TM08X1601CAT 30 22 15 32 11 11 9 1.5 80 M8 16 22

F17830.0064 F17830.TM08X2001CAT 30 22 15 32 11 11 9 1.5 80 M8 20 24

F17830.0072 F17830.TM08X3001CAT 30 22 15 32 11 11 9 1.5 80 M8 30 28

F17830.0077 F17830.TM08X4001CAT 30 22 15 32 11 11 9 1.5 80 M8 40 31

F17830.0085 F17830.TM10X2001CAT 30 22 15 32 11 11 9 1.5 80 M10 20 31

F17830.0088 F17830.TM10X3001CAT 30 22 15 32 11 11 9 1.5 80 M10 30 36

F17830.0091 F17830.TM10X4001CAT 30 22 15 32 11 11 9 1.5 80 M10 40 42

F17840.0007 F17840.TM06X1601CAT 40 24.5 17 33 12 12.5 12 1 130 M6 16 28

F17840.0011 F17840.TM06X2001CAT 40 24.5 17 33 12 12.5 12 1 130 M6 20 28

F17840.0017 F17840.TM06X3001CAT 40 24.5 17 33 12 12.5 12 1 130 M6 30 30

F17840.0021 F17840.TM06X4001CAT 40 24.5 17 33 12 12.5 12 1 130 M6 40 31



Code Art. D H d R c m d3 h3 LM d1 6g Q Weight (g)

F17840.0034 F17840.TM08X1601CAT 40 24.5 17 33 12 12.5 12 1 130 M8 16 31

F17840.0037 F17840.TM08X2001CAT 40 24.5 17 33 12 12.5 12 1 130 M8 20 33

F17840.0041 F17840.TM08X2501CAT 40 24.5 17 33 12 12.5 12 1 130 M8 25 34

F17840.0046 F17840.TM08X3001CAT 40 24.5 17 33 12 12.5 12 1 130 M8 30 36

F17840.0052 F17840.TM08X3501CAT 40 24.5 17 33 12 12.5 12 1 130 M8 35 37

F17840.0055 F17840.TM08X4001CAT 40 24.5 17 33 12 12.5 12 1 130 M8 40 39

F17840.0058 F17840.TM08X4501CAT 40 24.5 17 33 12 12.5 12 1 130 M8 45 41

F17840.0061 F17840.TM08X5001CAT 40 24.5 17 33 12 12.5 12 1 130 M8 50 42

F17840.0083 F17840.TM10X2001CAT 40 24.5 17 33 12 12.5 12 1 130 M10 20 40

F17840.0087 F17840.TM10X3001CAT 40 24.5 17 33 12 12.5 12 1 130 M10 30 44

F17840.0093 F17840.TM10X4001CAT 40 24.5 17 33 12 12.5 12 1 130 M10 40 48

F17840.0096 F17840.TM10X5001CAT 40 24.5 17 33 12 12.5 12 1 130 M10 50 52

F17850.0016 F17850.TM08X1501CAT 50 29 20 35 14 15 14.5 1.5 130 M8 15 51

F17850.0021 F17850.TM08X2001CAT 50 29 20 35 14 15 14.5 1.5 130 M8 20 52

F17850.0026 F17850.TM08X3001CAT 50 29 20 35 14 15 14.5 1.5 130 M8 30 55

F17850.0032 F17850.TM08X4001CAT 50 29 20 35 14 15 14.5 1.5 130 M8 40 58

F17850.0056 F17850.TM10X2001CAT 50 29 20 35 14 15 14.5 1.5 130 M10 20 58

F17850.0059 F17850.TM10X2501CAT 50 29 20 35 14 15 14.5 1.5 130 M10 25 60

F17850.0064 F17850.TM10X3001CAT 50 29 20 35 14 15 14.5 1.5 130 M10 30 63

F17850.0071 F17850.TM10X4001CAT 50 29 20 35 14 15 14.5 1.5 130 M10 40 64

F17850.0078 F17850.TM10X5001CAT 50 29 20 35 14 15 14.5 1.5 130 M10 50 67

F17850.0094 F17850.TM12X2001CAT 50 29 20 35 14 15 14.5 1.5 130 M12 20 66

F17850.0097 F17850.TM12X3001CAT 50 29 20 35 14 15 14.5 1.5 130 M12 30 70

F17850.0100 F17850.TM12X4001CAT 50 29 20 35 14 15 14.5 1.5 130 M12 40 75

F17850.0104 F17850.TM12X5001CAT 50 29 20 35 14 15 14.5 1.5 130 M12 50 80

F17860.0011 F17860.TM08X3001CAT 60 34 24 38 16 18 18 1.5 130 M8 30 74

F17860.0014 F17860.TM08X4001CAT 60 34 24 38 16 18 18 1.5 130 M8 40 77

F17860.0025 F17860.TM10X2001CAT 60 34 24 38 16 18 17,5 1.5 130 M10 20 77

F17860.0033 F17860.TM10X3001CAT 60 34 24 38 16 18 17,5 1.5 130 M10 30 83

F17860.0039 F17860.TM10X4001CAT 60 34 24 38 16 18 17,5 1.5 130 M10 40 88

F17860.0042 F17860.TM10X5001CAT 60 34 24 38 16 18 17,5 1.5 130 M10 50 91

F17860.0056 F17860.TM12X2001CAT 60 34 24 38 16 18 18 1.5 130 M12 20 98

F17860.0061 F17860.TM12X3001CAT 60 34 24 38 16 18 18 1.5 130 M12 30 105

F17860.0065 F17860.TM12X4001CAT 60 34 24 38 16 18 18 1.5 130 M12 40 112

F17860.0069 F17860.TM12X5001CAT 60 34 24 38 16 18 18 1.5 130 M12 50 119

LM = Maximum mouldable length.



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black (RAL 9011).

Inserts:

Version F186:

Brass insert with female threaded hole (thread tolerance 6H).

Version F186CIN:

Stainless steel insert with female threaded hole (Aisi 303)
(thread tolerance 6H).

Special Requests:

Upon request and for special quantities inserts can be supplied
in different materials.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

F186

06
SOLID STAR HANDWHEEL WITH FEMALE THREADED INSERT
Cross handwheels

The solid star handwheel with female threaded hole has been designed to replace all the old DIN 6335 type solid bakelite handwheels
or knobs. The product is “solid”, meaning that it has no cavities where dirt can build up. There is only a small recess at the top of the
rim, but this recess is very wide and shallow, and therefore easy to clean. The star shape means that there is a large space between the
lobes, making it easy to grip with one hand, even when wearing thick work gloves. This star knob is also used where a high clamping
force is required. This product line is suitable for use on all equipment or machinery that needs to be cleaned or sanitised frequently. It
is mainly used on machines used by bakeries, food processing machinery in general, hospital equipment, wheelchairs, medical
equipment in general, and assistive technology systems (hoists, bathroom aids, stairlifts, etc.). Of course, it can be chosen simply
because it is so robust. The F186 star handwheel is made from high-strength reinforced polyamide materials. Available in different
versions and models (star handwheel with through-hole insert, star handwheel with steel hub, star knob with retaining chain, knob
with quick-release system, etc.).



Version F186: with brass insert. 

Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F18632.0001 F18632.TM0401 32 23 15 11 12 11 1.5 M4 7 11

F18632.0004 F18632.TM0501 32 23 15 11 12 11 1.5 M5 14 11.5

F18632.0008 F18632.TM0601 32 23 15 11 12 11 1.5 M6 10 12

F18632.0012 F18632.TM0801 32 23 15 11 12 11 1.5 M8 14 12.5

F18632.0014 F18632.TM1001 32 23 15 11 12 11 1.5 M10 14 13

F18640.0002 F18640.TM0501 40 24.5 16 12 12.5 13 1.5 M5 14 14

F18640.0005 F18640.TM0601 40 24.5 16 12 12.5 13 1.5 M6 16 15

F18640.0009 F18640.TM0801 40 24.5 16 12 12.5 13 1.5 M8 14 16

F18640.0014 F18640.TM1001 40 24.5 16 12 12.5 13 1.5 M10 14 17

F18650.0003 F18650.TM0601 50 29 20 14 15 14 2 M6 16 25

F18650.0007 F18650.TM0801 50 29 20 14 15 14 2 M8 14 26

F18650.0012 F18650.TM1001 50 29 20 14 15 14 2 M10 14 27

F18650.0017 F18650.TM1201 50 29 20 14 15 14 2 M12 18 29

F18660.0001 F18660.TM0801 60,5 34,5 24 16 18,5 18 2 M8 19 40

F18660.0005 F18660.TM1001 60,5 34,5 24 16 18,5 18 2 M10 21 43

F18660.0009 F18660.TM1201 60,5 34,5 24 16 18,5 18 2 M12 18 44

F18660.0013 F18660.TM1401 60,5 34,5 24 16 18,5 18 2 M14 19 47



Version F186CIN: with stainless steel insert (Aisi 303). 

Code Art. D H d c m d3 h3 d1 6H Q Weight (g)

F18632.0006 F18632.TM0501CIN 32 23 15 11 12 11 1.5 M5 14 11.5

F18632.0010 F18632.TM0601CIN 32 23 15 11 12 11 1.5 M6 10 12

F18632.0013 F18632.TM0801CIN 32 23 15 11 12 11 1.5 M8 14 12.5

F18640.0007 F18640.TM0601CIN 40 24.5 16 12 12.5 13 1.5 M6 16 15

F18640.0011 F18640.TM0801CIN 40 24.5 16 12 12.5 13 1.5 M8 14 16

F18640.0015 F18640.TM1001CIN 40 24.5 16 12 12.5 13 1.5 M10 14 17

F18650.0009 F18650.TM0801CIN 50 29 20 14 15 14 2 M8 14 26

F18650.0014 F18650.TM1001CIN 50 29 20 14 15 14 2 M10 14 27

F18650.0018 F18650.TM1201CIN 50 29 20 14 15 14 2 M12 18 29

F18660.0003 F18660.TM0801CIN 60,5 34,5 24 16 18,5 18 2 M8 19 40

F18660.0007 F18660.TM1001CIN 60,5 34,5 24 16 18,5 18 2 M10 21 43

F18660.0011 F18660.TM1201CIN 60,5 34,5 24 16 18,5 18 2 M12 18 44



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black (RAL 9011).

Inserts:

Brass insert with female threaded hole (thread tolerance 6H).

Special Requests:

Upon request and for special quantities inserts can be supplied
in different materials.

Upon request the chain can be supplied with customised
lengths.

Upon request and for special quantities available in the colours
indicated in the chart (attention: reduced range).

Chain:

Acetal (POM) chain.

Nickel-plated brass joint.

Harmonic stainless steel ring (AISI 302).

F186CAT

06
SOLID STAR HANDWHEEL WITH RETAINING CHAIN AND
FEMALE THREADED INSERT
Cross handwheels



Code Art. D H d R c m d3 h3 d1 6H Q Weight (g)

F18632.0002 F18632.TM0401CAT 32 23 15 32 11 12 11 1.5 M4 7 14

F18632.0005 F18632.TM0501CAT 32 23 15 32 11 12 11 1.5 M5 14 14.5

F18632.0009 F18632.TM0601CAT 32 23 15 32 11 12 11 1.5 M6 10 15

F18640.0003 F18640.TM0501CAT 40 24.5 16 33 12 12.5 13 1.5 M5 14 17

F18640.0006 F18640.TM0601CAT 40 24.5 16 33 12 12.5 13 1.5 M6 16 18

F18640.0010 F18640.TM0801CAT 40 24.5 16 33 12 12.5 13 1.5 M8 14 19

F18650.0004 F18650.TM0601CAT 50 29 20 35 14 15 14 2 M6 16 28

F18650.0008 F18650.TM0801CAT 50 29 20 35 14 15 14 2 M8 14 29

F18650.0013 F18650.TM1001CAT 50 29 20 35 14 15 14 2 M10 14 30

F18660.0002 F18660.TM0801CAT 60,5 34,5 24 38 16 18,5 18 2 M8 19 43

F18660.0006 F18660.TM1001CAT 60,5 34,5 24 38 16 18,5 18 2 M10 21 46

F18660.0010 F18660.TM1201CAT 60,5 34,5 24 38 16 18,5 18 2 M12 18 47



Materials:

Reinforced polyamide.

Resistant to oils and greases.

Surface finish:

Satin.

Colour:

Black (RAL 9011).

Inserts:

Brass insert with blind smooth bore (bore tolerance H7)

ATTENTION: bore cannot be widened.

Special Requests:

F187

06
SOLID STAR HANDWHEEL WITH INSERT AND SMOOTH BORE
Cross handwheels

Code Art. D H d c m d3 h3 d1 H7 Q Weight (g)

F18732.0001 F18732.TD0601 32 23 15 11 12 11 1.5 6 15 13

F18732.0002 F18732.TD0801 32 23 15 11 12 11 1.5 8 15 14

F18740.0004 F18740.TD0601 40 24.5 16 12 12.5 13 1.5 6 15 18



Code Art. D H d c m d3 h3 d1 H7 Q Weight (g)

F18740.0001 F18740.TD0801 40 24.5 16 12 12.5 13 1.5 8 15 21

F18740.0002 F18740.TD1001 40 24.5 16 12 12.5 13 1.5 10 17 20

F18750.0001 F18750.TD0601 50 29 20 14 15 14 2 6 15 29

F18750.0002 F18750.TD0801 50 29 20 14 15 14 2 8 15 31

F18750.0005 F18750.TD1001 50 29 20 14 15 14 2 10 17 32

F18760.0001 F18760.TD0801 60,5 34,5 24 16 18,5 18 2 8 18 70

F18760.0002 F18760.TD1001 60,5 34,5 24 16 18,5 18 2 10 25 65

F18760.0003 F18760.TD1201 60,5 34,5 24 16 18,5 18 2 12 22 60
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	F110
	6-LOBE SOLID KNOB WITH THREADED INSERT
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:


	F110BF
	6-LOBE SOLID KNOB MADE FROM ANTIBACTERIAL MATERIAL AND STAINLESS STEEL THREADED INSERT
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:


	F111
	6-LOBE SOLID KNOB WITH THREADED STUD
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:


	F175
	6-LOBE SOLID HANDWHEEL WITH FEMALE THREADED INSERT
	6-lobe handwheels
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	Version F175: with brass insert.
	Version F175CIN: with stainless steel insert (Aisi 303).



	F175BF
	6-LOBE SOLID KNOB MADE FROM ANTIBACTERIAL MATERIAL AND STAINLESS STEEL THREADED INSERT
	6-lobe handwheels
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:



	F175CAT
	6-LOBE SOLID HANDWHEEL WITH RETAINING CHAIN AND FEMALE THREADED INSERT
	6-lobe handwheels
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Chain:
	Special Requests:



	F176
	6-LOBE SOLID HANDWHEEL WITH INSERT AND BORE
	6-lobe handwheels
	Materials:
	Surface finish:
	Colour:
	Inserts:
	ATTENTION: bore cannot be widened.



	F177
	6-LOBE SOLID HANDWHEEL WITH THREADED THROUGH-HOLE INSERT
	6-lobe handwheels
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	Version F177: with brass insert.
	Version F177CIN: with stainless steel insert (Aisi 303).



	F177CAT
	6-LOBE SOLID HANDWHEEL WITH RETAINING CHAIN AND THREADED THROUGH-HOLE INSERT
	6-lobe handwheels
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	Chain:



	F178
	6-LOBE SOLID HANDWHEEL WITH THREADED STUD
	6-lobe handwheels
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	Version F178 - galvanised steel stud.
	Version F178CIN: stainless steel stud (Aisi 304).



	F178CAT
	6-LOBE SOLID HANDWHEEL WITH RETAINING CHAIN AND THREADED STUD
	6-lobe handwheels
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	Chain:



	F186
	SOLID STAR HANDWHEEL WITH FEMALE THREADED INSERT
	Cross handwheels
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	Version F186: with brass insert.
	Version F186CIN: with stainless steel insert (Aisi 303).



	F186CAT
	SOLID STAR HANDWHEEL WITH RETAINING CHAIN AND FEMALE THREADED INSERT
	Cross handwheels
	Materials:
	Surface finish:
	Colour:
	Inserts:
	Special Requests:
	Chain:



	F187
	SOLID STAR HANDWHEEL WITH INSERT AND SMOOTH BORE
	Cross handwheels
	Materials:
	Surface finish:
	Colour:
	Inserts:
	ATTENTION: bore cannot be widened.




